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PorevoreS 
This standard is part of a set of standards for Distributed 
Interactive Simulation (DIS). The relationship between this 
standard and other DIS standards is shown in the figure below. 
Services and Protocols 
Defined in Communication 
Architecture for 
Distributed Interactive 
Simulation 
Physical Medium and 
Related Protocols 
Documentation Relationships 
This set of standards deals with requirements for simulations 
participating in a Distributed Interactive Simulation. There are 
several elements that make up the DIS environment. Each element is 
addressed by one or more standard documents. Used together, these 
standards will define an interoperable simulated battle 
environment. 
The main elements addressed by these standards are: 
(1) Communications 
(2) Simulation Environment 
(3) Fidelity, Exercise control, and Feedback Requirements 
The scope of this document lies within the first element, 
Communications. Its purpose is to define the data messages that 
are exchanged between simulation applications. These Protocol Data 
units (PDUs) provide data concerning simulated entity states and 
the types of entity interactions that take place in a DIS exercise. 
Future versions of this standard will contain additional PDUs 
required to exchange information about interactions and functions 
not currently supported. The rationale behind the content of this 
This is an unapprovod Standards Draft, subJoct to chango . 
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document is contained in the "Rationale Document - Protocols for 
Distributed Interactive simulation Applications", IST-CR-9J-OJ. 
A related draft standard, "Communication Architecture for 
Distributed Interactive Simulation" (CADIS) IST-CR-9J-07 
establishes the requirements for the communication architecture to 
be used in DIS applications. It makes recommendations concerning 
the communication profiles that can provide the services to meet 
those requirements. The standard described by this document, along 
with the CADIS document, provide the necessary information exchange 
for the communications element of DIS. 
In the second element, Simulation Environment, the government's 
Project 2851 is providing a military standard describing database 
formats for terrain, culture, and dynamic model representation. 
The draft military standard "Standard Simulator Data Base (SSDB) 
Interchange Format (SIF) for High Detail Input/Output (SIF/HDI) and 
Distributed Processing (SIF/DP)" is recommended for use with the 
developing DIS standards. 
The required fidelity correlation between simulations in a DIS 
exercise is addressed in the draft standard "Fidelity Description 
Requirements for Distributed Interactive simulation", IST-CR-9J-04. 
The proposed method for setup and control of a DIS exercise and 
providing feedback at the end is addressed in the draft standard 
"Exercise Control and Feedback Requirement," IST-CR-9J-05. 
The area covered by this standard is undergoing evolution. 
Revisions are anticipated to this standard within the next few 
years to clarify existing material, to correct possible errors, and 
to incorporate new related material. 
ThIs Is an unapproved Standards Draft, subject to change. 
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1. Introduction 
1.1 Terminoloqy 
1.1.1 Distributed Interactive Simulation (DIS). The DIS concept 
may be summarized as follows: 
DIS is a time and space coherent synthetic representation of 
world environments designed for linking the interactive, free play 
activities of people in operational exercises. The synthetic 
environment is created through real-time exchange of data units 
between distributed, computationally autonomous simulation 
applications in the form of simulations, simulators, and 
instrumented equipment interconnected through standard computer 
communicative services. The computational simUlation entities may 
be present in one location or may be distributed geographically. 
DIS concepts are described in further detail in 1.2. 
1.1.2 Bost Computer. A computer that supports one or more 
simUlation applications. All host computers participating in a 
simUlation exercise are connected by a common network. 
1.1.3 Simulation Application. A simulation application is the 
executing software on a host computer that generates one or more 
simulation entities. The simUlation application represents or 
"simulates" real-world phenomena for the purpose of training or 
experimentation. Examples of simUlation applications include 
manned vehicle simulators, computer generated forces, and computer 
interfaces between a DIS network and real equipment. The 
simUlation application receives and processes information 
concerning entities created by peer simUlation applications through 
the exchange of DIS PDUs. More than one simUlation application may 
simultaneously execute on a host computer. The simUlation 
application is the application layer protocol entity that 
implements the protocol defined in this document. This document 
will use the term "simulation application" to avoid confusion 
between protocol entities and simulation entities. The term 
"simulation" may also be used in place of simulation application . 
1.1.4 Simulation Entity. A simulation entity is an element of 
the synthetic environment that is created and controlled by a 
simUlation application through the exchange of DIS PDUs. Examples 
of types of simulated entities are: tank, submarine, carrier, 
fighter aircraft, missiles, bridges, or other elements of the 
synthetic environment. It is possible that a simUlation 
application may be controlling more than one simUlation entity . 
Simulation entities may also be referred to as "entities" in this 
document. 
1.1.5 Simulation Exercise. A simUlation exercise consists of one 
or more interacting simUlation applications. Simulations 
Thl. 1. an unapproved Standard. Draft •• ubJect to change. 
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participating in the same simulation exercise share a 
identifying number called the Exercise Identifier. 
simulations also utilize correlated representations 
synthetic environment in which they operate. 
common 
These 
of the 
1.1.& Simulation Bnvironment. A simulation environment consists 
of the operational environment surrounding the simulation entities. 
This environment includes terrain, atmospheric, and bathospheric 
information. Although environment information is outside the scope 
of this standard, it is assumed that participants in the same DIS 
exercise will be using environment information that is adequately 
correlated for the type of exercise to be performed. 
1.2 Key Concepta. This section contains details on key DIS 
concepts that will help the reader understand the context of this 
etandard. This information is of a general or explanatory nature 
that may be helpful, but is not mandatory. 
1.2.1 Basic Arcbitecture concepts. The basic architecture 
concepts of DIS are an extension of the Simulator Networking 
(SIMNET) program developed by Defense Advanced Research Project 
Agency (DARPA). The basic architecture concepts for DIS are: 
(1) No central computer controls the entire simulation exercise 
(2) Autonomous simUlation applications are responsible for 
maintaining the state of one or more simUlation entities 
(3) A standard protocol is used for communicating "ground truth" 
data 
(4) Changes in the state of an entity are communicated by 
simulation applications 
(5) Perception of events or other entities is determined by the 
receiving application 
(6) Dead reckoning algorithms are used to reduce communications 
processing 
The implications of each of these concepts as they apply to DIS 
are discussed in the following paragraphs. 
1.2.1.1 No Central Computer. Some war games have a central 
computer that maintains the world state and calculates the effects 
of each entity's actions on other entities and the environment. 
These computer systems must be sized with resources to handle the 
worst case load for a maximum number of simulated entities. DIS 
uses a distributed simUlation approach in which the responsibility 
for eimulating the etate of each entity reete with eeparate 
simUlation applications residing in host computers connected via 
a network. As new host computers are added to the network, each 
new host computer brings its own resources. 
Simulation 
generally 
In some 
the state 
1. 2 .1.2 Autonolllous Simulation Applications. 
applications (or simulations) are autonomous and 
responsible for maintaining the state of one entity. 
cases, a simUlation will be responsible for maintaining 
This Is an unapproved Standards Draft. subject to change. 
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of several entities. As the user operates controls in the 
simulated or actual equipment, the simulation is responsible for 
modeling the resulting actions of the entity using a high fidelity 
simulation model. That simulation is responsible for sending 
messages to others, as necessary, to inform them of any observable 
actions. All simulations are responsible for interpreting and 
responding to messages of interest from other simulations and 
maintaining a model of the state of entities represented in the 
simUlation exercise. simUlations may also maintain a model of the 
state of the environment and nondynamic entities, such as bridges 
and buildings, that may be intact or destroyed. 
1.2.1.3 Ground Truth Versus Perception. Each simUlation 
application communicates the state of the entity it controls 
(location, orientation, velocity, articulated parts position, etc.) 
to other simUlations on the network. The receiving simUlation is 
responsible for taking this ground truth data and calculating 
whether the entity represented by the sending simulation is 
detectable by visual or electronic means. This perceived state of 
the entity is then displayed to the user as required by the 
individual simulation. 
1.2.1.4 Dead Reckoning. A method of position/ orientation 
estimation, called dead reckoning, is used to limit the rate at 
which simUlations must issue state updates for an entity. Each 
simulation maintains a high fidelity model of the entity it 
represents. In addition, the simUlation maintains a simpler model 
of its entity. The simpler model represents the view of that 
entity by other simUlation applications on the network and is an 
extrapolation of position and orientation state using a specified 
dead reckoning algorithm. On a regular basis, the simUlation 
compares the high fidelity model of its entity to the simpler model 
of the entity. I f the di fference between the two exceeds a 
predetermined threshold, the simulation will update the simpler 
model using the information from the high fidelity model. At the 
same time, the simUlation will send updated information to other 
simUlations on the network so that they can update their model of 
the entity. By using dead reckoning, simulations are not required 
to report the status of their entities every frame. 
1.2.2 Coordinate systems. Locations in the simulated world are 
identified using a right-handed geocentric cartesian coordinate 
system called the World Coordinate System. The shape of the world 
is described by the WGS 84 standard, DMA TR 8350.2. The origin of 
the coordinate system is the centroid of the earth . The axes of 
this system are labeled X, Y, and Z, with the positive X-axis 
passing through the Prime Meridian at the Equator, with the 
positive Y-axis passing through 90 degrees East longitude at the 
Equator and the positive Z-axis passing through the North pole as 
shown in Figure 1-1. A distance of one unit measured in world 
coordinates corresponds to a distance of one meter in the simulated 
world, and a straight line in the world coordinate system is a 
straight line in the simulated world. 
ThIS Is an unapproved Standards Draft, subject to change. 
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Z axis = 
Earth axis 
------- ... 
Equator 
Fig 1·1 
Geocentric Cartesian Coordinates 
Yaxls 
To describe the location and orientation of any particular entity, 
an entity coordinate system is associated with the entity. This is 
also a right-handed cartesian coordinate system with the distance 
of one unit corresponding to one meter as in the world coordinate 
system. The origin of the entity coordinate system is the center 
of the entity's bounding volume. The axes are labeled x, y, and z 
with the positive x-axis pointing to the front of the entity, the 
positive y-axis pointing to the right side of the entity, and 
positive z-axis pointing down as shown in Figure 1-2. 
ThIs Is In unapproved Standards Oraft. subject to change. 
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Bounding Volume 
in Solid Lines 
Fig 1-2 
Entity Coordinate System 
Ye;). ---+-~~ x 
z 
The location of an entity is specified as the position of the 
origin of its entity coordinate system, expressed in world 
coordinates. The entity I s orientation is specified using three 
angles that describe the successive rotations needed to transform 
from the world coordinate system to the entity coordinate system. 
These angles are called Euler Angles and specify a set of three 
successive rotations about three different orthogonal axes as shown 
in Figure 1-3. The order of rotation is as follows: First, rotate 
about z by the angle psi, then about the new y (yl) by angle theta, 
then about the newest x (x") by the angle phi. The positive 
direction of rotation about an axis is defined as clockwise when 
viewed toward the positive direction along the axis of rotation. 
ThIs Is an unappro.ed Standards Draft, subject to change. 
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1.2.3 Co .. unication Servic... The communication services 
required by each DIS PDU are described in detail in "Communication 
Architecture for Distributed Interactive Simulation", IST-CR-93-07. 
A brief summary of the basic communication services necessary for 
DIS follows: 
(1) Data transfer - Each simulation application must be able to 
transfer data to another simulation application on the 
network in a single operation, with or without first 
establishing a logical connection with the destination 
computer. The unit of data passed in a single operation is 
called a packet. 
(2) Delivery - The communication architecture must support either 
broadcast, multicast, or unicast packets. Broadcast packets 
are delivered to all computers on a network. Multicast 
packets are delivered to a subset of all computers on a 
network (Broadcasting is actually a special case of 
multicast) • Unicast packets are delivered to a single 
computer on a network. 
(3) Best effort service - The communication architecture should 
support best effort delivery. Although DIS simulation 
applications will tolerate occasional failures of the network 
to deliver packets, these should be allowed to occur only 
rarely. 
(4) Packet Integrity - Transmission errors associated with the 
network should be detectable by the communication 
architecture. Corrupted packets should not be delivered to 
the simulation application. 
(5) Performance Requirements - The communication architecture 
should provide a certain level of performance characterized 
in terms of throughput and delay. Both network delay and 
network delay variance should be minimized. 
1.2.4 Functional Requirements for DIS. 
following functional requirements: 
DIS supports the 
(1) Entity information 
(2) Entity interaction 
(3) Management 
(4) Environment information 
Currently only the first two requirements are supported by this 
standard. Enhancement of the first two areas and the addition of 
capabilities for areas (3) and (4) are the subject of future 
standards. A brief description of each is given in the paragraphs 
that follow. 
1.2.4.1 Entity Information. 
between simulation applications 
location, its orientation, and 
Qthers. 
The entity information exchanged 
includes the type of entity, its 
how the entity might appear to 
This is an unapproved Standards Draft, subject to change. 
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(1) Types The simulation entity could be a vehicle, a 
building, a munition (such as a missile) or a cloud of 
smoke. DIS requires that entities be classified based on 
their entity type, allowing a variety of different entities 
to be represented. 
(2) Location and orientation Sending the location and 
orientation of an entity is critical for correct 
representation of the entity by other simulations on the 
network. Inclusion of the velocity and the acceleration 
parameters allows receiving simulations to employ higher-
level, higher-accuracy extrapolation routines. See 1.2.1.4 
on Dead Reckoning. 
(3) Appearances - The appearance of an entity can be expressed 
in a number of ways. Entities may be on fire or smoking. 
An entity may emit engine smoke or have a wake trailing 
behind in the water. 
1.2.4.2 EDtity IDteractioD. Throughout a simulation exercise, 
state information associated with the interactions that take place 
between entities needs to be exchanged. Interactions that are 
currently supported include weapons fire, logistics support, and 
collisions. 
(1) Weapons Fire When an entity fires a weapon, the 
simulation application controlling the entity needs to 
communicate the location of the firing weapon and the type 
of munition fired. The detonation of the munition is also 
communicated by the simulation application controlling the 
firing entity. Using the information in the detonation 
message, all simulation applications controlling affected 
entities assess damage to their entities. 
(2) Logistics Support - Certain services may be modeled in a 
simulation exercise such as resupply or repair of vehicles. 
These services are provided under logistics support. 
(3) Collisions - In the event that two entities collide, the 
simulations controlling the entities must be informed of 
the collision. A message about the collision is sent by 
each simulation when it detects that its entity has 
collided with another entity. Each simulation determines 
the damage to its own entity based on information in the 
collision message. 
1.2.4.3 Future Capabilities. A number of capabilities that are 
not supported by this standard are expected in future versions or 
related standards documents. These are described in the following 
paragraphs. 
1.2.4.3.1 EDtity IDformatioD: Other Types of AppearaDoes. 
In addition to visual appearance, the entities may also have a 
certain infrared signature. Also, an entity makes a variety of 
sounds, some of which may identify the entity under some 
circumstances. Consequently, each entity has several 
This Is on unapproved Standards Draft. subject to change. 
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"appearances," which include emission of sound, light, and heat as 
well as the reflection of light, radar, and Bound (sonar). 
1.2.4.3.2 Bntity Xnteractionl Bleotromagnetio Xnteraotion •• 
The development of technology in the area of sensory data has 
produced a variety of sensors and emitters, such as sonar, radar, 
and communications. Representations of these devices are essential 
in a simulation exercise. 
1.2.4.3.3 lIanaq_ent. Centralized manaqement of a simulation 
exercise is desirable to facilitate the operation of the network 
and certain aspects of the simUlation exercise. DIS management 
functions can be divided into Network Management and Simulation 
Management. 
(1) Network Management - Network management functions handle 
the basic network functions such as load management, 
monitoring of nodes and gateways, and error recovery. 
The network manager would also have knowledge of host 
computers on the network, such as their physical 
locations and network addresses. Analysis of network 
performance would be performed here. 
(2) Simulation Management There is also a need for 
centralized management of the simUlation exercise. 
Functions of simUlation management include: Start, 
Restart, Maintenance, and Shutdown of the exercise. 
other functions required include the introduction of 
entities after exercise start, and collection and 
distribution of certain types of data. 
1.2.4.3.4 Bnviron.ent Xnformation. For simulation entities 
to participate in the same exercise, they must have access to the 
same environment information. Different types of information about 
the environment are necessary to make the exercise as realistic as 
possible. This information may include changes in the terrain, 
weather, and ambient illumination. 
(1) Changes in the Terrain - Changes in the terrain can be 
caused by a number of factors. These include engineering 
effects such as the construction of a bridge or a 
building; weapons effects that could destroy objects 
created via engineering effects, as well as change the 
shape of the terrain due to the impact of shells or 
explosion of mines; or natural effects such as flooding. 
(2) Weather Conditions - Conditions such as rain, snow, fog, 
or clouds need to be represented in DIS to add to its 
realism. The wind and its effect on a cloud of smoke can 
affect vehicle visibility. Chemicals can affect 
dismounted infantry. 
(3) Degrees of Ambient Illumination - Night battles, as well 
as day battles, should be simulated. DIS will support 
battles that can take place in any degree of ambient 
illumination. 
Th10 10 an unapproved Standards Draft, subject to change . 
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(4) Other Environmental Effects - The subsurface environment 
plays a significant role in sub-surface simulations. The 
effects of water temperature, pressure, and salinity on 
the propagation of sound will be considered. 
1.2.4.3.5 Field In.~rumenta~ion. Requirements for real 
entities on instrumented ranges operating within the DIS 
environment and interacting with simulated and real entities will 
be addressed in future versions of ~is standard. Limited 
communication bandwidth, volume of data, methods of data 
transmission, and type of data transmitted are among the issues to 
be addressed. 
1.2.4.3.6 Da~a Collection and analy.i.. DIS may be used to 
train individuals to work as a team or to evaluate the performance 
of developmental hardware and software, proposed weapon system 
platforms, tactics, or operational procedures in a realistic 
operational scenario. In any case, some data on the performance of 
exercise participants will be required beyond that data that can be 
observed from the responses that are transmitted over the 
communication medium. This data will be used by the exercise 
manager to determine the extent to which exercise participants 
(humans and platforms) achieved the goals of the exercise. Example 
data includes engine temperature, target detection, target 
classification, expendables state, and instructor comments. 
1.2.4.3.7 Mechanisms for Efficien~ Ose of Network Re.ources. 
It may not be necessary that all participants receive all PDUs of 
an exercise. Mechanisms to allow for efficient use of network 
resources may include filtering PDUs at various locations in the 
network, data compression schemes, and sending only changes in the 
PDU information rather than the entire PDU. Multicast addressing 
schemes and protocols will be used to create and control groups 
where PDUs are only sent to members of that group. The multicast 
mechanisms are currently being developed and will be specified in 
the areas of communication architecture, network management, and 
simUlation management. 
This is an unapproved Standards Draft, subject to change. 
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2. aeDer.l RetereDce. 
The following documents are referenced in this Standard: 
(1) DMA TR 8350.2 
(2) IEEE 754-1985 
(3) ISO 7498 
- Department of Defense World Geodetic 
System 1984 (WGS 84), Its Definition 
and Relationships with Local 
Geodetic Systems. Defense Mapping 
Agency Technical Report 8350.2, 1987 
This document is available from: 
National Technical 
Service (NTIS) 
5285 Port Royal Road 
Springfield, VA 22161 
(703) 487-4650 
Order': ADA188815 
Information 
- IEEE Standard for Binary Floating 
Point Arithmetic, IEEE Product 
'SHI0116 
This is available from: 
IEEE Inc. 
445 Hoes Lane 
P.O. Box 1331 
Piscataway, N.J. 08855-1331 
USA 
Telephone:1-800-678-IEEE 
- Information Processing Systems -
Open Systems Interconnection -
Basic Reference Model 
This is available from: 
ISO Central Secretariat 
1 rue de Va rembe 
Case Postale 56 
CH-1211 
Geneve 20 
Switzerland/suisse 
ThIs Is an unapproved Standards Draft, subject to change. 
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(4) IST-CR-93-02 
(5) IST-CR-93-04 
(6) IST-CR-93-05 
(7) IST-CR-93-07 
and from: 
American National Standards 
Institute (ANSI) 
Sales Department 
11 west 42nd Street 
New York, NY 10036 
USA 
Telephone: 212-642-4900 
- Enumeration and Bit Encoded Values 
for Use with Protocols for 
Distributed Interactive Simulation 
Applications (March/93) 
- Draft, Fidelity Description 
Requirements for Distributed 
Interactive Simulation 
- Proposed IEEE Draft, Exercise 
Control and Feedback Requirement for 
Distributed Interactive Simulation 
- Draft, Communication 
for Distributed 
Simulations (CADIS) 
Architecture 
Interactive 
All 1ST documents can be obtained 
from: 
University of Central Florida 
Center for Continuing Education 
Orlando, Florida 32816-0177 
USA 
Telephone: 407-249-6100 
(8) PROJECT 2851-SIF - Draft Military Standard Simulator 
Data Base (SSDB) Interchange Format 
(SIF) for High Detail Input/Output 
(SIF/HDI) and Distributed Processing 
(SIF/DP) . 
This is an unapproved Standards Draft, subject to change. 
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(9) SI 
(10) SIMNET 
DRAl"T 
This draft can be obtained by 
writing to: 
Wright Patterson Air Force Base 
ARCjYP-C 
Dayton, Ohio 45433 
- Le syste'me International d 'Unite's: 
See for example: 
(A) "The Complete Metric system with 
the International System of Units, 
(SI)", A.L. LeMaraic & John P. 
ciaramella, Abbey Books, 1973. 
(B) "Guide for the Use of the 
International system of units: The 
Modernized Metric System", A.O. 
McCoubrey, Sep. 91, 39p NISTjSP-811. 
Also available from Supt. of Docs. 
as SN003-003-03ll3-5. 
(C) "Interpretation of the SI for 
the United States and Metric 
Conversion Policy for Federal 
Agencies", B.N. Taylor, Oct 91, 20p 
NISTjSP814. Also available from 
Supt. of Docs. 
- BBN RPT. 7627 The SIMNET 
Network and Protocols 
This is available from: 
National Technical Information 
Service (NTIS) 5285 Port Royal Road 
Springfield, VA 22161 
(703) 487-4650 
Order: ADA244220 
The latest version of the General Reference documents 
should be used. 
Th1s 1s an unapproved Standards Draft, subject to change. 
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3 • DeUni tiona 
3.1 Acronyms Used iD this standard. The acronyms used in this 
standard are defined as follows: 
(1 ) BBN 
(2 ) CADIS 
(3) DARPA 
(4) DIS 
(5) IEEE 
(6) 1ST 
(7 ) OSI 
(8) PDU 
(9) SI 
(10) SIMNET 
- Bolt, Beranek and Newman 
- Communication Architecture for 
Distributed Interactive Simulation 
- Defense Advanced Research Projects Agency 
- Distributed Interactive Simulation 
- Institute of Electrical and Electronic 
Engineers 
- Institute for Simulation and Training 
- Open Systems Interconnection 
- Protocol Data unit 
- The official abbreviation for "Le Syste'me 
International d'unite's": A universal 
system of metric weights and measures 
adopted in 1960 by the international 
authority on the metric system, the 
Comfe'rence G'en'erale de Polds et Measures 
(CGPM) 
- Simulator Networking 
(11) STRICOM - Simulation, Training and Instrumentation 
Command 
(12) WGS 84 
(13) UTC 
- World Geodetic System 1984 
- Universal Coordinated Time 
This is an unapproved Standards Draft, subject to change. 
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Applioation Layer (Layer 7). The layer of the 
reference model (ISO 7498) that provides the means 
simulation applications to access and use 
network's communications resources. 
OSI 
for 
the 
(2) Artioulated Part. A visible part of a simulated 
entity that is able to move relative to the entity 
itself. 
(3) Attached Part. A visible part of a simulated entity 
that mayor may not be present. For example, a bomb 
on an aircraft wing station. 
(4) Ballistic Munition. Any munition that follows a 
predetermined ballistic trajectory. 
(5) Best Effort service. A communication service in which 
transmitted data is not acknowledged. Such data 
typically arrives in order, complete and without 
errors. However, if an error occurs, nothing is done 
to correct it (e.g., there is no retransmission). 
(6) Bit. The smallest unit of information in the binary 
system of notation. 
(7) Dead Reckoninq. A method for the estimation of the 
position/orientation of an entity based on a 
previously known position/orientation and estimates of 
time and motion. 
(8) Distributed Interactive Simulation (DIS). A time and 
space coherent synthetic representation of world 
environments designed for linking the interactive, 
free play activities of people in operational 
exercises. The synthetic environment is created 
through real-time exchange of data units between 
distributed, computationally autonomous simUlation 
applications in the form of simulations, simulators, 
and instrumented equipment interconnected through 
standard computer communicative services. The 
computational simulation entities may be present in 
one location or may be distributed geographically. 
(9) Emitter. A device that is able to discharge 
detectable electromagnetic or acoustic energy. 
(10) Entity. See Simulation Entity. 
Thi. i. an unapproved Standard. Draft. subject to change. 
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Bntity Coordinate •• 
simulation entity 
coordinate system. 
Location with 
is described 
See 1.2.2. 
respect 
by an 
to a 
entity 
Bu1er ADq1e.. A set of three anqles used to describe 
the orientation of an entity as a set of three 
successive rotations about three different orthoqonal 
axes (x, y, and z). The order of rotation is first 
about z by angle , (psi), then about the new y by 
angle 9 (theta), then about the newest x by angle' 
(phi) (see Figure 1-3). Angles' and' range between 
±w , while angle 9 ranges only between ±w/2 radians. 
These angles specify the successive rotations needed 
to transform from the world coordinate system to the 
entity coordinate system. The positive direction of 
rotation about an axis is defined by the right-hand 
rule. 
(13) E.erciae. See Simulation Exercise. 
(14) Fidelity. A measure of the realism of a simulation. 
(15) Field. A series of contiguous bits treated as an 
instance of a particular data type that may be part of 
a higher level data structure. 
(16) Gui.e. A function that provides the capability for an 
entity to be viewed with one appearance by one group 
of participants, and with another appearance by 
another group. 
(17) Multicast. A transmission mode in which a single 
message is sent to multiple network destinations, 
i.e., one-to-many. 
(18) Network Manaqement. The collection of administrative 
structures, policies, and procedures that collectively 
provide for the management of the organization and 
operation of the network as a whole. 
(19) Node. A general term denoting either a switching 
element in a network or a host computer attached to a 
network. 
(20) Octet. A sequence of eight bits, usually operated 
upon as a unit. 
(21) Protocol. A set of rules and formats (semantic and 
syntactic) that determine the communication behavior 
of simUlation applications. 
ThIs Is an unapproved Standards Draft, subject to change. 
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(22) Protocol Data unit. A unit of data that is passed on 
a network between simulation applications. 
(23) R.al-Ti... An event or data transfer in which, unless 
accomplished within an allotted amount of time, the 
accomplishment of the action has either no value or 
diminishing value. 
(24) Reliabl. Servic.. A communication service in which 
the number and type of errors that the user finds in 
the data are acceptable for the application. Reliable 
communication may require specific mechanisms in order 
to achieve the user's requirements: error detection 
and notification, such as bit errors based on a too-
high bit error rate as defined by the user: or error 
detection and correction from PDU errors, such as bit 
errors, duplicated PDUs, missing PDUs, or out-of-
sequence PDUs. 
(25) Rigbt-Band Rul.. positive rotation is clockwise when 
viewed toward the positive direction along the axis of 
rotation. 
(26) simulation Application. The executing software on a 
host computer that generates one or more simulation 
entities. The simulation application represents or 
"simulates" real-world phenomena for the purpose of 
training or experimentation. Examples of simulation 
applications include manned vehicle simulators, 
computer generated forces, and computer interfaces 
between a DIS network and real equipment. The 
simulation application receives and processes 
information concerning entities created by peer 
simulation applications through the exchange of DIS 
PDUs. More than one simUlation application may 
simultaneously execute on a host computer. The 
simulation application is the application layer 
protocol entity that implements the protocol defined 
in this document. This document will use the term 
"simulation application" to avoid confusion between 
protocol entities and simulation entities. The term 
"simulation" may also be used in place of simUlation 
application. 
(27) Siaulation Bntity. An element of the synthetic 
environment that is created and controlled by a 
simulation application through the exchange of DIS 
PDUs. Examples of types of simulated entities are: 
tank, submarine, carrier, fighter aircraft, missiles, 
bridges, or other elements of the synthetic 
environment. It is possible that a simUlation 
Th1s 15 an unapproved Standards Draft. subject to change. 
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application may be controlling more than one 
simulation entity. Simulation entities may also be 
referred to as "entities" in this document. 
(28) Simulation Bzeroiee. An exercise that consists of one 
or more interacting simulation applications. 
Simulations participating in the same aimulation 
exercise share a common identifying number called the 
Exercise Identifier. These simulations also utilize 
correlated representations of the synthetic 
environment in which they operate. 
(29) Simulation Management. A mechanism that provides 
centralized control of the simulation exercise. 
Functions of simulation management include: atart, 
restart, maintenance, shutdown of the exercise, and 
collection and distribution of certain types of data. 
(30) Tracked Munition. A munition for which tracking data 
is required. A tracked munition's flight path is 
represented by Entity State PDUs. 
(31) unicast. A transmission mode in which a single 
message is sent to a single network destination, i.e., 
one-to-one. 
Th1s ls an unapproved Standards Draft, subject to change. 
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4. General Requirement. 
4.1 Introduotion. This section contains requirements concerning 
the content and use of POUs in DIS exercises. 
4.1.1 DIS Bzeroi.e. A DIS exercise shall consist of one or more 
interacting simulation applications. The DIS POUs issued by all 
simulation applications participating in the same exercise shall 
share one identifying number called the Exercise Identifier. 
4.1.2 I.suinq Bntity. In a DIS exercise, simulation applications 
may represent one or more entities. The simulation application 
shall issue POUs for each of the entities that it simulates. POUs 
shall never be issued in advance of the occurrence of the event or 
state communicated by the POU. For reference, it is easier to 
state that the entity is issuing the POU, rather than stating that 
the simulation application that is simulating the entity is issuing 
the POU. Therefore, the phrase "entity issues" shall mean "the 
simulation application representing the entity issues." 
4.2 Issuance of PDUs. POUs shall be issued according to the 
requirements specified in the paragraphs that follow. 
4.3 Receipt of PDUs. Upon receipt of POUs, simulation applications 
shall act as specified in the paragraphs that follow. Unless 
otherwise stated, the actions described in these paragraphs shall 
apply to all the simulation entities to which the POU is addressed. 
Depending on the POU type, the POU can be addressed to a particular 
entity or to all entities within an exercise. Simulation 
applications shall accommodate out-of-order delivery of POUs. 
4.4 Protoool Data unit. for DIS. The following paragraphs shall 
establish the content and the procedure for use of POUs in a DIS 
exercise. 
4.4.1 Protocol Data unit Beader. A POU header shall be 
first part of each POU. The header shall sp~cify 
identification number associated with the DIS exercise, 
protocol version, the type of protocol data unit that follows, 
the length of the POU (see also 5.3.15). 
the 
the 
the 
and 
4.4.1.1 Protocol Version. The POU header shall specify the 
version of DIS protocol to which the POU pertains. 
4.4.1.2 DIS Exercise Identification. Each DIS exercise shall 
be distinguished from other exercises by the use of an Exercise 
Identifier. An identifier shall be assigned that is currently not 
in use on the network. 
4.4.1.3 Types of PDUs. This standard defines the following 27 
POUs: 
Th1s ls an unapproved Standards Draft, subject to change. 
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(1) Entity state PDU 
(2) Fire PDU 
(3) Detonation PDU 
(4) Service Request PDU 
(5) Resupply Offer PDU 
(6) Resupply Received PDU 
(7) Resupply Cancel PDU 
(8) Repair Complete PDU 
(9) Repair Response PDU 
(10) Collision PDU 
(11) Create Entity PDU 
(12) Remove Entity PDU 
(13) Start/Resume PDU 
(14) Stop/Freeze PDU 
(15) Acknowledge PDU 
(16) Action Request PDU 
(17) Action Response PDU 
(18) Data Query PDU 
(19) Set Data PDU 
(20) Data PDU 
(21) Event Report PDU 
(22) Message PDU 
(23) Emission PDU 
(24) Laser PDU 
(25) Transmitter PDU 
(26) Signal PDU 
(27) Receiver PDU 
In addition to these PDUs, other PDUs may be added to this standard 
in the future. Type definitions have been reserved for protocol 
growth. Type definitions in the range of 129 through 255 have been 
reserved for experimental PDUs. 
4.4.1.4 Length of PDU. The Length field shall specify the 
number of 32-bit words between and including the first and last 
words of the PDU. 
4.4.2 Entity Information. Information associated with the 
appearance and location of an entity shall be communicated in a DIS 
exercise through the use of an Entity State PDU (see also 5.4.3.1). 
4.4.2.1 Entity state PDU. The Entity State PDU shall 
communicate information about an entity's state. This includes 
state information that is necessary for the receiving simulation 
applications to represent the issuing entity in the simulation 
applications' own simulation. 
4.4.2.1.1 Intorlllation contained in the Enti ty State PDU. The 
Entity State PDU shall contain the following information: 
(1) The identification of the entity that issued the PDU 
(2) The identification of the force to which the entity belongs 
This is an unapproved Standards Draft, 5ubJect to change. 
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(3) The issuing entity's specific entity type 
(4) The issuing entity's alternate entity type for use with the 
Guise function (see 3.2-16) 
(5) The time at which the data in the PDU is valid 
(6) Information about the location of the entity in the 
simulated world and its orientation. This information 
includes: 
(a) The location with respect to the world 
(b) The velocity (the rate at which its location is changing) 
(c) orientation 
(d) The dead reckoning parameters that should be employed 
when extrapolating the position of this entity. Values 
in this field shall include dead reckoning algorithm in 
use, linear acceleration, and angular velocity. other 
values for this field are currently undefined. 
(7) The information required for representation of the 
entity's visual appearance. This information includes: 
(a) The appearance of the entity (for example, normal, 
smoking, on fire, producing a dust cloud, etc.) 
(b) Markings 
(c) The number of articulation parameters and the 
parameter values to represent orientation of 
articulated parts 
(d) The presence of attached parts or stores 
(8) The capabilities of the entity. Defined capabilities 
include: 
(a) Resupply 
(b) Repair 
4.4.2.1.2 Dead Reokoning. A method of position/ orientation 
estimation called dead reckoning shall be employed to limit the 
rate at which Entity state PDUs are issued. For more information 
on dead reckoning, see Section 7 in Document IST-CR-93-02. 
4.4.2.1.2.1 Dead Reokoning and the Issuing Bntity. Each 
simulation application shall maintain two models of each entity it 
is representing. One model shall be a high fidelity model of the 
entity. The other model shall be a dead reckoning model of the 
entity it is representing. Certain .thresholds shall be established 
as criteria for determining if the entity's actual 
position/orientation has varied an allowable amount from its dead 
reckoned position/orientation. When the entity's actual 
position/orientation has varied from the dead reckoned 
position/orientation by more than a threshold value, the simulation 
application shall issue an Entity state PDU to communicate the 
entity's actual position to other simulation applications. The 
simulation application shall also use the same information 
communicated to other simulation applications to update its dead 
reckoning model of its entity. 
4.4.2.1.2.2 Dead Reckoning and the Receiving Bnti ty. Each 
simulation application shall maintain a dead reckoning model of the 
Th1s 1s an unapproved Standards Draft, subject to change. 
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posi tion/orientation of entities that are of interest (wi thin sight 
or range) as specified by the dead reckoning model in use. The 
dead reckoned position/orientation of other entities shall be used 
to display their position/ orientation in a simulator's visual or 
sensor displays. When the simulation application receives a new 
update from one of the entities it is dead reckoning, it shall 
correct its dead reckoning model and base its estimations on the 
most recent position/orientation, velocity, and acceleration 
information. Smoothing techniques may be used to eliminate jumps 
that occur in a visual display when the dead reckoning 
position/orientation of an entity is corrected using more recent 
position/orientation data. 
4.4.2.1.2.3 Dead Reckoning Algori thae. Required dead 
reckoning algorithms for use with this standard are included in 
section 7 in Document IST-CR-93-02. To allow for parameters 
associated with the dead reckoning algorithm in use, a field has 
been set aside in the Entity state PDU for dead reckoning 
parameters. 
4.4.2.1.3 Issuance of the Entity State PD'D. The Entity state 
PDU shall be issued by an entity when one or more of the following 
conditions exist: 
I 
I 
I 
I 
I 
I 
I 
I 
(1) The discrepancy between an entity's actual state (as I 
determined by its own high fidelity model) and its dead 
reckoned state (state using specified dead reckoning I 
algorithms) exceeds a predetermined threshold (see 
section 7 in Document IST-CR-93-02 concerning dead 
reckoning and threshold values). This threshold 
includes changes in position/orientation information and I 
articulation parameter information. 
(2) A change in the entity's appearance occurs . This change 
may include beginning to burn or smoke. I 
(3) A predetermined length of time has elapsed since the 
issuing of the last Entity state PDU. This value may be 
established at exercise start or during the exercise. I 
The mechanism by which this value is established is 
outside the scope of the protocol. If no value is 
established, the default value shall be five seconds. 
A default tolerance of ±lO% shall apply to this value. I 
The tolerance value may be set by a mechanism outside 
the scope of this protocol. 
The Entity state PDU shall be issued using a real-time, best 
effort, multicast communication service. The PDU shall be sent to 
all simUlation applications participating in the same exercise. 
4.4.2.1.4 Receipt of the Entity State PD'D. Upon receipt of 
the Entity state PDU, a simUlation application shall determine that 
the PDU contains newer information than that currently being used 
to model the transmitting entity. If so, the simulation 
Th1s 1s an unapproved Standards Draft, subject to change . 
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application shall use the information contained therein to model 
the position, orientation, and appearance of the entity that issued 
the PDU. Otherwise the PDU shall be discarded. If a predetermined 
length of time has elapsed since the last Entity state PDU 
representing that a given entity was received, the simulation 
application shall remove the model of that entity from its 
simulation. The length of time shall be established at exercise 
start, or may be changed during the exercise. If no value is 
established, the default value for this time shall be the value of 
the Entity state PDU issuance interval (see 4.4.2.1.3, condition 3) 
multiplied by 2.4 
4.4.2.1.5 Gui.e. The purpose of the Guise function is to 
allow DIS participants to serve in the opposing Force role while 
operating friendly simulations. This function allows both sides of 
an engagement to see their team members as friendly and the 
opposing forces as hostile. 
The Entity Type field shall be used by members of the issuing 
entity's team to display the issuing entity. The Alternate Entity 
Type field shall be used by members of all other teams to display 
the issuing entity. The Force ID determines the team membership of 
the issuing entity. 
4.4.2.1.5.1 Issuing Entity Actions. It the Guise function 
is used, an issuing entity shall perform the following actions: 
(1) The entity shall assign the entity type code for 
its friendly force appearance to the Entity Type field 
of the Entity state PDUs it issues. 
(2) The entity shall assign the entity type code for its 
opposing force appearance to the Alternate Entity Type 
field of the Entity state PDUs it issues. 
(3) In the case of neutral entities, the same type code 
shall be assigned to both the Entity Type field and 
the Alternate Entity Type field. 
If the Guise function is not used, the same entity type 
shall be assigned to both the Entity Type field and the Alternate 
Entity Type field. 
4.4.2.1.5.2 Receiving Entity Actions. The receiving entity 
shall interpret Entity Type and Alternative Entity Type tields. 
Upon receiving an Entity state PDU from an entity that is of 
interest, the receiving entity shall check the value of the Force 
ID of the entity that issued the PDU. The following conditions 
apply: 
(1) It the Force ID is the same as Receiving Entity, the 
issuing entity should be displayed by its friendly 
torce appearance found in the Entity Type field. 
ThIs Is an unapproved Standards Draft, subJect to change. 
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If the Force ID is different from the Receiving 
Entity, the issuing entity should be displayed by its 
opposing force appearance found in the Alternate 
Entity Type field. 
4.4.2.1.5.3 Zl(ample of Guise l'UDction. The Guise function 
might be employed in the following manner: In a simulation 
exercise, the friendly force appearance is an Hl tank, the opposing 
force appearance is a T-72. All participants would use an entity 
type of Hl and an alternate entity type of T-72 in the Entity State 
PDUs they issue. 
During the exercise, members of Team 1 receiving Entity 
state PDUs from their own team will depict them using the friendly 
force appearance Ml. Entity State PDUs received from members of 
Team 2 will be depicted by members of Team 1 as T-72s by using the 
opposing force appearance. 
Likewise, members of Team 2 receiving Entity state PDUs 
from their own team will depict them using the friendly force 
appearance Ml. Entity State PDUs received from members of Team 1 
will be depicted by members of Team 2 as T-72s. 
4.4.3 Weapons Fire. Information associated with the 
representation of weapons effects in a DIS exercise shall be 
communicated through the use of two PDUs: the Fire PDU and the 
Detonation PDU (see also 5.4.4.1). 
4.4.3.1 Representation of Weapolls Fire in DI8. Representation 
of weapons fire in a DIS exercise shall consist of the following 
sequence of events: 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
(1) An entity fires a weapon. The firing of a weapon shall be 
communicated through the use of a Fire PDU. I 
(2) The munition launched shall be modeled by the firing 
enti ty I s simUlation appl ication. I f the munition is a 
munition for which tracking data is required, it shall be I 
assigned a unique entity identifier by the firing entity's 
simUlation application. In addition to issuing the Fire 
PDU, the simulation application modeling the munition's I 
behavior shall issue Entity State PDUs for the munition 
according to the procedures for the use of the Entity 
state PDU (see 4.4.2). The munition, therefore, is 
represented as an entity. If tracking data is not I 
required for the munition, the munition entity identifier 
shall be zero. The decision as to whether or not a 
munition is trackable is outside the scope of this 
standard. I 
(3) The impact or detonation of a munition represents the end 
of its path and the end of the existence of a munition 
entity. This event shall be represented by a Detonation I 
PDU. A Detonation PDU shall also be used to terminate 
This is In unapproved Standards Draft, subject to change. I 
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undetonated munitions (see 4.4.3.3.6) that do not impact 
or detonate. 
4.4.3.2 .ire PDU. The Fire POU shall be used to communicate 
intormation associated with the tiring ot a weapon. 
4.4.3.2.1 Information contained in the .ire PDD. The Fire 
POU shall contain the following intormation: 
(1) The identitication ot the entity issuing the POU 
(2) The identification of the intended target entity if 
known to the simulation application, zero otherwise 
(3) The identitication of tracked munitions (munitions not 
tracked have an identification value of zero) 
(4) The identification of the specific event marked by the 
firing of an entity's weapon 
(5) The time at which the data in the POU is valid 
(6) The information required for representation of the path 
and impact of the munition. This information includes: 
(a) The location from which the munition was launched or 
fired 
(b) The type ot munition fired 
(c) The warhead of the munition (if applicable, zero 
otherwise) 
(d) The tuze employed by the munition (if applicable, 
zero otherwise) 
(e) The quantity and rate at which it was fired 
(f) The initial velocity of munition tired 
(g) The range the firing entity's fire control system 
has assumed for computing the fire control solution 
4.4.3.2.2 Issuance of the .ire PDU. The Fire POU shall be 
issued by an entity at the moment it fires a weapon. 
The Fire POU shall be issued using a real-time, best effort, 
multicast communication service. The POU shall be sent to all 
simulation applications participating in the same exercise. 
4.4.3.2.3 Single Rounds and Bursts of .ire. If the firing 
ot the weapon represents a single round, the quantity field of the 
Fire POU shall contain the value one, and the rate field shall 
contain the value zero. If the firing of a weapon or a group of 
weapons oriented in the same direction represents multiple rounds, 
the fields shall contain the quantity of munition fired and the 
rate at which it was fired, respectively. 
4.4.3.2.4 Receipt of the .ire PDU. Upon receipt of a Fire 
POU, a simulation application shall use the intormation therein to 
represent any necessary visual and aural effects produced by the 
tiring of the weapon, whether it be a muzzle flash, noise, or 
smoke. 
This Is an unapproved Standards Draft. subJect to change. 
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4.4.3.3 Detonation PDU. The Detonation PDU shall be used to 
communicate information associated with the impact or detonation of 
a munition. 
4.4.3.3.1 Information contained in tbe Detonation PDU. The 
Detonation PDU shall contain the following information: 
(1) The identification of the entity issuing the PDU 
(2) The identification of the target entity if it impacted 
an entity, zero otherwise 
(3) The identification of tracked munitions (munitions not 
tracked shall have an identification value of zero) 
(4) The identification of the event. This number shall be 
the same as the event identification number assigned to 
the corresponding Fire PDU 
(5) The time at which the data in the PDU is valid 
(6) The information required for representation of the 
impact or detonation of the munition. This information 
includes: 
(a) The location with respect to the world 
(b) The type of munition fired 
(c) The warhead of the munition (if applicable, zero 
otherwise) 
(d) The fuze employed by the munition (if applicable, 
zero otherwise) 
(e) The quantity and rate at Which it was fired 
(f) The velocity just before detonation/impact 
(g) The location of detonation with respect to the 
target entity 
(h) The detonation result 
(i) Articulation parameters for any articulated parts of 
the target entity affected by the detonation 
4.4.3.3.2 Issuance of tbe Detonation PDU. The Detonation PDU 
shall be issued by a simulation application at the moment that a 
munition being modeled by that simulation application impacts or 
detonates. If the munition neither impacts nor detonates, the 
controlling simUlation application shall issue a Detonation PDU 
with a detonation result of "none" when the controlling simulation 
application has ceased to model the munition. 
The Detonation PDU shall be issued using a real-time, best 
effort, multicast communication service. The PDU shall be sent to 
all simUlation applications participating in the same exercise. 
4.4.3.3.3 Interpretation of Detonation Result and InclUsion 
of Entity Identifier. If the impact or detonation is known to have 
affected only a specific entity, a result of "entity impact" is 
used if the entity is directly contacted by the munition. 
otherwise, a detonation result of "entity proximate detonation" is 
used. In either case, the firing entity shall communicate the 
entity identifier (Target Entity 10) in the Detonation PDU. The 
This is an unapproved Standards Draft, subject to change. 
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location of the impact or detonation in the entity coordinates of 
the affected entity shall also be included. 
If the impact or detonation is known to have affected only 
the terrain, a result ot "ground impact" is used if the terrain is 
directly contacted by the munition. Otherwise a detonation result 
of "ground proximate detonation" is used. In these cases the 
location ot the impact or detonation shall be communicated in world 
coordinates. 
If neither a specific entity nor the terrain is all that is 
affected by the munition, a detonation result of "detonation" is 
used it the munition detonates, and a detonation result of "none" 
is used if it does not. In either case, the terminal location ot 
the munition shall be communicated in world coordinates. 
4.4.3.3.4 Inolusion of Artioulated Part Par_eter.. When the 
firing entity determines that its round has impacted an articulated 
part on the target entity, the firing entity shall include the 
articulation parameters of the affected articulated part (at the 
time of impact) in the Detonation PDU. It the articulated part is 
not directly connected to the base model, all intervening 
articulations shall be included in the Detonation PDU. The 
articulation parameters shall be represented in the same form as in 
the Entity state PDU. 
4.4.3.3.5 Teraination of the Existence of MUDition Entities. 
The Detonation PDU shall indicate the termination of the existence 
of a munition entity. upon receipt of the Detonation PDU, 
simulation applications shall stop modeling the munition. 
4.4.3.3. IS Teraination of Undetonated Munition.. If the 
munition neither impacts nor detonates, the controlling simulation 
application shall issue a Detonation PDU to indicate when it has 
ceased to model the munition. For example, if the munition has 
exceeded a certain range, the controlling simulation application 
shall issue a Detonation PDU and shall cease to model that 
munition. In the case of an undetonated munition, the location 
field of the Detonation PDU shall contain the location of the 
munition entity when the controlling simulation application stopped 
modeling the munition. The detonation result shall contain the 
value "none". 
4.4.3.3.7 Receipt of the Detonation PDU. upon the receipt 
of a Detonation PDU, a simulation application shall use the 
information therein to represent the visual and aural effects that 
may be produced by the detonation or impact of the munition. The 
receiving simulation application shall also use the intormation to 
determine damage that may have been received as a result of the 
detonation. 
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••••• Loqistics support. Information associated with the 
representation of logistics support in a DIS exercise shall be 
communicated through the use of several PDUs: Service Request PDU, 
Resupply Offer PDU, Resupply Received PDU, Resupply Cancel PDU, 
Repair Complete PDU, and Repair Response PDU (see 5.4.4.2). 
The procedures associated with logistics support require the 
definition of several timers. The value of these timers shall be 
established at exercise start and may be changed during the 
exercise. The mechanism by which these values are set and changed 
is outside the scope of this protocol. If no values are 
established, the default values for these timers shall be as 
follows: 
(1) Resupply Receiver Timer 1: 5 seconds 
(2) Resupply Receiver Timer 2: 1 minute 
(3) Resupply Supplier Timer 1: 1 minute 
(4) Repair Receiver Timer 1: 5 seconds 
(5) Repair Supplier Timer 1: 12 seconds 
(6) Repair Supplier Timer 2: 12 seconds 
•••••• 1 Prooedure for Loqistios support. Logistics support in 
DIS shall be accomplished through a series of request and response 
messages between two entities. TWo types of service have been 
defined for DIS: resupply and repair . 
•••••• 2 State Information for Resupply. The following 
paragraphs describe the different states and transitions for 
resupply service. An example of the resupply function is given in 
4.4.4.8. 
•••••• 2.1 Receiving Entity. The receiving entity may be in 
one of three states: 
(1) Ready State A receiving entity is in the Ready 
state when it is not in either the 
Requesting state or the Receiving 
state. 
(2) Requesting State A receiving entity is in the 
Requesting state when it has 
requested supplies and has not 
received a reply to its request. 
(3) Receiving State A receiving entity is in 
Receiving state when it has 
offered supplies and is in 
process of receiving them. 
the 
been 
the 
The behavior of the receiving entity during resupply service 
is shown in Fig 4-1. 
Th1. 1. an unapproved Standard. Draft, .ubJect to change. 
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FIg 4-1 
Rejoc:. 011" .. 
Rfe<>lvlng Entity ~b .. lor During Resupply 
Condition and Actions 
When conditions for resupply are met, the 
entity shall issue a service Request PDU (see 
4.4.4.4). The entity shall proceed from the 
Ready state to the Requesting state and 
Resupply Receiver Timer 1 shall be set.' 
When conditions for resupply are no longer met 
or when a Resupply Cancel PDU (4.4.4.7) is 
received from a supplying entity, Resupply 
Receiver Timer 1 shall be canceled and the 
entity shall proceed from the Requesting state 
to the Ready state. 
The fact that an entity is able to provide resupply or repair 
service is indicated in the Capabilities field in its ES PDUs. 
This is an unapproved Standards Draft. subject to change. 
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When Resupply Receiver Timer 1 expires, the 
Service Request PDU shall be reissued and the 
timer shall be reset. 
When a Resupply Offer PDU (see 4.4.4.5) is 
received, Resupply Receiver Timer 1 shall be 
canceled and Resupply Receiver Timer 2 shall 
be set to the period of time required for 
receiving some portion of the offered 
supplies. The entity shall proceed from the 
Requesting state to the Receiving state. 
When conditions for resupply are no longer 
met, a Resupply Cancel PDU shall be issued, 
Resupply Receiver Timer 2 shall be canceled, 
and the entity shall proceed from the 
Receiving state to the Ready state. 
When Resupply Receiver Timer 2 expires, the 
count of supplies on board shall be 
incremented and a Resupply Received PDU (see 
4.4.4.6) shall be issued. The entity shall 
then proceed from the Receiving state to the 
Ready state. 
When a Resupply Cancel PDU (see 4.4.4.7) is 
received, the ongoing transfer shall be 
canceled, Resupply Receiver Timer 2 shall be 
canceled, and the entity shall proceed from 
the Receiving state to the Ready state. No 
supplies (from the canceled transfer) shall be 
transferred. 
4.4.4.2.2 Supplying Bntity. The supplying entity may be in 
one of two states: 
(1) Ready State 
(2) Offering State 
A supplying entity is in the Ready 
state when it is able to receive a 
request for supplies and is able to 
offer supplies to a receiving entity. 
A supplying entity in the Offering 
state has made an offer of supplies 
and is waiting for the receiving 
entity to indicate the quantity of 
supplies it has taken. 
The behavior of the supplying entity during resupply service is 
shown in Fig 4-2. 
ThIs Is an unapproved Standards Draft. subject to change. 
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Fig 4-2 
Supplying Entity Behavior During Resupply 
Transition condition and Actions 
Offer Supplies When a Service Request PDU (see 4.4.4.4) is 
received, a Resupply Offer PDU (see 4.4.4.5) 
shall be issued, Resupply Supplier Timer 1 
shall be set, and the entity shall proceed 
from the Ready state to the Offering state. 
Resupply Complete When a Resupply Received PDU (see 4.4.4.6) is 
received, Resupply Supplier Timer 1 shall be 
canceled. The count of supplies on board 
shall be decremented and the entity shall 
proceed from the Offering state to the Ready 
state. 
Resupply Canceled When a Resupply Cancel PDU (see 4.4.4.7) is 
received, Resupply Supplier Timer 1 shall be 
canceled. The count of supplies on board 
shall not change and the entity shall proceed 
from the Offering state to the Ready state. 
Resupply Abandoned When Resupply Supplier Timer 1 expires, the 
transfer shall be abandoned, the count of 
supplies on board shall not change, and the 
entity shall proceed from the Offering state 
to the Ready state. 
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4.4.4.3 state Information for Repair. The following paragraphs 
describe the different states and transitions for repair. An 
example of repair service is given in 4.4.4.12. 
4.4.4.3. I' Recei vinq Bnti ty. The receiving entity may be in 
one of two states: 
(1) Ready State 
(2) Requesting/ 
Receiving 
state 
A receiving entity is in the Ready 
state when it is able to request repairs 
from an entity with repair capabilities. 
A receiving entity is in the 
Requesting/Receiving Receiving state 
when it has requested repairs and has 
not received a response to its 
request. 
The behavior of the receiving entity during repair service is shown 
in Fig 4-3. 
,..-___ Reques' 
/ Repair --r~~~~-''''------'' 
[ 1-... Repair '-__ R_ea_d-::y_S_tate ____ J Compklt RequestiDg/Re~iviDg Stare 
001119-1 ...0 
Transition 
Request Repair 
Repair Complete 
,'-____ C .. cd ___ ./ 
Roque.\! 
Fig 4-3 
Receiving Entity Beba\'ior During Repair 
condition and Actions 
When conditions for repair service are met, 
the entity shall issue a service Request PDU 
(see 4.4.4.4). Repair Receiver Timer 1 shall 
be set. The entity shall proceed from the 
Ready state to the Requesting/Receiving state. 
When a Repair Complete PDU (see 4.4 . 4.9) is 
received, the entity shall issue a Repair 
Response PDU (see 4.4.4.10), Repair Receiver 
Timer 1 shall be canceled, and the entity 
shall proceed from the Requesting/Receiving 
state to the Ready state. 
Th1s 1s an unapproved Standards Draft, subject to chlnge, 
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When conditions for repair service are no 
longer met, the receiving entity shall cease 
to issue service Request PDUs, Repair 
Receiver Timer 1 shall be canceled, and the 
entity shall proceed from the 
Requesting/Receiving state to the Ready state. 
When Repair Receiver Timer 1 expires, 
service Request PDU shall be reissued and 
timer reset. The entity shall remain in 
Requesting/Receiving state. 
the 
the 
the 
4.4.4.3.2 Repairing Entity. The repairing entity may be in 
one of two states: 
(1) Ready State 
(2) Offering state 
(J) R.epair 
Completed 
state 
A repairing entity is in the Ready 
state when it is able to offer 
repairs to a receiving entity. 
A repairing entity is in the 
Offering state when it has received a 
request for repairs and is responding 
to the request. 
A repairing entity is in the Repair 
Completed state when it has completed 
a repair and it is waiting for a 
response. 
The behavior of the repairing entity during repair service is shown 
in Fig 4-4. 
Repair Reques, 
Ready 
Swe 
\ No Response 
Repair Cancel Receive Response 
Offering 
s .... 
Comple .. 
Repair 
Fig 4-4 
Comple .. d 
Swe 
Repairing Entity Behavior During Repair 
This Is In unapproved Standards Draft, subject to change. 
35 
DRAFT 
Transition Conditions and Actions 
Repair Request When the repairing entity has received a Service 
Request PDU (see 4.4.4.4) and has identified 
itself as the intended repairing entity, Repair 
Supplier Timer 1 shall be set. Every time a 
Service Request PDU is received from the entity 
requesting the repair service, Repair Supplier 
Timer 1 shall be reset. The repairing entity 
shall then proceed from the Ready state to the 
Offering state. 
Complete Repair When the repair is complete, the entity shall 
issue a Repair Complete PDU (see 4.4.4.9), shall 
cancel Repair Supplier Timer 1, shall set Repair 
Supplier Timer 2, and shall proceed from the 
Offering state to the Repair Completed state. 
Receive Response When a Repair Response PDU is received from the 
receiving entity, entity shall cancel the Repair 
Supplier Timer 2 and shall proceed from the 
Repair Completed state to the Ready state. 
No Response When Repair Supplier Timer 2 has expired, the 
entity shall proceed from the Repair Completed 
state to the Ready state. 
Repair Canceled When Repair Supplier Timer 1 has expired, the 
entity shall proceed from the Offering state to 
the Ready state. 
••••••• Service Request POU. The Service Request PDU shall be 
used to communicate information associated with one entity 
requesting a service from another • 
•••••••• 1 Information contained in the Service Reque.t POU. 
The Service Request PDU shall contain the following information: 
(1) The identification of the entity issuing the PDU 
(2) The identification of the entity that is able to provide 
the service required by the requesting entity 
(3) The type of service being requested. Services defined 
are: 
(a) Resupply 
(b) Repair 
(4) The number and types of supplies if the service required 
is resupply 
This is an unapproved Standards Draft. subject to change. 
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4.4.4.4.2 Issuance ot the service aequest PDU. The Service 
Request PDU shall be issued by an entity requesting logistics 
support when appropriate conditions' exist. 
The Service Request PDU shall be issued using a best effort, 
multicast communication service. 
4.4.4.4.3 Receipt ot the Service Request PDU. 
of a Service Request PDU, the entity that receives 
respond in one of the tollowing ways: 
Upon receipt 
the PDU shall 
(1) If the service requested is resupply and the entity that 
receives the PDU is able to provide the needed supplies, 
the supplying entity shall issue a Resupply Offer PDU 
(see 4.4.4. 5) • 
(2) If the service requested is repair, the repairing entity 
shall simUlate the needed repairs in the following 
manner: The repair process is allowed to proceed as long 
as the repairing entity continues to receive Service 
Request PDUs. If Service Request PDUs cease to be 
received and are not seen for the period of Repair 
Supplier Timer 1, the repairing entity shall assume that 
conditions for repair no longer exist and therefore 
shall abort the process. 
(3) If the service requested is resupply and the entity 
receiving the PDU is unable to provide the supplies 
requested, then the supplying entity shall issue a 
Resupply Cancel PDU (see 4.4.4.7). 
4.4.4.5 Resupply Otter PDU. A Resupply Offer PDU shall be used 
to communicate the offer of supplies by a supplying entity to a 
receiving entity. 
4.4.4.5.1 Intormation Containe4 in the Resupply Otter PDU. 
The Resupply Offer PDU shall contain the following information: 
(1) The identification of the entity requesting resupply 
(2) The identification of the supplying entity which issued 
the PDU 
(3) The number of types of supplies that the supplying 
entity is able to provide 
(4) The supply types available and the amount of each 
4.4.4.5.2 Issuance ot the Resupply otter PDU. The Resupply 
Offer PDU shall be issued by an identified supplying entity that 
Appropriate conditions include internal conditions such as 
certain crew actions in the simulator, as well as external 
conditions such as conditions existing in the simulated 
would entities not destroyed, or being within a certain 
distance. 
Th1. 1. an unapproved Standard. Draft •• ubject to change. 
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has received a Service Request POU (see 4.4.4.4) requesting 
resupply service. 
I 
I 
The Resupply Offer POU shall be issued using a best effort, I 
multicast communication service. 
4.4.4.5.3 aeaeipt or the ae.upply orrer PDU. Upon receipt I 
of a Resupply Offer POU, the receiving entity shall proceed from 
the Requesting state to the Receiving state. When receipt of the 
supplies is complete, the receiving entity shall respond by issuing I 
a Resupply Received POU. 
4.4.4.6 aesupply aeoeived PDU. 
be used to acknowledge the receipt 
entity. 
A Resupply Received POU shall 
of supplies by the receiving 
4.4.4.6.1 Inrormatian contained in the aesupply aeoeived PDU. 
The Resupply Received PDU shall contain the following information: 
I 
I 
(1) The identification of the entity requesting resupply I 
(2) The identification of the supplying entity 
(3) The number of types of supplies that the supplying 
entity is able to provide 
(4) The supply types available and the amount of each taken I 
by the receiving entity 
4.4.4.6.2 Issuanae or the ae.upply aeaeived PDU. The 
Resupply Received POU shall be issued by an identified receiving 
entity to indicate the supplies actually transferred from the 
supplying entity to the receiving entity. 
The Resupply Received POU shall be issued using a best 
effort, multicast communication service. 
4.4.4.6.3 aeceipt or the Resupply aecei ved PDU. Upon receipt 
of a Resupply Received POU, the supplying entity shall decrement 
the number of supplies on board and shall proceed to the Ready 
state. 
I 
I 
I 
I 
4.4.4.7 Resupply Canoel PDU. The Resupply Cancel POU shall be 
used to communicate the canceling of a resupply service provided I 
through logistics support. 
4.4.4.7.1 Inrormation Contained in the aesupply Canael PDU. I 
The Resupply Cancel POU shall contain the following information: 
I 
I 
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(1) The identification of the entity receiving supplies 
(2) The identification of the entity providing supplies 
4.4.4.7.2 Issuance of the aesupply Cancel PDU. The Resupply 
Cancel POU shall be issued by either the receiving entity or 
supplying entity at any time during resupply to cancel the resupply 
service. 
The Resupply Cancel POU shall be issued using a best effort, 
multicast communication service. 
4.4.4.7.3 aeoeipt of the 
receiving the Resupply Cancel 
return to the Ready state. 
transaction) are transferred. 
aesupply Canoe I PDU. The entity 
POU shall cancel its timers and 
No supplies (for the canceled 
4.4.4.8 _.ample of aesupply Servioe. 
by the receiving entity is resupply, 
following may take place: 
If the service requested 
a scenario such as the 
A resupply interaction begins when a simulation application 
determines that one of its entities is in a state such that it 
should be resupplied. For example, a ground vehicle might come to 
a stop and open its refueling port. When this occurs, the 
simulation application issues a Service Request POU to a potential 
resupplying entity and sets Resupply Receiver Timer 1. Potential 
resuppliers may be identified by their proximity, state, and 
"capabilities" (as determined from their Entity State POUs). This 
event is shown as the "Request Service" transition in Figure 4-1. 
A simulation entity that receives a Service Request POU and is 
identified as the specified supplying entity responds by offering 
some portion of whatever supplies are currently loaded on board. 
This condition is shown in Fig 4-2 (see 4.4.4.2.2) as a transition 
from the Ready state to the Offering state. Meanwhile, the 
receiving entity reissues its Service Request POU every time 
Resupply Receiver Timer 1 expires until such an offer is 
forthcoming. The offer takes the form of a Resupply Offer POU 
issued by the supplying entity. The supplies offered should be a 
subset of those possessed by the supplying entity, and a subset of 
those requested by the receiving entity. 
Upon receiving the offer of supplies, the receiving entity 
changes from the Requesting state to the Receiving state. The 
receiving entity then has up to the point when Resupply Receiver 
Timer 2 expires to acknowledge the receipt of those supplies by 
returning to the supplying entity a Resupply Received POU listing 
the exact supplies taken. The receiving entity need not accept all 
of the supplies offered, but instead can indicate in its receipt 
how many it did accept. After delaying up to the point when 
Resupply Receiver Timer 2 expires, the receiving entity issues its 
Resupply Received PDU and returns to the Ready state . When the 
Thts t s an unapproved Standards Draft. subject to change. 
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supplying entity receives the Resupply Received PDU, it also I 
returns to the Ready state, and the procedure is complete. 
The time required to return the Resupply Received PDU, and the 
quantity of supplies reported by that PDU as taken determine the 
rate at which the supplying entity and the receiving entity are 
able to transfer munitions. For example, an Ml tank obtaining 105 
mm shells from an ammunition supply truck might acknowledge receipt 
of a single round after 40 seconds: this results in a simulated 
rate of resupply for the Ml tank of one round every 40 seconds. 
Throughout the transfer process, both the receiving entity and 
the supplying entity continue to monitor the conditions necessary 
for the transfer. If any of these conditions cease to hold, either 
entity can abort the transfer by issuing a Resupply Cancel PDU, 
with the result that no supplies are transferred (for the transfer 
that was in process). Alternatively, the receiving entity can 
terminate the transfer early but accept some of the supplies 
offered by issuing a Resupply Received PDU for the partial load. 
Finally, if the supplying entity waits in the Offering state for 
the entire period of Resupply Supplier Timer 1 but receives no 
Resupply Received PDU (perhaps the receiving entity has withdrawn 
from the exercise), it should return to the Ready state and assume 
that no supplies were taken. 
4.4.4.!II Repair Complete PDU. The Repair Complete PDU shall be 
used by the repairing entity to communicate the repair that has 
been performed for the entity that requested repair service. 
4.4.4.9.1 Intormation Contained in the Repair Complete PDU. 
The Repair Complete PDU shall contain the following information: 
(1) The identification of the entity requesting repair 
I 
I 
I 
I 
I 
I 
I 
I 
I 
service I (2) The identification of the entity providing the repair 
(3) The repair performed by the repairing entity. Possible 
repairs are included in section 2 in Document IST-CR-93- I 
02. 
4.4.4.9.2 Issuance ot the Repair Complete PDU. The Repair 
Complete PDU shall be issued by a repairing simUlation entity upon 
completion of a repair service requested by the receiving entity in 
a Service Request PDU (see 4.4.4.4). 
The Repair Complete PDU shall be issued by using a best 
effort, multicast communication service. 
4.4.4.9.3 Reoeipt ot the Repair complete PDU. upon receipt 
of the Repair Complete PDU, the receiving entity shall issue a 
Repair Response PDU (see 4.4.4.10), and proceed from the 
Requesting/Receiving state to the Ready state. 
This Is In unlPproved Standards Draft, subject to change. 
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4.4.4.10 Repair RespoDse PDU. A Repair Response PDU shall be 
used by the receiving entity to acknowledge the receipt of a Repair 
Complete PDU (see 4.4.4.9). 
4.4.4.10.1 IDforllatioD cODtaiDeeS ill. the aepair ae.pOD.e PDU. 
The Repair Response PDU shall contain the following information: 
(1) The identification of the entity requesting repair 
service 
(2) The identification of the entity providing the repair 
(3) The result of the repair 
4.4.4.10.2 Issuance of the Repair RespoDse PDU. The Repair 
Response PDU shall be issued by the entity receiving repair service 
upon receipt of a Repair Complete PDU from the repairing entity. 
The Repair Response PDU shall be issued by using a best 
effort, multicast communication service. 
4.4.4.10.3 aeceipt of the aepair ae.poD.e PDU. upon receipt 
of the Repair Response PDU, the repairing entity shall note that 
the receiving entity has received the repair. 
4.4.4.11 CaDcellatioD of Repair Service. If the receiving 
entity intends to cancel the repair service before the repairs are 
completed, it shall cease to issue service Request PDUs and shall 
return to the Ready state. The supplying entity that does not 
receive service Request PDUs for the period of Repair Supplier 
Timer I shall abandon the repair service and shall return to the 
Ready state. If the supplying entity intends to cancel the repair 
service, it shall issue a Repair Complete PDU and shall list the 
repair result as "no repairs performed." The receiving entity 
shall respond with the issue of a Repair Response PDU indicating 
the repair result as "service canceled by the supplying entity." 
Th1s 1s an unapproved Standards Draft, subject to change. 
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•••••• 12 B ... ple of aepair Service. If the service requested 
by the receiving entity is repair, a scenario such as the following 
may take place: 
A simulation application issues a service Request PDU and sets 
Repair Receiver Timer 1 when it determines that one of its 
simulation entities is in need of repairs. The Service Request PDU 
is issued to an entity capable of performing repairs as determined 
by its proximity, "capabilities", and other state conveyed in its 
Entity state PDU. This event is shown as the Request Repair 
transition in Figure 4-3. 
If the repair process successfully runs to completion, the 
repairing entity may then accomplish the repair by issuing a Repair 
Complete PDU to notify the receiving entity of the repair, and 
returning to the Ready state. The receiving entity's simulator 
acknowledges the receipt of the Repair Complete PDU by returning a 
Repair Response PDU. (This acknowledgment simply indicates that the 
repair was performed, not that the repair was appropriate or that 
the disabled vehicle has been made operational because of the 
repair. ) 
•••• 5 Collisions. Information associated with collisions between 
entities shall be communicated in a DIS exercise through the use of 
the COllision PDU (see also 5.4.4.3) • 
•••• 5.1 Collision PDO. The Collision PDU shall be used to 
communicate information about a collision between two simulated 
entities or between a simUlated entity and another object in the 
simulated world (such as a cultural feature). 
•••• 5.1.1 Information Contained in the Collision PDO. The 
Collision PDU shall contain the following information: 
(1) The identification of the entity that issued the PDU 
(2) The identification of the entity with which the issuing 
entity collided. If this ID number is unknown, the ID 
field shall contain zeros 
(3) The time at which the data is valid 
(4) The identification of the specific event marked by the 
collision of the entities 
(5) Information for damage determination. This information, 
when available, shall be used by each entity to 
determine the extent of damage received during the 
collision. This information includes: 
(a) The velocity vector of the issuing entity 
(b) The mass of the issuing entity 
(c) The location of impact in entity coordinates of the 
entity with which the issuing entity collided 
These fields shall all be used or all be zero. 
Th15 15 an unapproved Standard5 Draft. subject to change. 
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•••• 5.1.2 Issuance of the CollisioD PDU. The Collision PDU 
shall be issued by an entity when a collision is detected between 
the issuing entity and an object or some other entity taking part 
in the simulation exercise. If the collision involves two 
entities, both entities shall issue the Collision PDU. 
The Collision PDU shall be issued by using a real-time, 
reliable, multicast communication service.· 
•••• 5.1.3 Receipt of the CollisioD PDU. Upon receipt of the 
Collision PDU, the data contained therein shall be used to record 
the event and to determine the extent of the damage sustained in 
the collision. 
ThIs Is an unapproved Standards Draft. subject to change. 
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4.4.6 SimulatioD MaDagemeDt PDUs for DIS. The following 
paragraphs shall establish the content and the procedure for use of 
Simulation Management PDUs in a DIS exercise. 
4.4.'.1 SimulatioD Manag_eDt PDU .eader. certain information 
shall be included with each Simulation Management PDU. This 
information includes: standard PDU header (see 4.4.1), originating 
entity (entity issuing the PDU), receiving entity, and time of 
issue. 
4.4.6.1.1 PDU .eader. This field shall be required at the 
beginning of each DIS PDU. It shall contain information about the 
protocol version, the exercise identification and the type of PDU. 
PDU types for Simulation Management are: 
(1) Create Entity 
(2) Remove Entity 
(3) start/Resume 
(4) Stop/Freeze 
(5) Acknowledge 
(6) Action Request 
(7) Action Response 
(8) Data Query 
(9) Set Data 
(10) Data 
(11) Event Report 
(12) Message 
4.4.6.1.2 BDtity IDs. Identification numbers assigned to 
specific entities participating in a DIS exercise shall not have a 
value of zero or all ones. These values are reserved for other 
designations. 
4.4.6.1.2.1 origiDating BDtity ID. The identification for 
the entity responsible for issuing the PDU shall be specified. 
This field shall be composed of site ID, Host ID, Entity ID and 
Group ID. 
4.4.6.1.2.2 ReceiviDg BDtity ID. The identification of 
the intended receiving entity shall be specified. This field shall 
be composed of Site ID, Host ID, Entity ID and Group ID. To 
broadcast this PDU to all entities, the receiving entity ID shall 
have a value of all ones (binary). If the PDU is a Create Entity 
PDU, the Receiving Entity ID field shall represent the entity ID 
assigned to a new entity if it is known. If the receiving 
simulation application is intended to assign the entity ID to the 
newly created entity, then the value of the Entity ID field in the 
Create Entity PDU shall be the maximum value for this field minus 
one (2~16-1). In any case, the Entity ID of the new entity is 
returned in Originating Entity ID field of the Acknowledge PDU. 
4.4.6.1.3 Time of Issue. The time at which the PDU is 
issued shall be specified for each simUlation management PDU. 
Thl, I, an unapproved Standard, Draft, subject to change. 
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...... 11.2 The Simulation .anaq_ent Computer. Simulation 
Management may be performed by any computer on the DIS network. 
The computer may be dedicated to the task of simulation management 
or it may be another simulator or interface to a simulator, or it 
may be the same computer that is simulating the entity (running the 
simulation application). An exercise may have one Simulation 
Manager, or multiple Simulation Managers. One entity may interact 
with multiple Simulation Managers during an exercise. In all 
cases, the computer that is serving as Simulation Manager or is 
performing simulation management functions shall be referred to in 
this document as the Simulation Manger (SM). 
...... 11.3 Simulation .anaq_ent PUDction.. The Simulation 
Management functions defined in this document serve to establish a 
portion of the Session Database2 for simulations participating in 
a DIS Exercise. These functions can be categorized as 
entity/exercise management and data management. Many actions that 
are performed with individual entities can also be performed 
exercise wide. For example, an entity or an exercise can be 
initialized, started, or stopped. Many entity/exercise actions 
are, therefore, explained on the entity level with the 
understanding that the same actions may also apply on an exercise 
level as well. Information associated with performing these 
functions is communicated by a number of different PDUs. 
The PDUs required for simulation management are described in 
4.4.6.4 and the subparagraphs that follow. section 4.4.6.5 
discusses the simulation management functions and how the PDUs 
shall be used to accomplish them . 
...... 6... Simulation Manaq_ent PDUs. The following PDUs shall 
be used to perform simulation management functions: 
...... 6 .... 1 Create Entity PDU. The Create Entity PDU shall 
communicate information about the creation of a new entity for a 
DIS exercise. This PDU simply establishes the identity of the new 
entity. 
...... 6 .... 1.1 Infonaation containeeS in the Create Entity 
PDU. The Create Entity PDU shall contain the same information 
found in the Simulation Management PDU header. The Originating 
Entity 10 shall represent the 10 number for the SM that is 
responsible for creating the new entity. The Receiving Entity 10 
shall represent the Entity 10 number of the newly created entity if 
it is known. 
2The Session Database is defined in the DIS Strawman 
Architecture document as "a standard database which includes 
network initialization data and simulation entity initialization 
and control data." The scope of the Simulation Management PDUs is 
currently entity initialization and control. 
This Is an unapproved Standards Draft, subject to change. 
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•••• 1 ••• 1. 2 Issuan"e ot the Create Bnti tJ' PDU. The Create 
Entity PDU shall be issued by a SM when a new entity is to be 
created tor a DIS exercise. This PDU is not necessary tor the 
creation of munition entities for which tracking information is 
necessary. 
The Create Entity PDU shall be issued using a reliable, 
multicast communication service. 
•••• 1 ••• 1.3 Re"eipt ot the Create BntitJ' PDU. Upon 
receipt of the Create Entity PDU, it the receiving simulation 
application can comply with the Create Entity PDU request, then it 
shall assign an entity ID value to the new entity shall assign the 
entity ID value to a new entity. The receiving simUlation 
application shall respond to the Create Entity PDU by issuing an 
Acknowledge PDU with the Response Flag field indicating that it can 
comply with the request, or why it cannot. 
•••• 1 ••• 2 Remove BntitJ' PDU. The Remove Entity PDU shall 
communicate the removal of an entity from a DIS exercise. This PDU 
indicates to the receiving entity that it is being removed from the 
exercise. 
•••• 1 ••• 2.1 Intormation Contained in the Remove Bnti tJ' 
PDU. The Remove Entity PDU shall contain the same information 
found in the SM PDU header. The Originating Entity ID shall 
represent the ID number for the SM issuing the Remove Entity PDU. 
The Receiving Entity ID shall represent the entity that is being 
removed from the simulation exercise • 
•••• 1 ••• 2.2 Isauance ot the Remove BntitJ' PDU. The Remove 
Entity PDU shall be issued by an SM when a particular entity is to 
be removed from the simUlation. 
The Remove Entity PDU shall be issued using a reliable, 
multicast communication service . 
••• • I ••• 2 • 3 Receipt ot the Remove Bnti tJ' PDU. Upon 
receipt of the Remove Entity PDU, the receiving simUlation 
appl ication shall immediately cease simulating its entity and 
remove it from the simulation exercise as quick as possible. The 
receiving simUlation application shall then acknowledge the receipt 
of the Remove Entity PDU by issuing an Acknowledge PDU • 
•••• 1 ••• 3 start/Resuae PDU. The Start/Resume PDU shall be 
used to communicate to a simulation entity that it is to leave a 
stopped/Frozen state and begin participating in a simUlation 
exercise. This PDU indicates to the entity the time it is to join 
the simulation. 
•••• 1 ••• 3.1 Intormation Contained in the start/Re.uae PDU. 
The Start/ReSUme PDU shall contain the following information: 
Th1s 1s In unlpproved Stlndlrds Drift, subject to chlnge. 
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(1) Standard Simulation Management header intormation 
(2) The time of day in real world time with respect to 
Greenwich time 
(3) The time of day in the simulation exercise 
4.4.6.4 .3.2 ISSU.DC. of tb. st.rt/R.sua. PDU. The 
Start/Resume PDU shall be issued by an SM to an entity to instruct 
that entity to proceed from a stopped/Frozen state to a simulated 
state (see 4.4.6.5.3 for more on entity states). The Start/Resume 
PDU must be sent far enough in advance that any receiving 
simulation application will have time to comply. The maximum 
expected time between transmission and reception of PDUs under 
various conditions is described in document IST-CR-93-07. 
The Start/Resume PDU shall be issued using a best effort, 
multicast communication service. 
4.4.6.4.3.3 Rec.ipt of tb. st.rt/R.sua. PDU. Upon rece ipt 
of the Start/Resume PDU, the receiving entity shall respond by 
issuing an Acknowledge PDU. The receiving entity shall leave the 
stopped/frozen state and join the exercise at the real world time 
indicated in the PDU. The entity shall simulate the time of day 
indicated in the Simulation Time field. 
4.4.6.4.4 stop/Fr •••• PDU. The Stop/Freeze PDU shall be 
used by the SM to indicate to a simulated entity that it shall 
leave a simulating state and enter a stopped state. This PDU shall 
also indicate the reason that the receiving entity was requested to 
stop. The Stop/Freeze PDU must be sent far enough in advance that 
any receiving simulation application will have time to comply. The 
maximum expected time between transmission and reception of PDUs 
under various conditions is described in document IST-CR-93-07. 
4.4.6.4.4.1 IDform.tloD cODtaiD.d iD tbe Stop/Fr •••• PDU. 
The Stop/Freeze PDU shall contain the following information: 
(1) Standard SimUlation Management header information 
(2) The reason the SM requested that the entity stop 
simulating 
4.4.6.4.4.2 Issuanc. of tb. 
Stop/Freeze PDU shall be issued by an SM 
requests an entity to stop simulating. 
Stop/Fr ••• e PDU. The 
to an entity when the SM 
The Stop/Freeze PDU shall be issued using a best effort, 
multicast communication service. 
4.4.6.4.4.3 Rec.ipt of tb. stop/Free •• PDU. Upon receipt 
of the Stop/Freeze PDU, the receiving simulator shall respond by 
issuing an Acknowledge PDU. The receiving entity shall leave the 
ThIs Is In unlpproyed Stlndards Drift. subject to chlnge. 
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simulating state at the real world time indicated in the POU. The 
stop/freeze may be temporary or indefinite based on the reason for 
stop/ freeze. 
4.4.6.4.5 Acknowledge PDU. The Acknowledge POU shall be 
used to acknowledge the receipt of a Create Entity POU, a Remove 
Entity POU, a Start/Resume POU, or a stop/Freeze POU. This POU 
verifies to the SM the receipt of the issued POU. The acknowledge 
POU shall be sent as soon as possible after the receipt of the 
above POUs. 
4.4.6.4.5.1 Information contained in the Acknowledge PDU. 
The Acknowledge POU shall contain the following information: 
(1) Standard Simulation Management header information. The 
Originating Entity 10 refers to the entity issuing the 
Acknowledge POU. The Receiving Entity 10 shall refer 
to the SM to whom the entity is responding. 
(2) A flag to indicate the type of POU message to which the 
acknowledgement pertains. 
4.4.6.4.5.2 Issuance of the Acknowledge PDU. The 
Acknowledge POU shall be issued by a simulation application in 
response to a create Entity POU, a Remove Entity POU, a 
Start/Resume POU, or a Stop/Freeze POU. 
The Acknowledge POU shall be issued using a real-time, 
reliable, multicast communication services. 
4.4.6.4.5.3 Receipt of the Acknowledge PDU. Upon receipt 
of the Acknowledge POU, the receiving SM shall note that the 
simUlation application has successfully received the previous POU 
transmission. 
4.4.6.4.6 Action Request PDU. The Action Request POU shall 
be used by the SM to request that a specific action be performed by 
a simUlation entity. Information required for the entity to 
perform the requested action shall also be included in this POU. 
4.4.6.4.6.1 
PDU. The Action 
information: 
Information contained in the Action Request 
Request POU shall contain the following 
(1) Standard Simulation Management header information 
(2) A counter for tracking requests 
(3) Identification of the specific action to be taken 
(4) Oata required for performing the requested action 
ThIs Is an unapproved Standards Draft, subject to change. 
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4.4.'.4.'.2 Issuance of the Action Request PDU. The 
Action Request PDU shall be issued by an SM when the SM requires 
that an entity perform a particular action. 
The Action Request PDU shall be issued using a best effort, 
multicast communication service. 
4.4. , .4. '.3 Receipt of the Action Request PDU. Upon 
receipt of the Action Request PDU, the receiving entity shall 
acknowledge the receipt by issuing an Action Response PDU. The 
Action Response PDU shall be used by the receiving entity to 
indicate the action taken as a result of receipt of the Action 
Request PDU. 
4.4.'.4.7 Action Response PDU. The Action Response PDU 
shall be used by an entity to acknowledge the receipt of an Action 
Request PDU. This PDU shall provide information on the status of 
the request and may also be used to provide additional information 
depending upon the type of Action requested. 
4.4.'.4.7.1 
PDU. The Action 
Information contained in the Action Response 
Response PDU shall contain the following 
information: 
(1) Standard Simulation Management header information 
(2) Request identification number for the action being 
processed 
(3) Status of the action request 
(4) Datum values which my be requested as a by-product of 
the action request 
4.4. '.4.7.2 Issuance of the Action Response PDU. The 
Action Response PDU shall be issued upon receipt of an Action 
Request PDU. 
The Action Response PDU shall be issued using a reliable, 
multicast communication service. 
4.4. ,. 4.7.3 Receipt of the Action Response PDU. 
receipt of the Action Response PDU, the receiving 
(originator of the Action Request PDU) shall note that the 
Request was received and the status of that request. 
Upon 
entity 
Action 
4.4.'.4.8 Data Query PDU. The Data Query PDU shall be used 
by an SM to communicate a request for data from a simulated entity. 
4.4.'.4.8.1 Information Contained in the Data Query PDU. 
The Data Query PDU shall contain the following information: 
(1) Standard Simulation Management header information 
This Is an unapproved Standards Draft. subject to change. 
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(2) A time interval between issues of requested information 
at regular basis 
(3) The quantity and types of data requested 
4.4.6.4.8.2 Iaaullllce of the Data Query I'DU. The Data 
Query PDU shall be issued by an SM when the SM requests data from 
the receiving entity. 
The Data Query PDU shall be issued using a best effort, 
multicast communication service. 
4.4.6.4.8.3 Receipt of the Data Query I'DU. Upon receipt 
of the Data Query PDU, the receiving entity shall respond by 
issuing a Data PDU containing the requested data. 
4.4.6.4.9 set Data I'DU. The Set Data PDU shall be used by 
the SM to set or change certain parameters in an entity. 
4.4.6.4.9.1 Information contained in the set Data I'DU. 
The Set Data PDU shall contain the following information: 
(1) Standard Simulation Management header information 
I 
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(2) Number of fixed datum, the datum IDs and the specific I 
datum values 
(3) Number of Variable datum, the datum IDs, the datum I 
length and the specific datum values 
4.4.6.4.9.2 Issuance of the set Data I'DU. 
PDU shall be issued by SM when it is necessary to 
parameters of an entity. 
The Set Data 
set or change 
The Set Data PDU shall be issued using a best effort, 
multicast communication service. 
4.4.6.4.9.3 Receipt of the set Data I'DU. Upon receipt of 
the Set Data PDU, the receiving entity shall set the appropriate 
parameters as specified in the Set Data PDU. It shall be up to the 
receiving entity of the Set Data PDU to determine which (if any) 
parameters described in the Set Data PDU it can set. The receiving 
entity shall then respond with a Data PDU. The Data PDU shall 
verify the receipt of the Set Data PDU by returning the parameter 
values that were set in response to the Set Data PDU. Parameters 
that were set to the same values as in the Set Data PDU shall be 
set to those values in the Data PDU. Parameter values that were 
set to different values than requested shall be set to their actual 
values in the Data PDU. Parameters to which the receiving entity 
cannot comply shall not be included in the Data PDU response. 
4.4.6.4.10 Data I'DU. The Data PDU shall be used by an 
enti ty in response to a Data Query PDU or a Set Data PDU. This PDU 
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allows the entity to provide requested information in a Data Query 
PDU. It also allows the entity to confirm the information received 
in a Set Data PDU. 
4.4.6.4.10.1 Information Contained in the Data PDO. The 
Data PDU shall contain the following information: 
(1) Standard Simulation Management header information 
(2) Number of fixed datum, the datum IDs and the specific 
datum values 
(3) Number of Variable datum, the datum IDs, the datum 
length and the specific datum values 
4.4.6.4.10.2 Issuanoe of the Data PDO. The Data PDU shall 
be issued by an entity in response to a Data Query PDU. In this 
case, the Data PDU shall contain the information requested in the 
Data Query PDU. The Data PDU shall also be used to respond to the 
Set Data PDU. In response to the Set Data PDU, the Data PDU shall 
contain the same information sent to the entity in the Set Data 
PDU. This response shall be a confirmation that specified 
parameters have been set as designated in the Set Data PDU. 
4.4.6.4.10.3 Reoeipt of the Data PDO. upon receipt of the 
Data PDU, the simulation management computer shall record the 
information for simulation management purposes. 
The Data PDU shall be issued using a reliable, multicast 
communication service. 
4.4.6.4.11 Event Report PDO. The Event Report PDU shall be 
used to communicate the occurrence of a significant event. What 
constitutes a significant event may have been set previously by the 
SM, or it may be internal to the simUlation application. 
4.4.6.4.11.1 Information Contained in the ZVent Report 
PDO. The Event Report PDU shall contain the following information: 
(1) Standard Simulation Management header information 
(2) Identification of the type of event that has occurred 
(3) Datum values that may be relevant to the reporting of 
the event 
4.4.6.4.11.2 Issuanoe of the avent Report PDO. The Event 
Report PDU shall be issued by an entity to an SM to communicate 
that a significant event has occurred. This PDU shall be directed 
to the SM that designated the significant event to be reported. 
The Event Report PDU shall be issued using a reliable, 
mUlticast communication service. 
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4.4.6.4.11.3 R.o.ipt of th. Bv.nt R.port PDU. Upon 
receipt of the Event Report PDU, the SM shall record the event for 
later use. 
4.4.6.4.12 M •••• g. PDU. The Message PDU shall be used to 
input a message into a data stream either for use as a comment, 
error or test message, or as a place holder in a sequentially 
stored exercise. The Message PDU may also be used for other 
message needs in the simulation exercise. 
4.4.6.4.12.1 Infona.tion Cont.in.d in th. M •••• g. PDU. 
The Message PDU shall contain the following information: 
(1) Standard Simulation Management header information 
(2) The number of fields for communicating the message and 
the specific message information 
4.4.6.4.12.2 I •• u.no. of th. M •••• g. PDU. The Message PDU 
shall be issued for inputing messages into the data stream. The 
message may be addressed to a specific entity, to all entities, or 
to no specific entity. The Receiving Entity field shall contain a 
value of all zeros if the message is addressed to no specific 
entity and all ones (binary) if addressed to all entities. 
4.4.6.4.12.3 
the Message PDU, the 
for later use. 
R.oeipt of th. M •••• g. PDU. upon receipt of 
receiving simulator shall record the message 
The message PDU shall be issued using a best effort, 
multicast communication service. 
4.4.6.5 Entity/Ezeroi •• Man.g ... nt. Management of an entity 
or exercise includes the capability to create new entities, 
initialize or change entity or exercise parameters, start or stop 
an entity or exercise, request an entity to perform a specific 
action and record significant entity data or exercise events. Each 
of these actions are described in the paragraphs that follow. 
4.4.6.5.1 Entity Cr •• tion. The Simulation Management 
Protocol provides three ways to create a new entity. The first 
method allows the SM to establish the ID (using Create Entity PDU) 
of the new entity, query for data about the new entity (using Data 
Query PDU), and set initial parameters for the new entity (using 
Set Data PDU). The second method is similar to the first method 
except the SM does not query for data. The third method is even 
more streamlined, requiring only the Create Entity PDU. It should 
be noted that the third method relies upon certain database 
information (session database) to be established in advance of the 
exercise start, whereas the first method allows the entire creation 
and initialization process to proceed with little information 
established in advance. The three methods of entity creation are 
described in the sub-paragraphs below. 
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4.4.11.5.1.1 Entity creation, Query and InitiaU.ation. To 
create, query and initialize a new entity, either for an existing 
exercise or for a new exercise, the SM shall begin by issuing a 
Create Entity PDU to the simulation application that will be 
controlling the simulation entity. The receiving simulation 
application shall respond with an Acknowledge PDU. These actions 
simply assign an 10 number to a new entity. 
The SM then shall request that certain data be issued by 
the simulation application controlling the new entity. This is 
accomplished by issuing a Data Query PDU. The simulation 
application shall respond by sending the requested data using a 
Data PDU. 
The SM then shall send necessary initialization information 
to the new entity using a set Data PDU. The receipt of the set 
Data PDU by the entity shall be indicated by the return of a Data 
PDU. 
The process of entity creation, query and initialization is 
illustrated in Figure 4-5.1. 
SM 
Cru .. Entity 
PDU 
Acknowledee 
PDU 
01 .. Query 
PDU 
01" 
PDU 
SotDa .. 
PDU 
0. .. 
PDU 
FtC"" 4-!.1 
Enlil)' erullon, Quory and Inlllalludon 
Entity 
This Is an unapproved Standards Draft, subject to change. 
53 
DRAFT 
4.4.6.5.1.2 Bntity cr.ation and Initiali.ation. To create 
and initialize a new entity, the SK shall begin by issuing a Create 
Entity PDU to the simulation application that will be controlling 
the simulation entity. The receiving simulation application shall 
respond with an Acknowledge PDU. These actions simply assign an ID 
number to a new.entity. 
It is assumed that the SK has all the necessary data it 
needs for the new entity (type of entity and characteristics). 
This information shall be established off-line and prior to the 
entity creation. The SK then shall initialize the new entity by 
issuing Set Data PDU to the simulation application controlling the 
new entity. The receipt of the Set Data PDU by the entity shall be 
indicated by the return of a Data PDU. 
The process of entity creation and initialization is 
illustrated in Figure 4-5.2. 
SM Entity 
. 
..., CreaLe Entity ') I PDU 
.. 
.-
Acknowledge 
PDU 
.J ..I 
-~-
.... Set Data '" 
" 
PDU 
..i. 
-"" ~
Data 
PDU 
.i 
-
0387-2789.1 
Figure 4-5.2 
Entity Creation and Initialization 
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4.4.6.5.1.3 Entity creation. In the case that necessary 
entity data and initialization data have already been established 
off-line and prior to the exercise, it is possible to create a new 
entity by assigning a particular entity ID. To create a new 
entity, the SM shall issue a create Entity PDU to the simulation 
application that will be controlling the simulation entity. The 
receiving simulation application shall respond with an Acknowledge 
PDU. 
4-5.3. 
The process of entity creation is illustrated in Figure 
SM 
--. 
.J 
~ 
0387·2789.3 
Create Entity 
PDU 
Acknowledge 
PDU 
Figure 4-5.3 
Entity Creation 
-
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4.4.6.5.2 Changing Bntity Par ... t.r.. Parameters within a 
particular entity shall be changed by the SM by the issue of a set 
Data PDU. For example, during initialization, the set Data PDU 
requests that an entity sets (or changes) certain parameter. of its 
internal state to specified values. As in initialization, the 
receiving entity shall respond to the set Data PDU by issuing a 
Data PDU. The issued Data PDU shall contain the same information 
as the set Data PDU. This will serve as an acknowledgement to the 
SH that the correct changes were made. Another set Data PDU shall 
be issued if the first was incorrectly received. 
4.4.6.5.3 starting or Stopping an Bntity. An entity shall 
be in one of three states: Ready, stopping or Simulating. The 
entity may not exist in the simUlation although it is ready to be 
initialized. In this case, the entity is in the Removed state. 
The entity may also be in the stopped state when it is not 
simulating, but is able to be started at any time. Finally, an 
entity may be in the Simulating state. These states are 
represented in Figure 4-6. 
0387-2790 
Stopped 
State 
Removed 
State 
StartlResume PDU 
StoplFreeze PDU 
Figure 4-6 
Entity States in Simulation Management 
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An entity is in the Removed state until it is created and 
initialized (see 4.4.6.5.l). At this point the entity is in the 
stopped/Frozen state. To start an entity, an SM shall issue a 
Start/Resume POU to the entity to be started. The receiving entity 
shall respond with an Acknowledge PDU. Similarly, to Stop/Freeze 
a simulating entity, an SM shall issue a stop/Freeze POU to the 
entity to be stopped. The receiving entity shall likewise respond 
with an Acknowledge POU. Figure 4-7 illustrates this action. 
SM 
..... 
...., 
StartlResume ) PDU 
"- .i. 
Acknowledge 
PDU 
J 
~--'- -- - -
i----...., 
StoplFreeze "I 
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J 
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4.4.6.5.4 aamoviDq aD BDtity .ro. aD B •• roi... An entity 
shall be removed from an exercise by an SM. To remove the entity, 
an SM shall issue a Remove Entity PDU to the entity to be removed. 
The simulation application controlling the entity shall respond 
wi th an Acknowledge PDU and shall cease simulating its entity. 
These actions are represented in Figure 4-8. 
SM 
0387-2785 
Remove 
Entity PDU 
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Figure 4-8 
Removing an Entity 
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4.4.6.5.4 Requestinq an Entity to Perfora an A~tion. An 
entity may be requested to perform a specific action by the SM. In 
addition to requesting the action, the SM may provide needed 
information for performance of the requested action. 
To requese an action, the SM shall issue an Action Request 
PDU to the entity to perform the action. Upon receipt of the 
Action Request PDU, the receiving entity shall act upon the request 
and respond with an Action Response PDU. This interaction is 
represented in Figure 4-9. 
SM 
0387·2788 
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Action 
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Flgun 4-9 
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Thlo 10 In unlPproved Stlndlrdo Drift. oubJect to chlnge . 
59 
Entity 
DRAFT 
4.4.6.5.5 avant aacordinq. To keep record of certain key 
events that may occur during the course of a DIS exercise, an Event 
Report PDU shall be used in the reporting of such events. The SM 
may set certain parameters such that a particular avent is 
considered key . When that event occurs, the entity involved issues 
an Event Report 'PDU to report the event . 
4.4.6.6 Data Manaq_ant. In addition to managing entities and 
the exercise, data management may be accomplished using the 
simulation management PDUs. 
4.4.6.6.1 aaqua.t for Data. An SM shall request data 
concerning the internal state of an entity by issuing a Data Query 
PDU. The receiving entity shall respond by providing the requested 
data in a Data PDU. These actions are represented in Figure 4-10 . 
SM 
0387·2786 
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Figure 4-10 
Requesting Entity Data 
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•••• 6.6.2 Settinq or cbanqinq Internal state Value •• 
Internal state information can be set or modified by the SM. This 
shall be accomplished by the SM issuing a Set Data PDU indicating 
the Data to be changed or set. It shall be up to the receiving 
entity of the Set Data PDU to determine which (if any) parameters 
described in the Set Data PDU it can set. The receiving entity 
shall respond by issuing a Data POU. The Data PDU shall verify the 
receipt of the Set Data PDU by returning the parameter values that 
were set in response to the Set Data PDU. Parameters that were set 
to the same values as in the Set Data PDU shall be set to those 
values in the Data PDU. Parameter values that were set to 
different values than requested shall be set to their actual values 
in the Data PDU. Parameters to which the receiving entity cannot 
comply shall not be included in the Data PDU response. This serves 
as an acknowledgement to the SM. If the SM determines that the 
original request was incorrectly received, another Set Data PDU may 
be issued. These actions are represented in Figure 4-11. 
SM 
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Set Data 
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DataPDU 
Figure 4-11 
Setting/Changing Internal State Values 
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4.4.'.'.3 BJltity.ecoJlatitutioJl. A killed or damaged entity 
shall allow its reconstitution by an SM when requested. To 
reconstitute an entity, an SM shall issue a Stop/Freeze PDU. The 
recei ving entity shall respond with an Acknowledge PDU. The entity 
shall not be removed but shall be in the Stopped state as in Figure 
4-6. The SM shall then issue a Set Data PDU to reset the entity 
parameters. The receiving entity shall respond with a Data PDU. 
The SM shall then issue a Start/Resume PDU for the receiving entity 
to re-join the exercise. The receiving entity shall respond with 
an Acknowledge PDU. These actions are represented in Figure 4-12. 
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4.4.7 Distributed EmissioD RegeDeratioD for DIS. The following 
paragraphs shall establish the content and procedure for the use of 
the Distributed Emission Regeneration (DER) in a DIS exercise. 
4.4.7.1 Distributed Bai .. ion Regeneration Approaoh. 
following assumptions shall be followed for DER in DIS: 
The 
(1) Entities with emitters shall simulate their emitter and 
shall output predefined, real-time operational parameters 
via the DIS cOllllllunications network. 
(2) Entities with receivers shall regenerate the transmitter 
signal to the fidelity level required by that particular 
receiving simulation application. Regeneration shall be 
accomplished by using the operational parameters provided 
in the DER PDU along with information from stored databases 
which describe the transmitter capabilities (I.e. beam 
patterns, etc.). 
(3) Scan patterns shall be regenerated based on center beam 
data sent from the transmitter coupled with receiver stored 
database parameters. 
(4) The DER approach allows but does not require transmitting 
entities to cOllllllunicate information on entities which are 
in the entity's tracking beam. It should be noted that 
when this information is provided in the Emission PDU, it 
does not indicate whether or not target is being tracked by 
the sending entity. 
4.4.7.2 hi •• ion PDU. 
cOllllllunicate active EW and 
countermeasures. 
The Emission PDU shall be used to 
acoustic emissions, including active 
4.4.7.2.1 Information contained in the Bais.ion PDU. The 
Emission PDU shall contain the following information: 
(1) Standard PDU Header information. 
(2) Identification of the emitting entity. 
(3) Time for emission information. 
(4) Information for one or more of the emission systems that 
the entity has. This information includes: 
(a) Number of emitter systems for which information is 
being provided in the PDU. 
(b) Location of the emitter which is the location of the 
antenna beam source. 
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(c) Emitter System which includes the frequency, emitter I 
name, function of the emission system and emitter id 
number. 
(d) Number of beams (for each system) for which I 
information is being provided in the PDU. 
(e) Beam parameter index and function identifiers for 
each beam. 
(f) Beam id , for each beam. 
(g) Fundamental parametric data which is essentially 
data that can vary for a specific system or can vary 
dynamically during system operation (even though 
this system's mode and beam functions are not 
changed). This data is also available to support 
applications of low-fidelity simUlations which may 
not have the computational power to process high-
fidelity regeneration models. 
I 
I 
I 
I 
(h) Jamming mode sequence to define active jamming I 
techniques being applied. 
(i) Number of targets for which information is provided I 
in the track/jam field of the PDU for the beam being 
defined. 
(j) High density track/jam field. 
(k) Track/jam field which provides target site, host and 
entity id's for targets which the source entity 
identifies as being in the illumination area of a 
track beam or, in the case of a jamming emission, 
provides the site, host, entity, emitter and beam id 
upon which the jamming emission is acting. 
C.C.7.2.2 I •• uance of the Bmi •• ion PDU. The Emission PDU 
shall be issued in the following instances: 
(1) operational parametrics for the emitter change. 
(2) Center Beam Descriptors exceed specified thresholds. 
Unless otherwise specified by the user, the default 
threshold azimuth and elevation shall be one degree. 
(3) Entities enter or leave the emitter's track beam. 
(4) Providing a state update at predetermined intervals of 
time (tentatively 5 seconds). 
The Emission PDU shall be issued using a real-time, best 
effort, multicast communication service. 
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•••• 7.2.3 Reoeipt of the "iaaioD PDU. Upon receipt of an 
Emission PDU , the receiving entity shall determine if the emission 
is detectable and use the information in the Emission PDU to 
appropriately influence emission detection equipment in the 
simulation • 
•••• 7.2.. ..i.aioD RegeDeratioD. Emissions shall be 
generated based on parametrics stored in databases of the receiving 
entity (as pointed to by the emission PDU emitter name and beam 
parameter index field (s) and based on the dynamic fundamental 
parameter data passed in the emission PDU. 
•••• 7.3 La.er PDU. The Laser PDU shall be used to communicate 
information for lasing functions in support of a laser-guided 
weapon engagement • 
•••• 7.3.1 Information containe4 in • La.er PDU. The Laser 
PDU shall contain the following information: 
(1) Standard PDU header 
(2) 
(3) 
(4) 
(5) 
(6) 
(7 ) 
(8 ) 
Identification of the entity performing the lasing 
Code Name for the laser system 
Time of the lasing information 
Identification of the entity being lased (provided only 
if laser spot is on an entity) 
Code of the laser 
output power of the laser 
The laser wavelength 
(9) Location of the laser spot 
(10) Laser spot position with respect to an entity. This 
data provides specific detail of the spot position with 
respect to an entity's center of gravity. 
•••• 7.3.2 Issuanoe of the Laser PDU. The Laser PDU shall be 
issued at a rate of 10 Hz whenever a laser is active. 
The Laser PDU shall be issued using a real-time, best effort, 
multicast communication service. 
•••• 7.3.3 Receipt of the Laser PDU. Upon receipt of the 
Laser PDU, the entity firing the laser-guided munitions shall use 
the information contained in the PDU to simUlate the guidance and 
the final detonation of the weapon after it is fired. For the 
guidance and detonation simulations the entity firing the weapon 
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shall use PDU information from the field defining the location of 
the laser spot. At the time of an impact the firing entity will 
check to see if there is information in the PDU field for 
identification of a lased entity (for accuracy a correlation should 
be made between the impact time and the PDU timestamp). It there 
is no entity identified as being lased then the firing entity shall 
output the laser spot field information as part of the detonation 
PDU. If there is an entity identitied as being lased then the 
firing entity shall use the laser spot with respect to an entity 
and information trom that target's entity state PDU to provide an 
accurate impact position for the detonation PDU. The laser spot 
position with respect to an entity shall also be used in the 
Detonation PDU for the location with respect to entity field. 
•••• 7.. .spendable. PDU: TBD 
•••• 7.5 IFF PDU: TBD 
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4.4.8 Radio communications Protocol. The following paragraphs 
define the protocol for the simulation of radio communications in 
DIS. The Radio Communications Protocol (RCP) supports the 
simulation of both audio and data transmission by radio. In the 
RCP, the content of the radio transmission may be conveyed in its 
entirety in real-time, or may be conveyed by reference to a 
prerecorded database. 
4.4.8.1 Radio Communications Approach. The following 
assumptions shall be followed for radio communications in DIS: 
(1) Transmitting radio simulators shall output Transmitter and 
signal PDUs to represent their state. 
(2) Receiving radio simulators shall reproduce the received 
signal to the fidelity level required by that particular 
receiver simulation. This shall be accomplished using the 
parameters provided in the Transmitter and Signal PDUs. 
(3) The location of the radio described by the PDUs shall be 
determined either from the radio's Transmitter PDU or, if 
greater accuracy is required, from the Entity State PDU for 
the entity of which the radio is a part. 
(4) A DIS Entity shall be associated with every radio 
transmitter and receiver. This entity shall be identified 
in each Transmitter or Receiver PDU. This entity may 
represent the radio itself or the vehicle that contains the 
radio. 
(5) Receiving radio simulators may issue Receiver PDUs to 
reflect receiver state. These PDUs are for use by radio 
network monitors, data loggers and similar systems. 
4.4.8.2 Transmitter PDO. The Transmitter PDU shall be used to 
communicate the state of a particular radio transmitter. 
4.4.8.2.1 Information Contained in the Transmitter PDO. The 
Transmitter PDU shall contain the following information: 
(1) Standard PDU header 
(2) Identification of the entity that contains the radio 
transmitter 
(3) Identification of the particular transmitter that is 
being described 
(4) Identification of the type of transmitter that is being 
described 
(5) State of the transmitter (whether it is off, on but not 
transmitting, or on and transmitting) 
This 1s an unapproved Standards Draft, subject to change. 
67 
DRAFT 
(6) Source of the radio input (whether the pilot, co-pilot, 
first officer, etc.) 
(7) Location of the radiating portion of the antenna and the 
pattern of emission 
(8) Average power being transmitted 
(9) center frequency for transmission 
(10) Bandwidth of the particular 
between the half-power (-3dB) 
represents total bandwidth, not 
center frequency. 
transmitter measured 
points. This value 
the deviation from the 
(11) Type of modulation used for transmission. This 
includes the spread-spectrum usage, details on 
modulation type, and the compatibility of the emissions 
from the subject transmitting device. 
(12) Specification of the crypto or secure voice equipment 
if utilized. Also provides information to ensure that 
the transmitting and receiving crypto gear are 
utilizing the same crypto key. 
(13) Modulation type specific parameters which define the 
details of the RF modulation used 
4.4.8.2.2 Issuance ot the TrllDsllli tter PDU. A Transmitter PDU 
shall be issued by a radio simulator when: 
(1) A predetermined default time has elapsed. Different 
default time intervals shall be used by stationary and 
moving transmitters. This default time shall be 
modifiable by the simulation manager. 
(2) Any parameter in the Transmitter PDU other than Antenna 
Location, Antenna azimuth, or Antenna elevation has 
changed. 
I 
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(3) The difference between the current antenna location and I 
the Antenna Location in the last issued Transmitter PDU 
(4 ) 
exceeds a predefined positional threshold. 
The difference between the current antenna 
(azimuth and elevation) and the antenna 
reported in the last issued Transmitter PDU 
predefined orientation threshold. 
(5) Silliulated time has been paused. 
direction 
direction 
exceeds a 
(6) Simulated time has been restarted after a pause. 
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When a transmission is initiated, a Transmitter PDU shall be 
issued before the first Signal PDU. 
The Transmitter PDU shall be issued using a real-time, best 
effort, multicast communication service. 
4.4.8.2.3 Receipt of the Tran •• itter PDU. Upon receipt of 
the Transmitter PDU, the receiving radio simUlator shall determine 
the effects of the transmission on the receiving radio. The 
effects may include the clear reception of the modulated signal, 
the addition of noise or jamming effects to signals already being 
received, or other simUlator specific effects. If the receiver 
parameters are such that the radio transmission is at least 
partially received and demodulated, the receiving radio simulator 
may use this as a cue to begin processing the Signal PDUs from the 
received transmitter. 
The location of the radio transmitter's antenna in world 
coordinates may be determined by either of two methods. If the 
first method is selected, the location of the antenna is given by 
the "antenna location" field of the Transmitter PDU. As an 
optional extension to this method, the antenna location may be 
extrapolated based on the locations in previously received 
Transmitter PDUs. The algorithm used to perform this extrapolation 
must guarantee that the extrapolated location does not deviate from 
the location in the last Transmitter PDU by more than the threshold 
described in 4.4.8.2.2(3). 
If the second method is selected, the location of the antenna 
is calculated using a combination of Transmitter PDU's "relative 
antenna location" field and the dead reckoned model of the entity's 
location as computed from the corresponding Entity state PDUs (see 
4.4.2.1.2) . 
4.4.8.3 Signal PDU. 
the audio or digital 
transmission. 
The Signal PDU shall be used to convey 
data carried by the simulated radio 
4.4.8.3.1 Information Contained in the 8iqnal PDU. The 
Signal PDU contains the content of a radio transmission. This 
content may be digitized voice, binary data, or an index into a 
database which defines the signal. 
The Signal PDU shall contain the following information: 
(1) Standard PDU header 
(2) Identification of the entity that is the source of the 
transmission 
(3) Identification of the particular transmitter that is 
transmitting 
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(4) Time that the Signal Data is valid 
(5) Specification of the encoding scheme utilized. The 
encoding scheme is comprised of an encoding class (voice, 
raw data, application-specific data or pointer) and an 
encoding type. 
For large scale interoperability of voice communication, 
8-bit mU-law encoding sampled at 8 kHz (defined in Recommendation 
G.7ll, CCITT Blue Book - Fasciscle III.4) shall be supported by all 
DIS radio simulators. In addition, other encoding schemes may be 
negotiated between a set of radio simulators. The mechanism for 
this negotiation is outside the scope of the RCP. These negotiated 
encoding schemes may be utilized to support the special 
requirements of particular radio simulation types, to reduce 
network loading, or to provide for higher fidelity. 
In order to reduce bandwidth consumption in certain C3 
applications, transmission of actual message content may be 
replaced with pointers. These pointers shall be interpreted by 
receivers as indices into a standardized database of pre-recorded 
frames of audio, text, etc. The details of the database are not 
addressed here. 
(6) The sample rate in samples per second for voice digital 
data and the baud rate for data 
(7) The length of the data fields expressed in bits 
(8) The number of individual voice samples 
•••• 8.3.2 Issuanoe of the Signal PDU. A Signal PDU shall be 
issued whenever voice or data is being transmitted. [Additional 
explanation needs to be added.] A Transmitter PDU shall be issued 
before the first Signal PDU. 
The Signal PDU shall be issued using a real-time, best 
effort, multicast communication service. 
•••• 8.3.3 Receipt of the signal PDU. Upon receipt of the 
Signal PDU, the receiving entity shall determine if its simUlation 
is able to detect or interpret the transmission. If the 
transmission is detected, the receiving entity then simUlates the 
receipt of the voice or data. 
•.•. 8.. Receiver PDU. The Receiver PDU may be used to 
communicate the state of a particular radio receiver. Its primary 
application is in communicating state information to radio network 
monitors, data loggers, and similar applications for use in 
debugging, supervision and after-action review • 
•••• 8 ••• 1 Information contained in the Reoeiver PDU. The 
Receiver PDU shall contain the following information: 
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(1) Standard PDU header. 
(2) Identification of the entity that is controlling the 
radio receiver. 
(3) Identification of the particular receiver that is being 
described. 
(4) State of the receiver (whether it is off, on but not 
receiving, or on and receiving). 
(5) Identification of the entity that is controlling the 
radio transmitter. 
(6) Identification of the particular transmitter that is 
being described. 
(7) Average power being received. 
4.4.8.4.2 Issuance of the Receiver PDO. A Receiver PDU, 
when applicable to a simulation, shall be issued by a radio 
simulator when: 
(1) A predetermined default time has elapsed. Different 
default time intervals shall be used by stationary and 
moving transmitters. This default time shall be set by 
the simUlation manager. 
(2) Any parameter in the Receiver PDU has changed. 
(3) Simulated time has been paused. 
(4) Simulated time has been restarted after a pause. 
The Receiver PDU shall be issued using a real-time, best 
effort, multicast communication service. 
4.4.8.4.3 Receipt of the Receiver PDO. 
to a Receiver PDU shall be required of 
Applications for which this PDU are 
appropriately. 
No positive response 
a radio simulation. 
useful may respond 
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5. Detailed Requirement. 
5.1 Introduotion. This section defines the PDUs and their fields. 
5.2 Rapra.antation of Data 
5.2.1 Ootat Ordarinq. The order of transmission of the data 
described in this standard shall be resolved to the octet level. 
In Fig 5-1, the order of the transmission of octets is illustrated. 
The octets in Fig 5-1 shall be transmitted in the order in which 
they are numbered. 
321 0 
10987654321098765432109876543210 
I I I I I I I 
1 
I I I I I i I 
5 
i I I I I I I 
. 
9 
I I I I I I I 
024)·'971 
I I I I I I I I I I I I I I 
2 3 
I I I I I I I I I I I I I , 
6 7 
I L -' I I I I I I I I I I 
10 11 
I I I I I I I I I I I I I I 
Figure 501 
Transmission Order or Octets 
I I I I I I I 
4 
l -' I I I I I 
8 
I I I I I I I 
12 
I I I I L I I 
Whenever an octet represents a numeric quantity, the left most 
bit in the diagram shall represent the high order or most 
significant bit. That is, the bit labeled 7 is the most 
significant bit. For example, Fig 5-2 represents the decimal 
value 170. 
76543210 
1110
1 
110
1 
110
1 
110 I 
0243·1973 
Figure S-l 
Significance or Bits 
Similarly, whenever a multi-octet field represents a numeric 
quantity, the left most bit of the whole field shall be the most 
significant bit. When a multi-octet quantity is transmitted, the 
most significant octet is transmitted first. 
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5.2.2 Bnuaeration Repre.entation. All enumerated types shall 
begin with zero for the first element of the enumeration. 
Enumerations may have any size between land 32 bits. 
5.2.3 Jrwaber Repre.entation. Numbers shall be represented as 
either floating point or integers. 
5.2.3.1 P10ating Point. Single and double precision floating 
point numbers shall adhere to the IEEE 754-1985 Standard. 
5.2.3.2 xnteger.. Integers shall be represented as signed or 
unsigned. Signed integers shall be represented in two' s-complement 
form, where the most significant bit shall designate the sign bit. 
This bit shall have a value of zero for positive numbers and one 
for negative numbers. Integers may have a size of 8, 16, or 32 
bits. 
5.3 Basic Data Type. and Records. This 
requirements for basic data types and records. 
and bit-encoded values are given in section 4 
93-02 unless otherwise stated. 
section specifies 
Enumeration values 
in Document IST-CR-
I 
I 
I 
I 
I 
I 
I 
I 
5.3.1 Angle Repre.entation. Angles shall be specified as 32-bit I 
floating point numbers expressed in radians. 
5.3.2 Angular Velocity Vector Record. The angular velocity of 
simulated entities shall be represented by the Angular Velocity I 
Record. This record shall specify the rate at which an entity's 
orientation is changing. This rate shall be measured in radians 
per second measured about each of the entity I s own coordinate axes. I 
The record shall consist of three fields. The first field shall 
represent velocity about the x-axis, the second about the y-axis, 
and the third about the z-axis (see 5.3.20.1). The positive 
direction of the angular velocity is defined by the right-hand I 
rule. The Angular Velocity Vector Record is represented in Fig 5-
3. 
This is an unapproved Standards Draft, subject to change. 
74 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
DRAFT 
aate &!lout 32-bit floating point 
.-uis 
aate &!lout 3Z-bit floating point 
y-uia 
Rate &!lout 3Z-bit floating point 
.-uis 
I'iq 5-3 
ADqular Velocity Vector aecord 
5.3.3 Articulation Parameter .ecord. The specification of 
articulation parameters for movable parts and attached parte of an 
entity shall be represented by an Articulation Parameter Record. 
This record shall specify whether or not a change has occurred, the 
Part ID of the articulated part to which it is attached, and the 
type and value of each parameter (see Annex A for further 
explanation, figures, and examples). 
5.3.3.1 change Indicator. The change of any parameter for any 
articulated part shall be indicated by a change indicator field. 
This field shall be specified by a 16-bit unsigned integer. This 
field shall be set to zero for each exercise and sequentially 
incremented by one for each change in articulation parameters. In 
the case where all possible values are exhausted, the numbers shall 
be reused beginning at zero. 
5.3.3.2 ID - Part Attached to. The identification of the 
articulated part to which this articulation parameter is attached 
shall be specified by a l6-bit unsigned integer. This field shall 
contain the value zero if the articulated part is attached directly 
to the entity. 
5.3.3.3 Parameter Type aecord. The type of parameter 
represented shall be specified by a 32-bit enumeration. Parameter 
types are defined in Annex A. 
5.3.3.4 Parameter Value. The parameter 
specified by a 64-bit field. The definition of 
be determined based on the type of parameter 
parameter type field (see 5.3.3.3). 
value shall be 
the 64 bits shall 
specified in the 
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The Articulation Parameters Record is represented in Fig 5-4. 
Change Indioator l6-bit unsigned 
ID - Part l6-bit unsigned 
Attached to 
Parameter Type 32-bit Parameter 
Record 
Parameter Value 64 bits 
J'iq 5-4 
Artioulation Parameter Reoord 
integer 
integer 
Type 
5.3.4 Boolean. A boolean data type shall be represented as a 
single bit representing a true-false value. This bit shall 
represent an enumeration type of one bit, where the value 0 is 
interpreted as false, and the value 1 as true. 
5.3.5 Burst Descriptor Record. The firing of a round or a burst 
of ammunition shall be represented by a Burst Descriptor Record. 
This record shall specify the type of munition fired, the type of 
warhead, the type of fuze, the number of rounds fired, and 
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the rate at which the rounds are fired in rounds per second. The 
fields of this record are described in the subparagraphs that 
follow. 
5.3.5.1 Munition. The munition type shall be specified by an 
Entity Type Record defined in 5.3.10. 
5.3.5.2 Warhead. The warhead shall be specified by a 16-bit 
enumeration (see Section 1 in Document IST-CR-93-02). 
5.3.5.3 Pu.e. The fuze shall be specified by a 16-bit 
enumeration (see section 1 in Document IST-CR-93-02). 
5.3.5.4 Quantity and Rate. Quantity and rate each shall be 
specified by 16-bit unsigned integers. Quantity shall represent 
the number of rounds fired in the burst, and rate shall represent 
the rounds per minute for the munition specified. For quantity 
equal to one, the rate field shall contain zeros. The Burst 
Descriptor Record is represented in Fig 5-5. 
Munition Entity Type 
64-bit 
Entity Type Record 
Warhead 16-bit 
enumeration 
Puse 16-bit 
enumeration 
Quantity l6-bit 
unsigned integer 
Rate 16-bit 
unsigned integer 
Pig 5-5 
Bur.t De.oriptor Reoord 
5.3.6 Bntity Appearanoe aeoord. The appearance of an entity 
shall be specified by an Entity Appearance Record. This record 
shall be defined as a 32-bit record of enumerations. The values 
defined for this record are included in section 3 in Document IST-
CR-93-02. 
5.3.7 Bntity capabilities Reoord. The capabilities of an entity 
shall be specified by an Entity Capabilities Record. This record 
shall be defined as a 32-bit record of boolean types. The values 
defined for this record are included in section 4 in Document IST-
CR-93-02. 
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5.3.8 Bntity Identifier aecord. The unique identification of 
each entity in an exercise shall be specified by an Entity 
Identifier Record. This identification number shall consist of a 
Simulation Address Record (see 5.3.8.1) and an entity 
identification number. No entity shall be assigned an 10 
containing all zeros or all ones. The fields of this record are 
described in the subparagraphs that follow. 
5.3.8.1 Si.u1ation Addre •• aecord. An entity's simulation 
address shall be specified by a Simulation Address Record. A 
Simulation Address Record shall consist of the site identification 
number and the host identification number. These fields are 
described in 5.3.8.1.1 and 5.3.8.1.2. The Simulation Address 
Record is represented in Fig 5-6. 
5.3.8.1.1 site Identifier. Each DIS site shall be assigned 
a unique site identifier. No site shall be assigned an 10 
containing all zeros or all ones. The mechanism by which site IDs 
are assigned is outside the scope of this standard. This 
identifier shall be specified by a 16-bit unsigned integer. 
5.3.8.1.2 Host Identifier. Each host at a DIS site shall be 
assigned a host identifier unique within that site. No host shall 
be assigned an 10 containing all zeros or all ones. The mechanism 
by which host IDs are assigned is outside the scope of this 
standard. This identifier shall be specified by a l6-bit unsigned 
integer. 
site 16-bit unsigned 
Identifier 
Host 16-bit unsigned 
Identifier 
Fig 5-6 
Si.u1ation Address Record 
integer 
integer 
5.3.8.2 Entity Identifier Record. Each entity in a given 
exercise executing on a DIS host shall be assigned an entity 
identifier unique within that host. This identifier is valid for 
the duration of the exercise, however, entity IDs shall be reused 
when all possible entity IDs have been exhausted. No two entities 
in the same exercise being simulated by simulation applications on 
the same host shall have the same entity 10. No entity shall have 
an 10 of zero. This number need not be registered or retained for 
future exercises. The Entity Identifier shall be represented using 
a l6-bit unsigned integer. The Entity Identifier Record is 
represented in Figure 5-7. 
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Siaulation Site ID: 16-bit unsigned 
Addre •• integer 
Host ID: 16-bit unsigned 
integer 
Entity 16-bit unsigned integer 
Identifier 
pig 5-7 
Entity Identifier aecord 
5.3.9 Entity Markinq aecord. Entity markings shall be specified 
by the Entity Marking Record. This record shall specify the 
character set used in the marking and the string of characters to 
be interpreted for display. The character set shall be specified 
by an 8-bit enumeration. The string of characters shall be 
represented by an 11 element character string. This string shall 
begin with the most significant octet located at the lowest 
address. Characters not used shall contain an integer value zero. 
The Entity Marking Record is represented in Fig 5-8. 
Character set 8-bit enumeration 
1st Character 8-bit unsigned integer 
2nd Character 8-bit unsigned integer 
• • 
• • 
11th Character 8-bit unsigned integer 
Piq 5-. 
Entity Marking Record 
5.3.10 Entity Type Record. The type of entity in a DIS exercise 
shall be specified by an Entity Type Record. This record shall 
specify the kind of entity, the country of design, the domain, the 
specific identification of the entity, and any extra information 
necessary for describing the entity. Fields not used shall contain 
the value zero. These fields are described below. The Entity Type 
Record is represented in Fig 5-9. 
5.3.10.1 Kind. This field shall identify the kind of entity 
described by the Entity Type Record. This field shall be 
represented by an 8-bit enumeration. Values for this field are 
found in section 6 in Document IST-CR-93-02. 
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5.3.10.2 DOlllain. This field shall specify the domain in which 
the entity operates (for example, subsurface, surface, land) except 
for munition entities. For munition entities this field shall 
specify the domain of the target (for example, the munition might 
be a surface-to-air, so the domain would be anti-air). This field 
shall be represented by an a-bit enumeration. Values for this 
field are found in section 6 in Document IST-CR-93-02. 
5.3.10.3 country. This field shall specify the country to 
which the design of the entity is attributed. This field shall be 
represented by a l6-bit enumeration. Values for this field are 
found in section 4 in Document IST-CR-93-02. 
5.3.10.4 category. This field shall specify the main category 
that describes the entity. This field shall be represented by an 
8-bit enumeration. Values for this field are found in Section 6 in 
Document IST-CR-93-02. 
5.3.10.5 Subcategory. This field shall specify a particular 
subcategory to which an entity belongs based on the category field. 
This field shall be represented by an a-bit enumeration. Values 
for this field are found in Section 6 in Document IST-CR-93-02. 
5.3.10.6 Speoifio. This field shall specify specific 
information about an entity based on the subcategory field. This 
field shall be represented by an 8-bit enumeration. Values for 
this field are found in section 6 in Document IST-CR-93-02. 
5.3.10.7 Bztra. This field shall specify extra information 
required to describe a particular entity. The contents of this 
field shall depend on the type of entity represented. This field 
shall be represented by an a-bit enumeration. 
ThIs Is an unapproved Standards Draft, subject to change. 
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Bnti ty J:ind a-bit enumeration 
Do.ain a-bit enumeration 
COUDtry 16-bit enumeration 
Cateqory a-bit enumeration 
Subcateqory a-bit enumeration 
Specifio a-bit enumeration 
Bztra a-bit enumeration 
l'i41 5-' 
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5.3.11 Euler AD41le. Record. Orientation of a simulated entity 
shall be specified by the Euler Anqles Record. This record shall 
specity three anqles as described in 3.2(12) and Fiqure 1-3. These 
anqles shall be specified with respect to the entity's coordinate 
system. The three anqles shall each be specified by a 32-bit 
floatinq point number representinq radians. The Euler Angles 
Record is represented in Fiq 5-10. 
PSI 
'1'llETA 
PHI 
32-bit 
32-bit 
32-bit 
l'i41 5-10 
Euler AD41le. aecord 
floating point 
floating point 
floating point 
5.3.12 ZVent Identifier aecord. Event identification shall be 
specified by the Event Identifier Record. This record shall 
consist of a Simulation Address Record and a 16-bit unsigned 
integer specifying the event number. The latter ia uniquely 
assigned within the host by the simulation application that 
initiates the sequence of events. The Event Identifier Record 
ahall be set to one for each exercise and incremented by one for 
each fire event or collision event. In the case where all possible 
values are exhausted, the numbers may be reused beginning aqain at 
one. The Event Identifier Record ia represented in Fig 5-11. 
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site ID: 16-bit unsigned 
Siau1ation integer 
Addre •• Host ID: 16-bit unsigned 
integer 
Bvent Xdentifier 16-bit unsigned integer 
Pig' 5-11 
zvent Identifier Record 
5.3.13 Bzerci.e Identifier. Exercise identification shall be 
specified by an 8-bit unsigned integer value. This value shall be 
unique to each exercise occurring simultaneously on the same 
communications medium. (See Section 5.3.15[2]). 
5.3.14 I'orce XD. This field shall distinguish the different 
teams or sides in a DIS exercise. This field shall be specified by 
an 8-bit enumeration. Values defined for this field are found in 
Section 4 in Document IST-CR-93-02. 
5.3.15 Protocol Data Unit (PDU) Beader aecord. A PDU header 
record shall be the first part of each PDU. This record is 
represented in Fig 5-12. The fields of the PDU header record are 
described in the following four items (see also 4.4.1). 
I 
I 
I 
I 
I 
I 
I 
I 
I 
(1) Protocol version - This field shall specify the version of I 
protocol used in this PDU. Protocol Data units found in this 
standard document shall be specified as version 2. This 
field shall be specified by an 8-bit unsigned integer. 
(2) Exercise identification - This field shall specify the I 
exercise to which the PDU pertains. The value contained in 
this field shall not be equal to zero. This field shall be 
represented by an Exercise Identifier (see 5.3.13). I 
(3) Protocol Data unit type - This field shall indicate the type 
of PDU that follows. This field shall be represented by an 
8-bit enumeration. The values in this field are defined in 
Section 4 in document IST-CR-93-02. I 
(4) Length - This field shall specify the length of the PDU in 
32-bit words. This field shall be represented by an 8-bit 
unsigned integer. I 
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PROTOCOL 8-bit unsigned integer 
VERSION 
BZBRCIBB 8-bit unsigned integer 
IDBN'l'IFIBR 
PDU 'l'YPB 8-bit enumeration 
LENGTH 8-bit unsigned integer 
Fig 5-12 
Protoool Data Unit Header Reoord 
5.3.16 Repair Type. Repair types shall be specified by a l6-bit 
enumeration. Values defined for this field are found in section 2 
in Document IST-CR-93-02. 
5.3.17 Servioe Type. Service types shall be specified by an 8-
bit enumeration. Values defined for this field are found in 
section 4 in Document IST-CR-93-02. 
5.3.18 Supply ouantity Record. supply quantity shall be 
represented by the Supply Quantity Record. This record shall 
contain fields specifying the type of supply and the quantity of 
that supply. These fields are described in 5.3.18.1 and 5.3.18.2. 
5.3.18.1 Supply Type. The supply type field shall be 
specified by an Entity Type Record (see 5.3.10 and Section 1 in 
Document IST-CR-93-02). 
5.3.18.2 ouantity. The quantity field shall be specified by 
a 32-bit floating point number representing the number of units of 
a supply type. The unit measure depends on the supply type and 
shall use the SI units of measure used for such supplies. The 
Supply Quantity Record is represented in Fig 5-13. 
Supply Type Entity Type: 64-bit record 
Ouantity 32-bit floating point 
Fig 5-13 
Supply ouantity Record 
5.3.19 Timestamp. Time stamping shall be used to indicate the 
time at which the data contained in the PDU is valid. This 
timestamp shall be specified using a 32-bit unsigned integer 
representing units of time passed since the beginning of the 
This is an unapproved Standards Draft, subject to change. 
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current hour. The least significant bit shall indicate whether the 
timestamp is absolute or relative. 
5.3.19.1 Absolut. Ti •• stamp. An absolute timestamp shall be 
used when simulation application clocks are synchronized to 
Universal Coordinated Time (UTC). The use of the absolute 
timestamp shall be signified by the least significant bit set to 
one. 
5.3.19.2 R.lativ. Ti •• stamp. A relative timestamp shall be 
used when simulation application clocks are not synchronized. Each 
simulation application shall keep time beginning with an arbitrary 
starting point. The time indicated by the timestamp shall be 
relative to the simulation application issuing the PDU. The use of 
the relative timestamp shall be signified by the least significant 
bit set to zero. 
5.3.19.3 Scale. The scale of the time value contained in the 
most significant 31 bits of the timestamp shall be determined by 
setting one hour equal to (231 _1), thereby resulting in each time 
unit representing 3600sec/(231-1 ) = 1.676 .. microseconds. 
5.3.20 V.ctor Record. Vector values for entity coordinates, 
linear acceleration, and linear velocity, shall be represented 
using the Vector Record. This record shall consist of three 
fields, each a 32-bit floating point number. The unit of measure 
represented by these fields shall depend on the information 
represented. The values utilizing the Vector Record are described 
in detail below. The Vector Record is represented in Fig 5-14. 
5.3.20.1 Entity Coordinate Vector. Location with respect to 
a particular entity shall be specified with respect to three 
orthogonal axes whose origin shall be the center of the bounding 
volume of the entity excluding its articulated and attached parts 
(see Figure 1-2). The x-axis extends in the positive direction out 
the front of the entity. The y-axis extends in the positive 
direction out the right side of the entity as viewed from above, 
facing in the direction of the positive x-axis. The z-axis 
extends in the positive direction downward. Each vector component 
shall represent meters from the origin (see Figure 1-2). 
5.3.20.2 Linear "cceleration vector. Linear acceleration 
shall be represented as a vector with x, y, and z components in the 
entity's coordinate system . Each vector component shall represent 
acceleration in meters per second squared. 
5.3.20.3 Linear Velocity Vector. Linear velocity shall be 
represented as a vector with x, Y, and Z components in the world 
coordinate system. Each vector component shall represent velocity 
in meters per second. 
This 1s an unapproved Standards Draft, subject to change . 
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Fir.t Veotor co.ponent 32-bit 
Seoond Veotor co.ponent 32-bit 
Third Vector Component 32-bit 
Fiq 5-14 
Veotor Reoord 
floating point 
floating point 
floating point 
5.3.21 World coordinate. Reoord. Location of the origin of the 
entity's coordinate system shall be specified by a set of three 
coordinates: X, Y, and Z. The shape of the earth shall be 
specified using WGS 84. The origin of this coordinate system shall 
be the centroid of the earth, with the X-axis passing through the 
Prime Meridian at the Equator, the Y-axis passing through 90 
degrees East longitude at the Equator, and the Z-axis passing 
through the North pole (see Figure 1-1). These coordinates shall 
represent meters from the centroid of the earth. A 64-bit double 
precision floating point number shall represent the location for 
each coordinate. The World Coordinates Record is represented in 
Fig 5-15. 
x - coordinate 64-bit floating point 
y - coordinate 64-bit floating point 
Z - Coordinate 64-bit floating point 
piq 5-15 
World coordinate. Record 
ThIs Is an unapproved Standards Draft. subject to change. 
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5.4 Protogol Data units for Distributed xnteragtive Siaulation 
5.4.1 Xntrodugtion. section 5.4 lists and describes the Protocol 
Data units required by this standard. Note that in the figures in 
section 5, each field starts at an offset from the beginning of the 
PDU which is a mUltiple of its size. Each record starts at an 
offset which is a multiple of the size of the largest field in the 
record. The length of the PDU is a multiple of the size of the 
largest field in the PDU and 32 bits. Padding bits ahall be used 
to achieve these offsets. All padding fields shall be zero. 
5.4.2 List of DXS Protocol Data units 
(1) Entity Information 
(a) Entity state 
(i) Entity state PDU 
(2) Entity Interaction 
(a) Weapons Fire 
(i) Fire PDU 
(ii) Detonation PDU 
(b) Logistics Support 
(i) service Request PDU 
(ii) Resupply Offer PDU 
(iii) Resupply Received PDU 
(iv) Resupply Cancel PDU 
(v) Repair Complete PDU 
(vi) Repair Response PDU 
(c) collisions 
(i) collision PDU 
(3) Simulation Management 
(a) Initialization and Termination 
(i) Create Entity PDU 
(ii) Remove Entity PDU 
(iii) Start/Resume PDU 
(iv) Stop/Freeze PDU 
(v) Acknowledge PDU 
(b) Action Command 
(i) Action Request PDU 
(ii) Action Response PDU 
(c) Data Acquisition and Distribution 
(i) Data Query PDU 
(ii) Set Data PDU 
(iii) Data PDU 
(iv) Event Report PDU 
(v) Message PDU 
(4) Distributed Emission Regeneration 
(a) Emission 
(i) Emission PDU 
(ii) Laser PDU 
(5) Radio Communication 
(a) Radio Transmitter and Signal 
(i) Transmitter PDU 
ThIs Is In unapproved Standards Draft. subject to change. 
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5 ••• 3 BDtity XDforaatioD. (see also 4.4.2) 
5 ••• 3.1 BDtity state PDU. Information about a particular 
entity shall be communicated by issuing an Entity state PDU. The 
Entity State PDU shall contain the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type, and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record (see 
5.3.15) • 
(2) Entity Identification - This field shall identify the 
entity issuing the PDU. This field shall be represented 
by an Entity Identifier Record (see 5.3.8). 
(3) Force Identification - This field shall identify the 
force to which the issuing entity belongs. This field 
shall be represented by an 8-bit enumeration (see section 
4 in Document IST-CR-93-02). 
(4) Entity Type - This field shall identify the entity type 
to be displayed by members of the same force as the 
issuing entity. This field shall be represented by an 
Entity Type Record (see 5.3.10, and section 6 in Document 
IST-CR-93-02). 
(5) Alternate Entity Type - This field shall identify the 
entity type to be displayed by members of forces other 
than that of the issuing entity. This field shall be 
represented by an Entity Type Record (see 5.3.10 and 
Section 4 in Document IST-CR-93-02). 
(6) Timestamp - This field shall specify the time at which 
the data in the PDU is valid. This field shall be 
represented by a Timestamp (see 5.3.19). 
(7) Entity Location - This field shall specify an entity's 
physical location in the simulated world. This field 
shall be represented by a World Coordinates Record (see 
5.3.21) . 
(8) Entity Velocity - This field shall specify an entity's 
linear velocity. This field shall be represented by a 
Linear Velocity Vector Record (see 5.3.20.3). 
(9) Entity orientation - This field shall specify an entity's 
orientation. This field shall be represented by an Euler 
Angles Record (see 5.3.11). 
(10) Dead Reckoning Parameters - This field will be used to 
provide parameters for dead reckoning the position and 
orientation of the entity. Dead Reckoning algorithm in 
use, Entity Acceleration, and Angular Velocity shall be 
included as part of the dead reckoning parameters. One-
hundred twenty bits are reserved for other parameters 
that are currently undefined. 
This Is an unapproved Standards Draft, subject to change. 
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(a) Dead Reckoning Algorithm - This field shall specify 
the dead reckoning algorithm in use by the issuing 
entity. This field shall be represented by an 8-
bit enumeration. values for this enumeration are 
defined in section 7 in Document IST-CR-93-02. 
(b) Other Parameters - This field shall specify other 
required dead reckoning parameters to be determined. 
This field shall consist of 120 bits. 
(c) Entity Linear Acceleration This field shall 
specify an entity's linear acceleration. This field 
shall be represented by a Linear Acceleration vector 
Record (see 5.3.20.2). 
(d) Entity Angular Velocity - This field shall specify 
an entity's angular velocity. This field shall be 
represented by an Angular Velocity Vector Record 
(see 5.3.2). 
(11) Entity Appearance - This field shall specify the dynamic 
changes to the entity's appearance attributes. This 
field shall be represented by an Entity Appearance 
Record. The values for the field contained in this 
record are defined in section 3 in Document IST-CR-93-02. 
(12) Marking - This field shall identify any unique markings 
on an entity (for example, a bumper number or country 
symbol). This field shall be represented by an Entity 
Marking Record (see 5.3.9). 
(13) Capabili ties - This field shall specify the entity's 
capabilities. This field shall be represented by an 
Entity capabilities Record (see 5.3.7 and section 4 in 
Document IST-CR-93-02). 
(14) Number of Articulation Parameter Records - This field 
shall specify the number of articulation parameters 
required for the specification of the presence and state 
of all articulated parts. This field shall be 
represented by an B-bit unsigned integer (see Annex A). 
(15) Articulation Parameters - This field shall specify the 
parameter values for representation of each articulated 
or attached part. Each articulation shall be represented 
by an Articulation Parameter Record (see 5.3.3 and Annex 
A) • 
The Entity State PDU is represented in Fig 5-16. 
This Is an unapproved Standards Draft, subject to change. 
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FIElJ) SIZE 
(bill) 
. 
32 
48 
8 
8 
64 
64 
32 
192 
96 
0049-1274.1 
DRAFT 
ENTITY STAll: PDU FIElDS 
Protocol Version - 8-bit unsigned integer 
PROTOCOL Exercise ID - 8-bit unsigned integer 
HEADER PDU Type - 8-bit enumeration 
Length - 8-bi! unsigned integer 
Site - l6-bit unsigned integer 
EmrrYID Host - 16-bit unsigned integer 
Entity - 16-bit unsigned integer 
PADDING 8 bilS unwed 
FORCEID 8-bit enumeration 
Entity Kind - 8-bit enumeration 
Domain - 8-bit enumeration 
EmrrY 
Country - 16-bit enumeration 
TYPE Category - 8-bit enumeration 
Subcategory - 8-bit enumeration 
Specific - 8-bit enumeration 
Extra - 8-bit enumeration 
Entity Kind - 8-bit enumeration 
Domain - 8-bit enumeration 
ALTERNATIVE Country - 16-bit enumeration 
EmrrY Category - 8-bit enumeration TYPE 
Subcategory - 8-bit enumeration 
Specific - 8-bit enumeration 
Exlra - 8-bit enumeration 
TIMESTAMP 32-bit unsigned integer 
EmrrY 
X - Component- 64-bit floating point 
LOCATION Y - Component - 64-bitlloating point 
Z - Component - 64-bitlloating point 
EmrrY X - Component - 32-bit flo3ting point 
LINEAR Y - Component- 32-bitlloating point 
VELOCITY Z - Component - 32-bitlloating point 
FIGURE 5-16 
Entity Slale PDU. 
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FIELDSlZE 
(biLS) 
96 
320 
32 
96 
32 
24 
8 
n x 128 
0049-1274.2 
DRAFT 
ENTITY STATE PDU FIELDS (CONTO) 
Psi - 32-bit floating point 
ENTITY Theta - 32-bit floating point ORIENTATION 
Phi - 32-bit floating point 
Dead Reckoning Algorithm - 8-bit enumeration 
DEAD Other Parameters - 120 bits unused RECKONING 
PARAMETERS Linear Accel - 3x32-bit floating points 
Angular Velocity - 3x32-bit integers 
ENTITY 32-bit record of enumerations ~PEARANCE 
ENTITY Character set - 8-bit enumeration 
MARKING 11 - 8-bit unsigned integers 
CAPABILITIES 32 Boolean fields 
PADDING Unused 
# ARTICULATION 8-bit unsigned integer PARAMETERS 
Change - 16-bit unsigned integer 
ARTICULATION ID - attached to - 16-bit unsigned integer 
PARAMETERS Parameter type - 32-bit parameter type record 
Parameter value - 64-bit 
Total Entity State PDU size = (1152 + 128n) bits 
where n = number of articulation parameters 
Fig 5-16 (Continued) 
Entity State PDU 
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5.4.4 Bntity Interaction 
5.4.4.1 .eapons ~ire (see also 4.4.3) 
5.4.4.1.1 ~ire PDD. The firing of a weapon shall be 
communicated by issuing a Fire PDU. The Fire PDU shall contain the 
following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record 
(see 5.3.15). 
(2) Firing Entity Identification This field shall 
identify the tiring entity. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
(3) Target Identification - This field shall identify the 
intended target. If the intended target is unknown, 
this field shall contain zeros. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
(4) Munition Identification - This field shall specify the 
entity ID of the fired munition if tracking data is 
required. A munition ID shall have a value of zero if 
tracking data for the munition is not required. This 
field shall be represented by an Entity Identifier 
Record (see 5.3.8). 
(5) Event Identification - This field shall contain a 
number generated by the firing entity to associate 
related events. This field shall be represented by an 
Event Identifier Record (see 5.3.12). 
(6) Timestamp - This field shall specify the time at which 
the data in the PDU is valid. This field shall be 
represented by a timestamp (see 5.3.19). 
(7) Location - This field shall specify the location, in 
world coordinates, from which the munition was 
launched. This field shall be represented by a World 
Coordinates Record (see 5.3.21). 
(8) Burst Descriptor - This field shall describe the type 
of munition fired, the warhead, the fuze, the quantity, 
and the rate. This field shall be represented by a 
Burst Descriptor Record (see 5.3.5). 
(9) Velocity - This field shall specify speed and direction 
of the fired munition as it leaves its launcher. This 
field shall be represented by a Linear Velocity Vector 
Record (see 5.3.20.3). 
(10) Range - This field shall specify the range that an 
entity's fire control system has assumed in computing 
the fire control solution. This field shall be 
represented by a 32-bit floating point number in 
meters. For systems where range is unknown or 
unavailable, this field shall contain a value of zero. 
Thl$ t$ an unapproved Standard$ Draft, $ubJect to change. 
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The Fire PDU is represented in Fig 5-17. 
FIELD SIZE 
.. (bits) 
32 
48 
48 
48 
48 
32 
192 
128 
96 
32 
0049-0960.2 
FIRE PDU FIElDS 
P">locol Venlo • • '-bit UDsillDed iIl"'ler 
PROTOCOL Eunisc II>. '-bit mWlIDed iIl"'ler 
HEADER PDU Type • '-bit CDlIIDenbO. 
L<DfIlb • II-blt tmSillDed iIl"'ler 
51", • l6-bit IlllsiiDed iIl"'ger 
FIRING 
HOII· l6-blt mWlIDed iIl"'ge, ENTITY II> 
Eadry • l6-bit unsiiDed iIl",.e, 
51", • l6-bil UDsigued iIl"'get 
TARGET 
HOIl· 16-bit unsigDed iDtela ENTITY II> 
Eadry· l6-bit mWlIDed iIl"'ger 
51", • l6-bit WlsillDed iD"'ger 
MUNITION Host· l6-bit mW",ed iIl"'g" II> 
Eadry. 16-bit "",i",ed iIl"'l"' 
51'" • 16-bit uasi",ed Ia"'ge, 
EVENr-1I> Host· 16-bit wui",ed iIl"'g" 
Evan e 16-bit unsigDed ilu.eaer 
TIMESTAMP 32·bllwul",ed iIl"'g" 
X-<OOIdin.",· 64-bit noatiag pt 
L()C)(I10N y-<OOldin .... 64-blt noatiag pt 
IN WORLD 
Z-<:oonlltwe· 64-bit noatiaa pt 
MWlido •• 64-bit Eadry 'JYpe IW:<>rd 
BURST VI.u'bead. 16-bit enumeraDoa 
DESCRIPTOR Fuze - 16-bi( eaumer.u::ioD 
QuaDdry. l6-bit "",I",ed iIl"'ger 
Rato ·l6-bit W><illDed ","'ge, 
X-<:m>poae.1 • n-blt nootial pi 
VELOCITY Y-almPO.OIIt • n·blt Ooatiag pi 
l-<omPO.OIIt • n·bit noaJing pi 
RANGE 32·blt noatiag pi 
Thtal Fire PDU Siu = 704 bits 
Fig 5-17 
Fire PDU 
This i, In unlpprov.d Standards Draft, subj.tt to thang •• 
92 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
DRAFT 
5 ••••• 1. 2 Detonation PDO. The detonation or impact of 
munitions shall be communicated by issuing a Detonation PDU. The 
Detonation PDU shall contain the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type, and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record 
(see 5.3.15). 
(2) Firing Entity Identification This field shall 
identify the firing entity. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
(3) Target Entity Identification This field shall 
identify the target entity. If the target 10 is 
unknown, this field shall contain the value zero. This 
field shall be represented by an Entity Identifier 
Record (see 5.3.8). 
(4) Munition Identification - This field shall specify the 
entity 10 of the fired munition if tracking data is 
required. A munition 10 shall have a value of zero if 
tracking data for the munition is not required. This 
field shall be represented by an Entity Identifier 
Record (see 5.3.8). 
(5) Event Identification - This field shall contain the 
same number as the event identifier of the Fire PDU 
that communicated the launch of the munition. This 
field shall be represented by an Event Identifier 
Record (see 5.3.12). 
(6) Timestamp - This field shall specify the time at which 
the data in the PDU is valid. This field shall be 
represented by a Timestamp (see 5.3.19). 
(7) Location - This field shall specify the location of the 
detonation in world coordinates. This field shall be 
represented by a World Coordinates Record (see 5.3.21). 
(8) Burst Descriptor - This field shall describe the type 
of munition fired, the warhead, the fuze, the quantity, 
and the rate. This field shall be represented by a 
Burst Descriptor Record (see 5.3.5). 
(9) Velocity - This field shall specify the velocity of the 
munition immediately before detonation/impact. This 
field shall be represented by a Linear Velocity Vector 
Record (see 5.3.20.3). 
(10) Location with Respect to Target Entity - This field 
shall specify the location of the detonation or impact 
in the target entity's coordinate system. This 
information should be used for damage assessment. This 
field shall be represented by an Entity Coordinate 
Vector Record (see 5.3.20.1). If the 10 of the target 
is unknown, this field shall contain zeros. 
(11) Detonation Result - This field shall specify the result 
of the detonation. This field shall be represented by 
This is an unapproved Standards Draft, subject to change. 
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an 8-bit enumeration (see section 4 in Document IST-CR-
93-02). 
(12) Number of Articulation Parameter Records - This field 
shall specify the number of articulation parameters 
required for the specification of the presence and 
state of all relevant articulated or attached parts 
(see 4.4.3.3.4). This field shall be represented by an 
8-bit unsigned integer (see Annex A). 
(13) Articulation Parameters - This field shall specify the 
parameter values tor representation of each relevant 
articulated or attached part (see 4.4.3.3.4). Each 
articulation shall be represented by an Articulation 
Parameter Record (see 5.3.3 and Annex A). 
The Detonation PDU is represented in Fig 5-18. 
This is an unapproy~d Standards Draft. subject to chang~. 
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FIFl.D SIZE 
(bits) 
32 
48 
48 
48 
. 
48 
32 
192 
128 
0049-0961.2 
DRAFT 
DETONIUlON PDU FIELDS 
Protocol Version - 8-bll UDSigned integer 
PROTOCOL Exercise ID - 8-bil uDSigoed integer 
HEADER 
PDU Type - 8-bil enumeration 
Length - 8-bil UDSigoed integer 
FIRING 
Site - 16-bil UDSigoed iDleger 
ENTITYID HOS!- l6-bil UDSigned iDleger 
Entity - 16-bil uDSigned integer 
TARGET 
Site - 16-bil UDSigoed ioteger 
ENTITYID HOS! - 16-bil unslgned integer 
Entity - l6-bil unsigned integer 
Site - l6-bil UDSigoed integer 
MUNITIONID Host - l6-bil unslgned integer 
Entity - 16-bil unsigned integer 
Site - l6-bil UDSigned inleger 
EVENTID HOS! - l6-bil unsigned iDleger 
Event- l6-bil unsigned integer 
TIMESTAMP 32-bil unsigned integer 
X~rdinate • 64-bil floating pI 
LocmON 
IN WORLD Y-coordiDal.e - 64-bil floating pI 
Z~dinate - 64-bil floating pI 
MUDlion • 64-bil Entity 'JYpe Record 
BURST Warhead - 16-bil enumeration 
DESCRIPTOR Fuze - 16-bil enumeration 
Quantity· l6-bil unsigned integer 
Rate· 16-bil unsigned integer 
Fig 5-18 
Detonation PDU 
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(bits) 
96 
96 
8 
8 
48 
n X 128 
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DETONATION PDU FIELDS (CONTU) 
X - component - 32-bit floating pl 
VELOCITY 
Y - component - 32-bit floating pl 
Z - component - 32-bit floating pl 
x - coordinate - 32-bit floating pl 
LOCmONIN 
ENTITY y - coordinate - 32-bit floating pl 
COORDINMES 
z - coordinate - 32-bit floating pl 
DETONATION 8-bit enumeration 
RESUU 
# ARTICULATION 8-bit unsigned integer 
PARAMETERS 
PADDING 48 bits unused 
Change - 16-bit unsigned integer 
ARTICULmON ID - attached to - 16-bit unsigned integer 
PARAMETERS Parameter type - 32-bit Parameter 1YJle Record 
Parameter value - 64 bits 
Thtal Detonation PDU Size = (832 + 128n) bits 
where n = number of articulation parameters 
Fig 5-18 (Continued) 
Detonation PDU 
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5.4.4.2 Logistics Support (see also 4.4.4) 
5.4.4.2.1 Service .equest POD. A request for logistics 
support shall be communicated by issuing a service Request POU. 
The Service Request POU shall consist of the following fields: 
(1) POU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type, and the length of the POU. The POU 
Header shall be represented by the POU Header Record (see 
5.3.15) • 
(2) Requesting Entity Identification - This field shall 
identify the entity that is requesting the service. This 
field shall be represented by an Entity Identifier Record 
(see 5.3.8). 
(3) servicing Entity Identification This field shall 
identify the entity that is able to provide the service 
requested. This field shall be represented by an Entity 
Identifier Record (see 5.3.8). 
(4) Service Type Requested - This field shall describe the 
type of service being requested. This field shall be 
represented by a service Type (see Section 4 in Document 
IST-CR-93-02). 
(5) Number of Supply Types - For a service of resupply, this 
field shall specify the number of different supplies 
being requested. If the service requested is not 
resupply, this field shall contain the value zero. This 
field shall be represented by an 8-bit unsigned integer. 
(6) Supplies - For a service of resupply, this field shall 
specify the type of supply and the amount of that supply 
for the number of supplies specified above. If the 
service requested is not resupply, this field shall not 
be present. This field shall be represented by a Supply 
Quantity Record (see 5.3.18). 
The Service Request POU is represented in Fig 5-19. 
ThIs Is an unapproved Standards Draft, subject to change. 
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FIELD SIZE 
SERVICE REQUEST PDU FIELDS (bits) 
Protocol Version - 8-bit unsigned integer 
32 PROTOCOL Exercise ID - 8-bit unsigned integer HEADER 
PDU Type - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - l6-bit unsigned integer 
48 RECEIVING Host - l6-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
Site - 16-bit unsigned integer 
48 SUPPLYING Host - l6-bit unsigned integer 
ENTITYID 
Entity - l6-bit unsigned integer 
8 SERVICE TYPE 8-bit enumeration 
8 NUMBER OF 8-bit unsigned integer SUPPlY TYPES 
16 PADDING 16 bits unused 
Entity Kind - 8-bit enumeration 
Domain - g-bit enumeration 
Country - 16-bit enumeration 
n X 96 SUPPlY Category - g-bit enumeration QUANTITY 
SUbcategory - g-bit enumeration 
Specific - 8-bit enumeration 
Exua - 8-bit enumeration 
Quantity - 32-bit floating point 
0049-0964.\ 
Thtal Service Request PDU size = (160 + 96n) bits 
where n = number or supply types 
Fig 5-19 
Service Request PDU 
Th;s is In unlpproyed Stlndlrds Drift, subject to chlnge. 
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DRAFT 
5 ••••• 2.2 Re.upply Offer PDO. The offerinq of supplies IIhall 
be cOlDlDunicated by issuinq a Resupply Offer PDU. The Resupply 
Offer PDU shall contain the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type, and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record (see 
5.3.15) • 
(2) Receiving Entity Identification This field shall 
identity the receiving entity. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
(3) Supplying Entity Identification This field shall 
identify the supplying entity. This field shall be 
represented by an Entity Identifier Record (sea 5.3.8). 
(4) Number of Supply Types - This field shall specify the 
number of different supply types being offered. This 
field shall be represented by an 8-bit unsigned integer. 
(5) Supplies - This field shall specify the type of supply 
and the amount of that supply for each of the supply 
types specified above. This field shall not be present 
if the Number of Supply Types field value is zero. This 
field shall be represented by a supply Quantity Record 
(see 5.3.18). 
The Resupply Offer PDU is represented in Fig 5-20. 
Th1s 1s an unapproved Standards Draft, subject to change. 
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FIELD SIZE RESUPPlX OFFER PDU FIELDS (bits) 
ProlOCOl Version - 8-bit unsigned integer 
32 PROTOCOL Exercise ID - 8-bit unsigned integer HEADER 
PDU Type - 8-bit enwueration 
Length - 8-bit unsigned integer 
RECEIVING 
Site - 16-bit unsigned integer 
48 ENTITYID Host - l6-bit unsigned integer 
Entity - 16-bit unsigned integer 
Site - l6-bit unsigned integer 
48 SUPPLYING Host - l6-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
8 . NUMBER OF 8-bit unsigned integer 
SUPPLY TYPES 
24 PADDING 24 bits unused 
Entity Kind· g·bit enumeration 
Domain - 8-bit enumeration 
Country - 16-bit enumeration 
n X 96 SUPPlY Category - 8-bit enumeration QUANTITY 
Subcategory· 8-bit enumeration 
Specific· 8-bit enumeration 
Extra - 8·bit enumeration 
Quantity - 32-bit floating point 
0049-0967.1 
'Ibtal Resupply Offer PDU size = (160 + 96n) bits 
where n = number of supply types 
Fig 5-20 
Resupply Offer PDU 
ThIs Is In unapproved Stlndlrds Drift, subject to chlnge. 
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DRAFT 
5.4.4.2.3 ae.upply aeoel vee! PDU. The receipt of suppl ies 
shall be cOlDlDunicated by issuing a Resupply Received PDU. The 
Resupply Received PDU shall contain the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identi f ier, the protocol 
data unit type, and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record (see 
5.3.15) • 
(2) Receiving Entity Identification This field shall 
identify the receiving entity. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
(3) Supplying Entity Identification This field shall 
identify the supplying entity. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
(4) Number of Supply Types - This field shall specify the 
number of different supplies taken by the receiving 
entity. This field shall be represented by an 8-bit 
unsigned integer. 
(5) Supplies - This field shall specify the type of supply 
and the amount of that supply for each of the supply 
types specified above. This field shall not be present 
if the Number of Supply Types field value is zero. This 
field shall be represented by a Supply Quantity Record 
(see 5.3.18). 
The Resupply Received PDU is represented in Fig 5-21. 
Th1s 1s an unapproved Standards Draft, subject to change. 
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FIELD SIZE RESUPPLY RECEIVED PDU FIELDS (bits) 
Protocol Version - 8-unsigned integer 
32 PROTOCOL Exercise ID - 8-bit unsigned integer HEADER PDU Type - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - l6-bit unsigned integer 
48 RECEIVING Host - l6-bit unsigned integer 
ENTIrYID 
Entity - 16-bit unsigned integer 
Site - 16-bit unsigned integer 
48 SUPPLYING Host - l6-bit unsigned integer EN1ITYID 
Entity - l6-bit unsigned integer 
8 NUMBER OF 8-bit unsigned integer 
. SUPPLY TYPES 
24 PADDING 24 bits unused 
Entity Kind - 8-bit enumeration 
Domain - 8-bit enumeration 
Country - 16-bit enumeration 
n X 96 SUPPLY Category - 8-bit enumeration QUANTITY Subcategory - 8-bit enumeration 
Specific - 8-bit enumeration 
Extra - 8-bit enumeration 
Quantity - 32-bitl1oating point 
0049-0966.1 
Total Resupply Received PDU size = (160 + 96n) bits 
where n = number of supply types 
Figure 5-21 
Resupply Received PDU 
This js In unlPproved Standard. Draft, subject to change. 
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DRAFT 
5.4.4.2.4 aesupply CeDeel PDU. The canceling of a service 
function by either the receiving or the supplying entity shall be 
communicated by issuing a Resupply Cancel PDU. The Resupply Cancel 
PDU shall conta;n the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type, and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record (see 
5.3.15) • 
(2) Receiving Entity Identification - This field shall 
identify the entity that has requested the resupply 
service. This field shall be represented by an Entity 
Identifier Record (see 5.3.8). 
(3) Supplying Entity Identification - This field shall 
identify the supplying entity. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
The Resupply Cancel PDU is represented in Fig 5-22. 
FIELD SIZE RESUPPLY CANCEL PDU FIELDS (bits) 
Protocol Version· g·bit unsigned integer 
32 PROTOCOL 
Exercise ID • g·bit unsigned integer 
HEADER PDU Type • 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - l6-bit unsigned integer 
48 RECEIVING Host - 16-bit unsigned integer 
ENTITYID 
Entity· 16-bit unsigned integer 
Site - 16-bit unsigned integer 
48 SUPPLYING Host· 16-bit unsigned integer ENTITYID 
Entity - 16-bit unsigned integer 
0049-0965.1 
Thtal Resupply Cancel PDU size = 128 bits 
Fig 5-22 
Resupply Cancel PDU 
ThIs Is an unapproved Standards Draft, subject to change. 
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5.4.4.2.5 Repair COlllplete PO:O., When a Service Request PDU 
has been received and the repa~r~ng entity has completed a 
requested repair, the repairing entity shall notify the receiving 
entity of the repair by issuing a Repair Complete PDU. The Repair 
Complete PDU shall contain the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type, and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record (see 
5.3.15). 
(2) Receiving Entity Identification This field shall 
identify the entity that is requesting repairs. This 
field shall be represented by an Entity Identifier Record 
(see 5.3.8). 
(3) Repairing Entity Identification This field shall 
identify the repairing entity. This field shall be 
represented by an Entity Identifier Record (see 5.3.8). 
(4) Repair - This field shall describe the repair performed. 
If the repairing entity is unable to provide or complete 
the needed repair, this field shall have a value of zero. 
If the repairing entity makes all of the needed repairs, this 
field shall have a value of one. This field shall be represented 
by a repair type (see 5.3.16 and section 2 in Document IST-CR-93-
02) • 
The Repair Complete PDU is represented in Fig 5-23. 
FIEUJ SIZE 
REPAIR COMPLETE PDU FIELDS (biLS) 
Protocol VenioD - 8-biL WlSigned imcgcr 
32 PROTOCOL Excn:ise ID • B·bil unsigned iDlese, HEADER PDU Type • 8-bil ...,,,,,,,,n\iOD 
Length • 8-bil unsiiJled iDlese, 
Siu: • 16-bil unsieaed iDleser 
48 RECEIVING HOSI • 16-bil unsieaed iIIlts" ENTITYID 
EntilY • 16-bil lID.IigDed in ..... 
REPAIRING Siu: • 16-bil unsieaed iDuser 
48 ENTITYID HOSI • 16-bil unsigaed inlts" 
Enti\}' • 16-bil unslaDed inlts" 
16 REPAlR 16-bit CDwuc:n.rion 
16 PADDING 16 biLS Wlu.sed 
0049-0969.1 
ToW Repair Complete PDU size = 160 bits 
FIG 5·23 
Repair Complete PDU 
This Is on unapproved Standards Draft, subje,t to ,hange. 
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DRAFT 
5.4.4.2.6 Repair Re.poD •• PDtJ. When a receiving entity 
receives a Repair Complete POU from its repairing entity, the 
receiving entity shall acknowledge the receipt of the repair by 
issuing a Repai.r Response POU. The Repair Response POU shall 
contain the following fields: 
(1) POU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
da ta un itt ype , and the length 0 f the POU. The POU 
Header shall be represented by the POU Header Record (see 
5.3.15) • 
(2) Receiving Entity Identification This field ahall 
identify the entity that requested repairs. This field 
shall be represented by an Entity Identifier Record (see 
5.3.8) • 
(3) Repairing Entity Identification This field shall 
identify the repairing entity. This field shall be 
represented by an Entity Identifier Record (aee 5.3.8). 
(4) Repair Result - This field shall specify the result of 
the repair specified in the Repair Complete POU. This 
field shall be represented by an 8-bit enumeration (see 
Section 4 in Document IST-CR-93-02) • 
. . 
The Repair Response POU is represented in Fig 5-24. 
F1El.DSIZE 
(bits) 
32 
48 
48 
8 
24 
0049-1438 
REJlOJR RESPONSE POU FIELDS 
Protocol Ve"ion - 8-bi. unsigned inlege, 
PROTOCOL uercise ID - S-bi. UDsigned in.eger 
HEADER PDU Type - S-bi. enumeration 
unglb - S-bi. unsigned inlege, 
RECEIVING 
Sile - l6obi. unsigned inle,e, 
ENTITYID Host - l6obi. UDsigned inlege, 
Entil)' - l6obi. unsigned inleger 
REPAJRlNG 
Sile - 16obi. unsigned inleger 
ENTITYID HOSI - 16obi. unsigned inle,er . 
EnOl)' - 160bil unsigned inleger 
REPAIR 
RESUll' 8~bir enumeration 
Fl'.DDING 24 bits WlUSed 
lbtal Repair Response POU size = 160 bits 
Fig 5-24 
Repair Response POU 
ThIs Is an unapproved Standards Draft. subject to change. 
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5.4.4.3 Collisions. (see also 4.4.5) 
5.4.4.3.1 Collision PDU. Collisions between entities shall 
be communicated by issuing a Collision PDU. The Collision PDU 
shall contain the following fields: 
I 
I 
I 
(1) PDU Header - These fields shall identify the protocol I 
version number, the exercise identifier, the protocol 
data unit type, and the length of the PDU. The PDU 
Header shall be represented by the PDU Header Record (see I 
5.3.15) • 
(2) Issuing Entity Identification This field shall 
identify the entity that is issuing the PDU. This field 
shall be represented by an Entity Identifier Record (see I 
5.3.8) • 
(3) Colliding Entity Identification This field shall 
identify the entity which has collided with the issuing I 
entity. If the entity ID is unknown or the collision is 
with a terrain object, this field shall contain zeros. 
This field shall be represented by an Entity Identifier 
Record (see 5.3.8). I 
(4) Event Identification - This field shall contain a number 
generated by the issuing simUlation application to 
associate related events. This field shall be I 
represented by an Event Identifier Record (see 5.3.12). 
(5) Timestamp - This field shall specify the time at which 
the data in the PDU is valid. This field shall be 
represented by a timestamp (see 5.3.19). I 
(6) Velocity - This field shall contain the velocity (at the 
time the collision is detected) of the issuing entity. 
This field shall be represented by the Linear Velocity I 
Vector Record (see 5.3.20.3). 
(7) Mass - This field shall contain the mass of the issuing 
entity. This field shall be represented by a 32-bit I 
floating point number representing kilograms. 
(8) Location - This field shall specify the location of the 
collision with respect to the entity with which the 
issuing entity collided. This field shall be represented I 
by an Entity Coordinate Vector Record (see 5.3.20.1). 
The Collision PDU is represented in Fig 5-25. I 
I 
I 
I 
This Is an unapproved Standards Draft, subject to change . 
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FIELD SIZE 
(bits) 
32 
48 
48 
48 
16 
32 
96 
32 
96 
0049-0970.1 
DRAFT 
COLLISION PDU FIELDS 
Protocol Version - 8-bit unsigned integer 
PROTOCOL Exercise ID - 8-bit unsigned integer 
HEADER PDU Type - 8-bit enumeration 
Length - 8-bits unsigned integer 
Site - 16-bit unsigned integer 
ISSUING Host- 16-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
Site - 16-bit unsigned integer 
COLLIDING Host - 16-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
Site - 16-bit unsigned integer 
EVENT Host - 16-bit unsigned integer ID 
Event - 16-bit unsigned integer 
PADDING 16 bits unused 
TIMESTAMP 32-bit unsigned integer 
X-Component - 32-bit floating point 
VELOCITY Y-Component - 32-bit floating point 
Z-Component - 32-bit floating point 
MASS 32-bit floating point 
LOCmON 
x-Component - 32-bit floating point 
(with respect to y-Component - 32-bit floating point 
Entity) 
z-Component - 32-bit floating point 
Total Collision PDU size = 448 bits 
Fig 5·25 
Collision PDU 
Thl, 1, an unapproved Standard, Draft. ,ubject to change. 
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5.4.5 Siaulation Kanaq .. ent. (see 4.4.6) 
5.4.5.1 Ballio Data Typell and .eoordll for 8iaulation Kanaq .. ent. 
This section specifies requirements for basic data types and 
records to support simulation management. Enumeration values and 
bit-encoded values are given in section 4 of document IST-CR-93-2 
unless otherwise stated. 
5.4.5.1.1 8iaulation Kanaq_ent PDU Beader .eoord. A 
simulation Management POU header Record shall be the first part of 
each simulation management POU. The POU header described in 5.3.15 
is part of this header record. The simulation Manaqement POU 
header record contains information required for all simUlation 
management POUs. This Simulation Management POU header Record is 
represented in Figure 5-26. The fields of the POU Header Record 
are described below. 
(1) POU Header - These fields shall identify the protocol 
version number, the exercise identifier, and the protocol 
data unit type. The POU Header shall be represented by 
the POU Header Record described in 5.3.15. 
(2) Originating Entity Identification - This field shall 
identify the entity issuing the Start POU. This field 
shall be represented by an Entity Identifier Record (see 
5.3.12). 
(3) Receiving Entity Identification This field shall 
identify the entity to which the Start POU is intended. 
This field shall be represented by an Entity Identifier 
Record (see 5.3.12). 
(4) Time of Issue - This field shall specify the time at 
which the data in the Simulation Management POU is valid. 
This field shall be represented by a timestamp (see 
5.3.19). 
Th1s 1s on unapproved Standards Draft, subject to change. 
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DRAFT 
Protocol Version - 8-bit unsigned integer 
Protocol Exercise 10 - 8-bit unsigned integer 
Header PDU Type - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - 16-bit unsigned integer 
Originating Host - 16-bit unsigned integer 
Entity 10 Entity - 16-bit unsigned integer 
Group - 16-bit unsigned integer 
site - 16-bit unsigned integer 
Receiving Host - 16-bit unsigned integer 
Entity 10 Entity - 16-bit unsigned integer 
Group - 16-bit unsigned integer 
Time of 32-bit unsigned integer 
Issue 
I'iq 5-26 
Siaulation Manag .. ent PDU Beader aeoord 
5.4.5.1.2 I'b:ed Datu. Reoord. Fixed Datum information shall 
be represented using the Fixed Datum Record. This record shall 
specify the fixed datum type and the value for that fixed datum 
type. The fields of this record are described in the subparagraphs 
that follow. 
5.4.5.1.2.1 I'ized Datua ID. The type of fixed datum to be 
communicated shall be specified with a Fixed Datum 10 field. This 
field shall consist of a 32-bit enumeration. 
5.4.5.1.2.2 I'ized Datu Value. The value for a particular 
Fixed Datum 10 shall be specified with a Fixed Datum value field. 
This field shall consist of a 32-bit field. The field type shall 
depend on the type of fixed datum as specified by the Fixed Datum 
10. The padding for possible unused bits shall be appended to the 
Fixed Datum Value. 
The Fixed Datum Record is represented in Figure 5-27. 
Fixed Datum 
Fixed Datum 
10 32-bit enumeration 
Value 32 bits 
I'ig 5-27 
Fized Datu. Reoord 
(varies) 
ThIs Is an unapproved Standards Draft, subject to change. 
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5 ••• 5.1.3 Varia))l. Datum R.cord. Variable Datum information 
shall be represented using the Variable Datum Record. This record 
shall specify the variable datum type, the datum length and the 
value for that variable datum type. The fields of this record are 
described in the subparagraphs that follow. 
5 ••• 5.1.3.1 Varia))l. Datum ID. The type of variable datum 
to be communicated shall be specified with a Variable Datum ID 
field. This field shall consist of a 32-bit enumeration. 
I 
I 
I 
I 
5 ••• 5.1.3.2 Varia))l. Datu. Value. The value for a I 
particular Variable Datum ID shall be specified with a Variable 
Datum Value field. This field shall consist of a multiple of 64-
bit field. The field type shall depend on the type of datum as 
specified by the Variable Datum ID. The padding for possible I 
unused bits shall be appended to the Variable Datum Value. 
The Variable Datum Record is represented on Figure 5-28. I 
Variable Datum ID 32-bit enumeration 
Variable Datum Length 32 bits integer I 
Variable Datum Value Multiple of 64-bits 
(vades) I 
Pig 5-28 
Varia))le Datum Record I 
5 ••• 5.1.. Datum SpecificatioD Record. Datum information I 
shall be represented using the Datum Specification Record. This 
record shall specify the number of Fixed Datum records and Variable 
Datum record, the length of the variable datum fields, and the 
actual values. The fields of this record are described in the I 
subparagraphs that follow. 
(1) Number of Fixed Datum Field - This field shall specify 
the number of fixed datum fields. This field shall be 
represented by a 32-bit unsigned integer. 
(2) Number of Variable Datum Field - This field shall specify 
the number of variable datum fields required to supply 
database names or character fields or bit streams which 
exceed 64 bits. This fields shall be represented by a 
32-bit unsigned integer. 
(3) Fixed Datum Values - These fields shall specify the types 
of fixed datum and their value. These fields shall be 
represented by Fixed Datum Records. 
This ;. In unlpproyed Stlndard. Draft. subject to chlnge. 
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DRAFT 
(4) Variable Datum Values - These fields shall specify the 
types of variable datum, their length and their value. 
This field shall be represented by Variable Datum 
Records. 
The Datum Specification Record is represented in Figure 5-29. 
Number of Fixed Datum Records 32-bit unsigned integer 
Number ot Variable Datum Records 32-bit unsigned integer 
Fixed Datum Record U Datum 10 - 32-bit enum 
Datum Value - 32 bits 
Fixed Datum Record '2 Datum 10 - 32-bit enum 
Datum Value - 32 bits 
· 
· 
· 
Fixed Datum Record 'N Datum 10 - 32-bit enum 
Datum Value - 32 bits 
variable Datum Record U Variable Datum 10 -
32-bit enum 
Variable Datum Length -
32-bit integer 
variable Datum Value -
multiple of 64 bits 
Variable Datum Record '2 Variable Datum 10 -
32-bit enum 
Variable Datum Length -
32-bit integer 
Variable Datum Value -
multiple of 64 bits 
· 
· 
· 
variable Datum Record 1M variable Datum 10 -
32-bit enum 
Variable Datum Length -
32-bit integer 
Variable Datum Value -
multiple of 64 bits 
pig 5-29 
Datum specification Record 
This is an unapproved Standards Draft, subject to change. 
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DRAFT 
5.4.5.1.5 Clock Ti.e Record. Time measurements that 
surpasses one hour shall be represented by a Clock Time Record. 
The fields of this record are described in the subparagraphs that 
follow. 
(1) Hours - This field shall specify the hours since January 
1, 1970. This field shall be represented by a 32-bit 
integer. 
(2) Time Past the Hours - This field shall specify the time 
past the hour indicated in Hours field. This field shall 
be represented by a timestamp (see 5.3.19) 
The Clock Time Record is represented in Figure 5-30. 
Hour 
Time Past 
the Hour 
32-bit integer 
32-bit unsigned integer 
Pig 5-30 
Clock Ti.e Record 
This is an unapproved Standards Draft, subject to change. 
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DRAFT 
5.4.5.2 Create Entity PDO. The creation of a new entity shall 
be communicated using a Create Entity PDU. This PDU shall consist 
of a Simulation Management PDU Header: 
Simulation Management PDU Header - These fields shall identify 
the PDU header information, the originating entity, the 
intended receiving entity, and the time of issue. The 
Simulation Management PDU Header shall be represented by the 
Simulation Management PDU Header Record described in 5.4.5.1.1. 
The Create Entity PDU is represented in Figure 5-31. 
F1ELD SIZE 
(bits) 
32 
. 
64 
64 
32 
0049-2767 
CREATE ENTITY PDU FIELDS 
Protocol Version - 8-bit unsigned integer 
PROTOCOL Exercise ID - 8-bit unsigned integer 
HEADER PDU Type - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - 16-bit unsigned integer 
ORIGINATING Host - 16-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
Group - 16-bit unsigned integer 
Site - 16-bit unsigned integer 
RECEIVING 
Host - 16-bit unsigned integer ENTITYID 
Entity - 16-bit unsigned integer 
Group - 16-bit unsigned integer 
TIME OF 32-bit unsigned integer 
ISSUE 
Total Create Entity PDU Size = 192 bits 
Figure 5-31 
Create Entity PDU 
Th1s 1s .n unapproved St.nd.rds Dr.ft, subject to ch.nge. 
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5.4.5.3 Remove Bntity PDU. The removal of an entity from an 
exercise shall be communicated with a Remove Entity PDU. The 
Remove Entity PDU shall consist a Simulation Management PDU Header : 
Simulation Management PDU Header - These fields shall identify 
the PDU header information, the originating entity, the 
intended receiving entity, and the time of issue. The 
Simulation Management PDU Header shall be represented by the 
simUlation Management PDU Header Record described in 5.4.5.1.1. 
The Remove Entity PDU is represented in Figure 5-32. 
FIELD SIZE 
(bilS) 
32 
. 
64 
64 
32 
0049·2768 
REMOVE ENTITY PDU FIELDS 
Protocol Version - 8-bit unsigned integer 
PROTOCOL Exercise ID - 8-bit unsigned integer 
HEADER PDU Type - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - l6-bit unsigned integer 
ORIGINATING Host - l6-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
Group - 16-bit unsigned integer 
Site - l6-bit unsigned integer 
RECEIVING Host - l6-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
Group - 16-bit unsigned integer 
TIME OF 32-bit unsigned integer ISSUE 
Total Remove Entity PDU Size = 192 bits 
Figure 5-32 
Remove Entity PDU 
This 1s an unapproved Standards Draft. subject to change . 
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DRAFT 
5.4.5.4 Start/Resume PDD. The start/Resume of an exercise shall 
be communicated using a start/Resume PDU. The start/Resume PDU 
shall contain the following fields: 
(1) Simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
entity, the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header ahall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Real World Time - This field shall specify the real world 
time (with respect to Greenwich time) at which the entity 
is to start/resume the exercise. This information shall be 
used by the participating simulation applications to 
start/resume an exercise synchronously. This field shall 
be represented by a Clock Time Record (see 5.4.5.1.5). 
(3) Simulation Time - This field shall specify the simulation 
time (time of day in the simulated world) at which the 
entity will start/resume the exercise. This field shall be 
represented by a Clock Time Record (see 5.4.5.1.5). 
The Start/Resume PDU is represented in Figure 5-33. 
This is an unapproved Standards Dr.ft, subject to change. 
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FIELD SIZE 
(bits) 
32 
64 
. 
64 
32 
64 
64 
0049-2769 
DRAFT 
STARTIRESUME PDU FIELDS 
Protocol Version - 8-bit unsigned integer 
PROTOCOL Exercise ID - 8-bit unsigned integer 
HEADER PDU Type - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - l6-bit unsigned integer 
ORIGINATING Host - l6-bit unsigned integer 
ENTITYID 
Entity - 16-bit unsigned integer 
Group - 16-bit unsigned integer 
Site - l6-bit unsigned integer 
RECEIVING Host - l6-bit unsigned integer 
ENTITYID 
Entity - l6-bit unsigned integer 
Group - l6-bit unsigned integer 
TIME OF 32-bit unsigned integer ISSUE 
REAL-WORLD 64-bit clock lime TIME 
SIMULATION 
64-bit clock lime TIME 
Total Star1IResume PDU Size = 320 bits. 
Figure 5-33 
StartlResume PDU 
This is an unapproved Standards Draft, subject to change _ 
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DRAFT 
5.4.5.5 stop/Pr •••• PDO. The stopping or freezing 
exercise shall be communicated using a stop/Freeze PDU. 
Stop/Freeze PDU shall contain the following fields: 
of an 
The 
(1) Simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
entity, the intended receiving entity, and the time of 
issue. The simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Real World Time - This field shall specify the real world 
time (with respect to Greenwich time) at which the entity 
is to stop/freeZe the exercise. This field shall be 
represented by a Clock Time Record (see 5.4.5.1.5). 
(3) Reason - This field shall specify the reason that an entity 
or exercise was stopped/frozen. This field shall be 
represented by an a-bit enumeration. 
The Stop/Freeze PDU is represented in Figure 5-34. 
FJU.DSlZE STOPIFREEZE PDU FIELDS (bits) 
Protocol Venlon • &-bit unli.ned inltler 
32 PROTOCOL ExettiJe ID· ,""bie onsi.nod ~Ier HEADER PDU Type - '-bit enuruenlion 
..... ,u. -1-1>1 UNI,ned """,er 
Site· J6-bn vnsianu' inlC,er 
64 ORiGINATlNG Host • 16-bic unsianed inle,er emTYID 
EALhy· l6-bh wuianed mlr,C!' 
Group· l6-bil vruianed inteJtr 
Sile· l6-bil vnsl,ncd interet 
64 RECEIVING Host - l6-biI unsllned inltlor ENTITYID 
Entity· J6-blI DlUi,ncd inleJef 
Grvup· l6-bh vnslpcd imtp 
32 TIME OF 3:z-.bt1 Dui,ncd lncc,eT ISSUE 
32 REAJ.-WORI.D 64-bil clock lime TIME 
8 RU.SON I~I ~'uDcnLlaq 
24 PADDING , .. bits aml.led 
Total 510pIF ..... rou ~ •• ZII bUL 
ThIs Is an unapproved Standards Draft. subject to change_ 
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5.4.5.6 Acknowledge PDU. The acknowledgement of the receipt 
of a Start/Resume PDU, Stop/Freeze PDU, Create Entity PDU, or a 
Remove Entity PDU shall be communicated by issuing an Acknowledge 
PDU. The Acknowledge PDU shall contain the following fields: 
(1) Simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
enti ty, the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Acknowledge Flag - This field shall indicate what type of 
message has been acknowledged. This field shall be 
represented by a 16-bit enumeration. 
(3) Response Flag - This field shall indicate whether or not 
the receiving entity was able to comply with the request, 
and for what reason. This field shall be represented by a 
16-bit enumeration. 
The AckQowledge PDU is represented in Figure 5-35. 
FIELD SIZE ACKNOWLEDGE PDU FIELDS (biu) 
PI"OlOCaI Venian • 8-bit unsigned inleB.er 
PROlOCOL Exercise ID • 8·bit unsianed integer 32 HEADER PDU Type - S-bilenume:aUon 
Length - S-ble unsigned inlege, 
Si", - l6-bil unsigned inlege, 
64 ORIGINATING Host - l6-bil unsigned inlege, ENTITYID Entil)' - l6-bil uruigned inlege: 
Group - l6-bil unsigned in.eger 
Site - 16-bit unsigned integer 
64 RECENlNG Host - l6-bil unsigned inleger fNlTTYID Entil)' - l6-bil unsigned in"'ger 
Group - 16-bil unsigned inleger 
32 TIME OF 32-bil unsigned muoger ISSUE 
16 ACKNOWLEDGE 16-bil enumeration FLAG 
16 RESPONSE 16 bil enumeration 
FLAG 
Total AckaowlfdB' PDO Siu _224 bits. 
Flgu", 50)! 
AckaowlfdBf PDO 
This is an unapproved Standards Draft. subject to change. 
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DRAFT 
5.4.5.7 Action aequest PDU. A request from an SM to a managed 
entity to perform a specified action shall be communicated using an 
Action Request PDU. The Action Request PDU shall consist of the 
following fields: 
(1) Simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
enti ty, the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Request 10 - This field shall identify the request being 
made by the simulation manager. This field shall be 
represented by a 32-bit unsigned integer. 
(3) Action 10 - This field shall specify the particular action 
that is requested by the simulation manager. This field 
shall be represented by a 32-bit enumeration. 
(4) Datum Information - This field shall specify the types of 
datum and the value of the datum to be communicated. This 
field shall be represented by a Datum Specification Record 
(see 5.4.5.1. 4) . 
The Action Request PDU is represented in Figure 5-36. 
Th1s 1s on unapproved Standards Draft, subject to change. 
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FlFl.O SIZE 
(bOu1 
32 
64 
64 
32 
32 
32 
32 
32 
64 
64 
64+ K, .. PI 
64<\,<P .. 
0049· ]775.1 
DRAFT 
ACIlON REQUEST POU FIELDS 
PraoooI..,.... .'.fIIt _lped '*rp 
.. 01tlC<lL £KId_ ID · I"'" " .... nod III., 
HEADER ft)U 1)?c ..... ,_...:_ La,. ..... lllIIIIIilJllllfllMtJcr 
... . l6-bil ... ...t l-'fllII' 
auGlNA.~ fbi . 16-GI-.i._ ....... 
umTYlD &lit, . 16-~ ..... _ illfrwcr 
~p. 16-bl.1 ."dped '*'~ 
She.· It-bill ..,llpDd Ille Q' 
REc<MNO H_ . l6-Wr VDIi,MIf &.I~ 
umTYlll £Mit,. 16-lIitt .. da.d bM._ 
Clrvup . J&.bN ""pad , .... "Ift 
llMEOf' n ... uA ..... '-'~ 
'SlUE 
a£QUE$TD> n-b" ,"i.ti ..... IIILrp 
ACI10HIll J2·bit ... i,..e:d I~ 
NI1MIIER Of' )l.bf;f ",,&1,_ ""Cln' f'LXH) DATtlM 
fIELDS (tI) 
NUMBER Of' )2 .... ulUi • ...t Ylql2' VARlABU DATUM 
FIELDS (Jot ) 
FIXED D •• II! ID • ll-bjl .-u~ 
DAJ1J'" ., o.w- V" ... 1] •••• _ UlqlC'T 
F\JW) [).IUIII ID · )lobil CDllaICnIi_ 
DAT\lJoC 'N D._V ...... · Ub!u 
twv.IIIID . )l·bil enulllClWiOCl 
VAItWII£ Dalila ......... )] billl",iped '''''tter (X) 
DAlVN'l 
DIf\lllll Val"" • 64 bll 
ouuom· )l ·bil~_ 
vAItWII£ DafUGI t..~ - 1] hil IIMiped _.a (K) 
DATUM'''' o..~ Val ... . 64 bil 
.. 
SUil_C120. 64 N. ~(6011. It_.",» 
\_1 • 
,., • IIUI'1IIber of thed tUMIl rlClciI 
tot • DlIl'Itler of Mable 4I-.a tkJdI 
KI_ Jenl~ of 'I'1r1.blc d.nuD ... &1_, .. bill 
". nllft"k" 0( Uftu.t bU ... tbc lUI 64 bi'.,lmDl 
01 ".-i.We datulln niue' 
FIg ... So36 
Actloo Itcq .... PDU 
This Is an unapproved Standards Drift, subject to chlnge. 
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DRAFT 
5.4.5.8 Action R •• pon.. IIDU. When an enti ty receives an 
Action Request PDU, that entity shall acknowledge the receipt of 
the Action Request PDU with an Action Response PDU. The Action 
Response PDU shall contain the following fields: 
(1) Simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
enti ty , the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header shall be 
represented by the simUlation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Request 10 - This field shall identify this matching 
response to a request made by the simUlation manager. This 
field shall be represented by a 32-bit unsigned integer. 
(3) Request Status - This 
the requested action. 
a 32-bit enumeration. 
field shall identify the status of 
This field shall be represented by 
(4) Datum Information - This field shall specify the types of 
datum and the value of the datum to be communicated. This 
field shall be represented by a Datum specification Record 
(see 5. 4 . 5 . 1. 4) . 
The Action Response PDU is represented in Figure 5-37. 
Th1s 1. an unapproved Standards Draft. subJect to change. 
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FIfl.I)W.E AcneN RESPONSE Pl)U FIElDS .... , 
...... v ... . ........... _ •• 
32 POO'IOaIL 
£--.10 . ... _ .......... 
IlEA .... roo t'J'PI . IJ.¥I ___ 
t..-p . ....... --. ...... 
SiIIt·I ............ 
64 OIJCINA'T1NO ... . 16-WI ............ ElmTY .. r.My · I~_ .......... 
a..., . ''''''.ftaMII i .... 
Silll . I ................ 
64 WEVV<0 
... . 1 .......... _ ..... 
EI<lTT"/ .. Eai" . I ... I_pMl .... 
O"-' . I ........... i .... 
32 lM!Of n·liI ........... 
'"U! 
32 UQUDT" lHit.P"'III illl.,. 
32 W)\lf.ST Jl ... ...-.DoII SWlIS 
32 "" •• ". OF f1XEI) DAIV>4 n ·.'." .... IIII ... 
FmJ)S (I<) 
32 """", .. OF 
Jl. __ .... _ ... 
VAJUAIL.£ DATUJoC 
F1flll' 00 
f1XEI) 0...", rD · J~-bl._ 64 DATVJ04 '1 eu.n V~ - )] u ....... _ .. " 
f1XEI) o--ro · 'l· ... _ 64 DATUM IN DrMt.N. Vu-. ' )l ..., 
DMv_m· l]·'" • .a...uoe 
6of,.K , .P. VARlAltz 
O'.lA .. _ . )2 .... _ ...... WI ..... ('K ) 
DA1VJo4 .1 o...vu... . ..... 
. 
. 
DMMD II) . Jl.bit ... __ 
... '\.. ':. VAIUAILE o.w_lA", - n .. -P""II ..... (K ) DAT\,I)of'),( 0-...... . .... 
M 
Size -(320.64 N. I(64. Kt. "'» 
I-I 
N • lumber 01 r ... t1S dalum tlclcb 
M • number 01 "t'.riablt d.lurn n~tcb 
K.-lC'nC1h olnr1lblc- dalum .. Jut Iia bit, 
PI_ number of unUStd bits la the- last 64 bll itgm,nl 
01 nn.blt dalum n.luf I 
Figu~ 5·37 
Action Ruponsf PDU 
Th1. 1. an unapproved Standard. Draft, .ubject to change. 
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DRAFT 
5 ••• 5.9 Data Query PDQ. A request for data from an entity 
shall be communicated by issuing a Data Query PDU. The Data Query 
PDU shall contain the following fields: 
(1) simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
entity, the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Time Interval - This field shall specify the time interval 
between issues of Data PDUs. A value of zero in this field 
shall mean that the requested data should be sent once and 
not at any previously specified time interval. This field 
shall be represented by a timestamp in quantities of 
seconds (see 5.3.19). 
(3) Request ID - This field shall identify the data query 
request being made by the Simulation Manager. This field 
shall be represented by a 32-bit unsigned integer. 
(4) Datum Information - This field shall specify the types of 
datum and their value to be communicated. This field shall 
be represented by a Datum Specification Record (see 
5.4.5.1.4). 
The Data Query PDU 1s represented in Figure 5-38. 
ThIs Is on unapproved Standards Draft, subJett to thange. 
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FlEU>SIZE DATA QUERY PDU FIELDS (biu) 
_I Vmloa • I·bil lllllip1C6 i"I<p 
32 PROTOCOL HEADElI Eun:be ID· '·bil UNI.,.", lDIep 
PDU 'J)J>e • Iobil mumcnUOIl 
LenJlh • 8-bil III>&lp1C6 IDI<JI<1' 
5111: • IIS-bh .... 1""" InIl:JI<1' 
64 ORIGINAl"ING HOOI· IlS-billDlll""" IIIlI:p ENTITYID 
EnUI)" IlS-billDlliBJlcd IDI<JI<1' 
Group • IIS-bil 111>&1""" lDIep 
5111: ·IIS-bll .... 1""" IIIlI:p 
64 RECEIVING HOOI • IIS-bh UDSIBJlcd 11111:1<1' ENTITY 0) 
EnLiry - l6-billlDJipcd lnlcger 
Group· IIS-bll III>&;gncd inlCl<I' 
32 TIME OF 32·bil .... 1""" InIl:JI<1' ISSUE 
32 REQUEST 0) 32·bll "",I""" 1n101<1 
32 TIME INTERVAL 32·bll "",I""" III",JI<1' 
32 NUMBER OF AXED 32·blllINlgncd InlOser DATUM FIFl.DS (N) 
NUMBElIOF 
32 VARlABU; Di\lVM 32·bh WlSlgncd InlOger 
FlEU>S (M) 
32 FIXED DATUM 32-bil c:nwncn.tJon 0) .1 
· 
· 
· 32 AXED DATUM 32·bll Cfliumeration ID.N 
32 VARlABU; 32·bit enumeraLion DATUM 0)'1 
· 
· 
· 
32 VARlABU; 32·bil CIIumeraUaa DATUMID.M 
Total Dala Query PDU Sin. (320 + 32N + 32M) bits. 
N = number or fixed datum fields 
M = number or variable datum fields 
Figure 5-38 
Data Query PDU 
Thi. i. an unapproved Standard. Draft •• ubject to change. 
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DRAFT 
5.4.5.10 set Data PDI1. Initializing or changing internal 
state information shall be communicated using a set Data PDU. The 
Set Data PDU shall consist of the following fields: 
(1) simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
entity, the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Request 10 - This field shall identify the set data request 
being made by the simulation manager. This field shall be 
represented by a 32-bit unsigned integer. 
(3) Datum Information - This field shall specify the types of 
datum and their value to be communicated. This field shall 
be represented by a Datum Specification Record (see 
5.4.5.1.4) • 
The Set Data PDU is represented in Figure 5-39. 
This is an unapproved Standards Draft. subject to change. 
125 
DRAFT 
PRU) .... SET DATA PDU FIELDS 
""', 
PtIIIlooaI 'YuI:IoI!. ~ u.n,nod '.(Jet' 
32 Pltarocot. &~ II). "'WI --P"i! Wtp, HEAOOI PDlf Tn- . I-M: azu 
-~.1-bII ~pldJ • ., 
... ·16oM....., ..... 
48 ..,011< A71IfO 1M. 16-WI. ....... _ lIHp E>mTY., 
&Dry. 160M: IIIIItped _.t 
Onlu,· 160M .... aM .... 
Sile ·I~ ... ,pIDd '-qa 
48 RECEVINO Ht:J« • 16-btt ImJtcIlOd u.cp E>mTY., 
Eam)'· 16-b1: ~pNI-JCf 
Cirwp. I'-t* ..tt .. - ... 
32 l1MEOF 32-t* ......... ISSUE 
32 R£QlIDT" ]2.ti1_ ....... ~ 
32 ,ADD"'" Jltlkt--.t 
32 M.1M1IEJt OF flJCW OAJUM 
FmM(N) 
J2-t1i1......, ...... Cf 
32 MJMBEROF VAJUABU DAnJM Sl"'~I ... a 
flW)' "" 
64 F1JCED D-IwDID· '2-tIU ~ DAl\JN " o..w. VIlI.E· ]1 unrl,ncd IMqn 
: 
64 F1JCED 
[).Eu..m U>. '2-bi1 GlUI1IC1W:ioa 
DAn.n.t 'N DIfwD VallE . )l bill 
D_I'II U>. 32-bj1 ~oe 
64. K •• PI VAR.lAB~ 
Owm ~II. 32 btl_ipcd iDletrll (KI 
DAl\IM •• 
o.tulD \1&1 • .... bill 
: 
D_III II) . 32-bi1 _rDCfIIIIi..,. 
64· 1\.. J!.. VAR.lABU Ow.:! Lqlh - 32 tItI_ripod hllfl" {KJ DAJ\.JM'M DM'I&n VaJ~ • 64 biI 
N 
Sol Dola PDU Slu • (320 + 64N + I (64 + K, + P, » 
,., 
N • Dumbrr of tbrc1 datum nthlJ 
M • DUmber of unable datum nrhiJ 
K I_ kngth olurbblt datum 'faJur liD bill 
PI- number 0( anustd bllJ ID 1M lUI 64 bll Kpnrnl 
01 ntfablt dalwn nJut I 
Figure 5-39 
Stl Dal.a PDU 
Th;. 1. an unapproved Standard. Draft, .ubjett to thange . 
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5.4.5.11 
Query PDU or 
The Data PDU 
DRAFT 
Data PDU. Information issued in response 
Set Data PDU shall be communicated using a 
shall contain the following fields: 
to a Data 
Data PDU. 
(1) simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
entity, the intended receiving entity, and the time of 
issue. The simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Request 10 - This field shall identify the matching 
response to a Data Query PDU or Data Set PDU made by the 
Simulation Manager. This field shall be represented by a 
32-bit unsigned integer. 
(3) Datum Information - This field shall specify the types of 
datum and their value to be communicated. This field shall 
be represented by a Datum Specification Record (see 
5.4.5.1.4) • 
The Data PDU is represented in Figure 5-40. 
This Is an unapproved Standards Draft. subject to change. 
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FlEl...DtQ.E DATA PDU FIElDS 
""U, 
fnIloaII Venice . ..... _1f'II!Id iN""" 
32 "'orocot. f..uni.- m· I ·WI ... ".. wrp KEAOOt rou 1),., 1-... ~ 
l.qtII .• .tIM _piIId j",,,CI' 
Stir· 16-biI .... _ i.aff1a' 
64 ORIG"AT1>'O HCIII' Il-bil vllli.- '-In IiJmTY m E&Uy. 1 &-bi,ldIIIIped iJM'Iu 
Group· l6-biII .. lIIIiped l_f'IG 
Sllil . , .... """ .. ,., j,.,..a 
64 w:av .. G HCIII· 16--bk UIIIplId MIltU IiJmTY II) 
E&clr}. I~I "lIIipcd blUJn 
Croup· I'-hIWllipad Urf'J~ 
32 TIME 01' )2·bII" ..... '-".,.. ISS.,. 
32 OEQUEST II) " ..... .-.-..-
32 
"""""" 
llbNuBMC!d 
NUMBER Of Jl-btl UNia- i.aff'lcr 32 FIXED DAl\JN f1Ell)S(1') 
32 NUMIlEROf :n·bil ~Mi&ftCd IlIfln \'ARIABLE DATUM 
f1Ell)S (M) 
FIXED Dwum ID· ]2 .. _lftCl'abOtI 64 DAT\JNII DIiIIR VaNe· U._,1IOd ,",~,H 
FIXED Duun D>. llobi! C'HInW r.Uo" 64 DAT\JN IN DIna \'w. . U bill 
o.rum ID · )24i1: CIUN~ 
64 .. Kj .. PI \,AAlAIIU: 
o.n- .... f\lth . U .. ~.11'IOIf IIN",., (K) 
DATUJot II 
0..10IIII VWI · 604 btl 
Dalla ID · U-bil CllWllCr....oo 
64 .. '\,. p .. VAAlAIILE Dlll.wa u,.~. )1 bill WI_rod _caer (J(J 
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DRAFT 
5 ••• 5.12 Bvent Report PDU. A managed entity shall report the 
occurrence of a significant event to the simulation manager using 
an EVent Report PDU. The EVent Report PDU shall consist of the 
following fields: 
(1) Simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
entity, the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) EVent Type - This field shall specify the type of event 
that caused the issue of an EVent PDU. This field shall be 
represented by a 32-bit enumeration. 
(3) Datum Information - This field shall specify the types of 
datum and their value be cOJDlllunicated. This field shall be 
represented by a Datum specification Record (see 
5.4.5.1.4) • 
The Event Report PDU is represented in Figure 5-41. 
Th1. 1. an unapproved Standard. Draft, .ubject to change. 
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5.4.5.13 M •••• g. PDU. Arbitrary messages (character strings) 
shall be entered into the data stream by using a Message PDU. The 
Message PDU shall consist of the following fields: 
(1) Simulation Management PDU Header - These fields shall 
identify the PDU header information, the originating 
enti ty , the intended receiving entity, and the time of 
issue. The Simulation Management PDU Header shall be 
represented by the Simulation Management PDU Header Record 
described in 5.4.5.1.1. 
(2) Number of Variable Datum Fields - This field shall specify 
the number of variable datum fields required to supply 
database names or character fields which exceed 32 bits. 
This field shall be represented by a 32-bit unsigned 
integer. 
(3) Variable Datum Values - These fields shall specify the 
types of Variable Datum, their length and their value. 
This field shall be represented by a Variable Datum Record 
(see 5.6.3.1.3). 
The Message PDU is represented in Figure 5-42. 
Th1s 1s an unapproved Standards Draft, subject to change. 
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DRAFT 
5.4.6 Distributed Emission Regeneration. (See 4.4 . 7) 
5.4.6.1 Basic Data Type. for Distributed Emission 
Reqeneration. This section specifies requirements for additional 
basic data types and records to support Distributed Emission 
Regeneration (DER). Enumeration values and bit-encoded values are 
given in section 4 of document IST-CR-93-2 unless otherwise stated. 
5.4.6.1.1 Emitter system Record. Information about a 
particular emitter shall be represented using an Emitter System 
Record. This record shall consist of four fields: Frequency Band, 
Emitter Name, Function and Emitter ID Number. These fields are 
described below: 
(1) Frequency Band - This field shall specify the frequency 
band in which the emitter is operating. This field is 
intended to help receiving entities determine if the 
Emission PDU is of interest to the systems simulated by 
that entity. This field shall be represented by a 16-bit 
enumeration. 
(2) Emitter Name - This field shall specify the emitter name 
for a particular emitter. This field shall be 
represented by a 16-bit enumeration. 
(3) Function - This field shall specify the function for a 
particular emitter. Typical functions include Surface-
to-Air Missile (SAM), ground surveillance radar, etc. 
This field is intended to help receiving entities 
determine if the Emission PDU is of interest to the 
systems simulated by that entity. This field shall be 
represented by an a-bit enumeration . 
(4) Emitter Identification Number - This field shall specify 
the emitter identification number relative to a specific 
system. This field shall be represented by an a-bit 
unsigned integer. This field allows the differentiation 
of multiple systems on an entity even if in some 
instances two or more of the systems may be identical 
emitter types. 
The Emitter System Record is represented on Figure 5-43 . 
ThIs Is an unapproved Standards Draft, subject to change. 
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Frequency Band l6-bit Enumeration 
Emitter Name l6-bit Enumeration 
Function a-bit Enumeration 
Emitter ID Number a-bit Unsigned Integer 
Piqure 5-43 Emitter system Record 
5.4.6.1.2 Fundamental Parameter Data Record. The 
Fundamental Parameter Data Record contains regeneration parameters 
that are variable throughout a scenario dependent on the actions of 
the participants in the simulation. This field also provides basic 
parametric data that may be used to support low-fidelity 
simulations which may not have the processing capability to model 
a high-fidelity regeneration of emission beams. This record shall 
consist of ten fields. These fields are described below: 
(1) 
(2) 
(3 ) 
(4 ) 
Frequency This field shall specify the center 
frequency of the emission in hertz. Frequency 
modulation for a particular emitter and mode shall be 
derived from database parametrics stored in the 
receiving entity. This field shall be represented by 
a 32-bit floating point number. 
Frequency Range This field shall specify the 
bandwidth of the frequencies corresponding to the 
Frequency field. Thus, if, for operational purposes, 
the Frequency is supposed to be a single number, then 
the Frequency Range shall be zero. If the Frequency 
Range reflects a finite number, then it may indicate a 
range of agile RFs (unintentional or intentional) for 
a radar and it may indicate a jamming package 3 db 
bandwidth for a jammer. This field shall be 
represented by a 32-bit floating point number. 
Effective Radiated Power (ERP) - This field shall 
specify the ERP for the emission in dbm. For a radar 
or a noise jammer, this field shall indicate the peak 
of the transmitted power. Thus, it includes peak 
transmitter power, transmission line losses, and peak 
of the antenna gain. This field shall be represented 
by a 32-bit floating point number. 
pulse Repetition Frequency (PRF) - This field specifies 
the average PRF of the emission in hertz. PRF 
modulation for a particular emitter and mode shall be 
derived from database and parameters stored in the 
Th1s 1s an unapproved Standards Draft. subject to change. 
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DRAFT 
receiving entity. This field shall be represented by 
a 32-bit floating point number. 
(5) Pulse Width - This field shall specify the average 
pulse width of the emission in micro-seconds. Pulse 
modulation for a particular emitter and mode shall be 
derived form database parameters store in the receiving 
entity. This field shall be represented by a 32-bit 
floating point number. 
(6) Beam Azimuth Center - This field in conjunction with 
the following three fields specify the beam azimuth and 
elevation centers and the corresponding half-angles 
required to describe the scan volume covered by the 
emitter beam scan. For systems in which the center 
beam can slew greater than TBD degrees per second or 
systems with rapidly relocated beams (i.e., phase 
array), this scan coverage shall represent the current 
field-of-regard of the system. For systems in which 
the center beam can be slewed at TBD degrees per second 
or less, this scan coverage shall represent the current 
field-of-view of the beam. All angles shall be 
measured in relation to the emission coordinate system. 
The azimuth center for 360 degree scan systems shall be 
o degrees. It should be noted that the scan volume 
described does not take into account masking by the 
enti ty. Masking determinations are a part of the 
regeneration process and require that appropriate 
database information be processed by the receiving 
entity. This field and the following three fields 
shall be represented by 32-bit floating point numbers 
representing units of Radians. 
(7) Beam Azimuth Sweep - see Beam Azimuth Center 
(8) Beam Elevation Center - see Beam Azimuth Center 
(9) Beam Elevation sweep - see Beam Azimuth Center 
(10) Beam Sweep Sync - This field is provided to allow a 
receiver to synchronize its regenerated scan pattern to 
that of the emitter. This field when employed shall 
specify the percentage of time a scan is through its 
pattern from its origin. The pattern and origin data 
shall be derived from database parameters . This field 
shall be represented by a 32-bit floating point number. 
The Fundamental parameter Data Record is shown in Figure 
Th1. 1. an unapproved Standards Draft, subJett to thange. 
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Frequency 32-bit Floating Point 
Frequency Range 32-bit Floating Point 
ERP 32-bit Floating Point 
PRF 32-bit Floating Point 
Pulse width 32-bit Floating Point 
Beam Azimuth center 32-bit Floating Point 
Beam Azimuth Sweep 32-bit Floating Point 
Beam Elevation Center 32-bit Floating Point 
Beam Elevation Sweep 32-bit Floating Point 
Beam Sweep Sync 32-bit Floating Point 
Figure 5-44. Fundamental Parameter Data Record 
5.4.6.2 Emission POD. Information about active electronic 
warfare (EW) emissions, acoustic emissions and active 
countermeasures shall be communicated using an Emission PDU. The 
Emission PDU shall contain the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, and the protocol 
data unit type. The PDU Header shall be represented by the 
PDU Header described in 5.3.15. 
(2) Emitting Entity ID - This field shall identify the entity 
that is the source of the emission. This field shall be 
represented by an Entity Identifier Record (see 5.3.8.2). 
(3) Timestamp - This field shall specify the time at which the 
data in the PDU is valid. This field shall be represented 
by a timestamp (see 5.3.19). 
(4) Event Identification - This field shall contain a number 
generated by the issuing simulator to associate related 
events. This field shall be represented by an Event 
Identifier Record (see 5.3.12). 
(5) Number of Systems - This field shall specify the number of 
emission systems being described in the current PDU. One, 
several or all of the emission systems on a particular 
This is an unapproved Standards Draft, subject to change. 
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entity may be described in a single Emission PDUl • This 
field shall be represented by an 8-bit unsigned integer. 
The following information shall be provided for each 
system: 
(a) Location - This field shall specify the location of the 
antenna beam source with respect the emitting entity's 
coordinate system. This location shall be the origin 
of the emission coordinate system which shall be 
parallel to the entity coordinate system. This field 
shall be represented by an Entity Coordinate vector 
Record (see 5.3.20.1). 
(b) Emitter System - This field shall specify information 
about a particular emitter's system. This field shall 
be represented by an Emitter System Record (see 
5.4.6.1.1) • 
(c) Number of Beams - This field shall specify the number 
of beams being described in the current PDU for the 
system being described. This field shall be 
represented by an 8-bit unsigned integer. The 
following information shall be provided for each beam: 
(i) Beam Parameter Index - This field shall specify 
a beam parameter index number that shall be used 
by receiving entities in conjunction with the 
emitter name field to provide a pointer to the 
stored database parameters required to 
regenerate the beam. This field shall be 
represented by a 16-bit unsigned integer. 
(ii) Beam Function - This field shall specify the 
function of a particular beam. This field shall 
be represented by an 8-bit enumeration. 
(iii) Beam ID Number - This field shall specify a 
unique emission database number assigned to 
differentiate between otherwise similar or 
identical emitter beams within an emitter 
system. This field shall be represented by an 
8-bit unsigned integer. 
(iv) Fundamental Parameter Data - This field shall 
specify dynamic parameters of the emitter. This 
It should be noted that caution must be exercised to ensure 
that the number of systems being described does not cause 
the PDU length to exceed the maximum PDU length of 255 
thirty-two-bit words. 
ThIs Is an unapproved Standards Draft. subject to change. 
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field shall be represented by a Fundamental 
parameter Data Record (see 5.4.6.1.2). 
(v) Jamming Mode Sequence - This field shall be used 
to identify one or multiple jamming techniques 
being applied. This field shall be represented 
by a 32-bit unsigned integer. 
(vi) Number of Targets in Track/Jam Field - This 
field, in conjunction with the following field, 
provides a mechanism for an entity with an 
emitting system to identify targets that are 
being illuminated by a track beam or target 
emitters it is attempting to jam. When these 
fields are used in conjunction with a tracking 
emitter, the target identified mayor may not be 
tracked by the emitting system. When employed 
by a tracking emitter, this field shall specify 
the number of targets that are being identified 
as in the track beam being described. When 
employed by a jamming emitter, this field shall 
specify the number of emitters the system is 
attempting to jam. This field shall be 
represented by an 8-bit unsigned integer. The 
following information shall be provided for each 
target: 
• Track/Jam Field - This field shall identify 
the targets in a emitter track beam or 
emitters a system is attempting to jam. This 
field shall be represented by an Entity 
Identifier Record (see 5.2.8), an Emitter 
Identifier and a Beam Identifier. The Emitter 
and Beam Identifiers shall be specified by 8-
bit unsigned integers. For a tracking 
emission, the Emitter and Beam Identifiers 
shall contain all zeros. For a jamming 
emission, these identifiers are defined as 
follows: 
- Emitter Identifier - The Emitter Identifier 
shall be the Emitter 10 number of the 
emitter for which the jamming emission is 
intended. 
- Beam Identifier - The Beam Identifier shall 
be Beam 10 number of the emitter beam for 
which the jamming emission is intended. 
(vii) High Density Track/Jam - This field shall be 
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scan pattern which the sending emission can 
track (for a phased array system) or jam (for a jamming system), are being tracked or jammed 
respectively. This field shall be represented 
by an a-bit enumeration. 
The Emission PDU is represented in Figure 5-47. 
This is an unapproved Standards Draft, subJett to thange. 
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5.4.1.3 La •• r PDU. Lasing operations shall be communicated by 
issuing a Laser PDU. The Laser PDU shall contain the following 
fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, and the protocol 
data unit type. The PDU Header shall be represented by 
the PDU Header described in 5.3.15. 
(2) 
(3) 
(4) 
(5) 
(6) 
(7) 
(8) 
(9) 
Lasing Entity ID - This field shall identify the entity 
that is positioning the laser. This field shall be 
represented by an Entity Identifier Record (see 5.3.8.2). 
Code Name - This field shall identify the code name for 
the laser system. This field shall be represented by a 
16-bit enumeration. 
Timestamp - This field shall specify the time at which 
the data in the PDU is valid. This field shall be 
represented by a timestamp (see 5 . 3.19). 
Lased Entity ID - This field shall identify the entity 
that is currently being lased. This field shall contain 
zeros if the laser spot is not on an entity. This field 
shall be represented by an Entity Identifier Record (see 
5.3.8.2) • 
Laser Code - This field shall identify the laser code 
being used by the lasing entity. This field shall be 
represented by an 8-bit enumeration. 
Laser Power - This field shall identify the laser output 
power in watts. This field shall be represented by a 
32-bit floating point number. 
Laser Wavelength - This field shall identify the laser 
wavelength in units of microns. This field shall be 
represented by a 32-bit floating point number. 
Laser spot Location - This field shall identify the 
location of the laser spot with respect to the world 
coordinate system. This field shall be represented by a 
World coordinates Record (see 5.3.21). 
(10) Laser spot with respect to Lased Entity - This field 
shall specify the location of the laser spot with respect 
to the lased entity's coordinate system when the spot is 
on an entity. This field shall be represented by an 
Entity Coordinate vector Record (see 5.3.20.1). 
The Laser PDU is represented in Figure 5-48. 
ThIs Is an unapproved Standards Draft. subject to change. 
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LASER PDU FIELDS 
Protocol Version - 8-bit unsigned integer 
PROTOCOL Exercise Identifier - 8-bit unsigned integer 
HEADER 
PDU Type - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - l6-bit unsigned integer 
LASING 
ENTITYID Host - 16-bit unsigned integer 
Entity - 16-bit unsigned integer 
CODE NAME 16 - bit enumeration 
TIMESTAMP 32-bit unsigned integer 
Site - l6-bit unsigned integer 
LASED 
Host - l6-bit unsigned integer ENTITYID 
Entity - 16-bit unsigned integer 
PADDING 8 bit unused 
LASER CODE 8 - bit enumeration 
LASER POWER 32-bit floating point 
LASER 32-bit floating point WAVELENGTH 
X -Coordinate - 64-bit floating point 
LASER SPOT 
Y-Coordinate - 64-bit floating point LOCATION 
Z-Coordinate - 64-bit floating point 
LASER SPOT x-Coordinate - 32-bit floating point 
WITH RESPECT y-Coordinate - 32-bit floating point TO LASED 
ENTITY z-Coordinate - 32-bit floating point 
Total Laser PDU Size = 544 bits 
Figure 5-46 
Laser PDU 
Thl. f •• n un.pproved St.nd.rd. Or.ft, .ubJect to ch.nge. 
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5.4.6.4 Bzpendable. PDU - TBD 
5.4.6.5 IFF PDU - TBD 
This Is an unapproved Standards Draft. subject to change. 
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5.4.7 Radio commuDicatioDa. (see 4.4.8) 
5.4.7.1 Baaic Data Typea for aadio CO_UDicatioDa. This 
section specifies requirements for additional basic data types and 
records to support Radio communications. Enumeration values and 
bit-encoded values are given in section 4 of document IST-CR-93-2 
unless otherwise stated. 
5.4.7.1.1 ADteDDa LocatioD aecord. The location of a radio 
transmitter's antenna shall be represented using an Antenna 
Location Record. This record shall specify the location of the 
radiating portion of the antenna. The antenna's location is 
specified in two different coordinate systems -- world coordinates 
and entity coordinates. The fields of this record are described in 
the paragraphs that follow. 
(1) Antenna Location - This field shall specify the location 
of the radiating portion of the antenna. This field 
shall be represented by a World Coordinates Record (see 
5.3.21) . 
(2) Relative Antenna Location - This field shall specify the 
location of the radiating portion of the antenna. This 
field shall be represented by an Entity Coordinate vector 
Record (see 5.3.20.1) 
The Antenna Location Record is represented in Fiqure 5-47. 
Antenna Location X-Coordinate - 64-bit float 
Y-Coordinate - 64-bit float 
Z-Coordinate - 64-bit float 
Relative Antenna Location x-Coordinate 
-
32-bit float 
Y-Coordinate - 32-bit float 
Z-coordinate - 32-bit float 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
Fiq 5-47 I 
ADteDDa LocatioD aecord 
5.4.7.1.2 ADteDDa PatterD aeoord. The direction and pattern I 
of radiation from a radio transmitter'. antenna shall be 
represented using an Antenna Pattern Record. The radiation pattern 
produced by the antenna is defined with respect to a Beam I 
Coordinate system. The Beam Coordinate system is a right-handed 
Cartesian coordinate system with the center of the beam along the 
x-axis of the system (See Fiqure 5-49). The Antenna Pattern Record I 
contains the following fields: 
(1) Beam Direction - The beam direction field shall specify I 
the rotation that transforms the reference coordinate 
Th1s 1s In unlpproved Standards Drift. subject to chlnge. 
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DRAFT 
system into the Beam Coordinate system. Either World 
Coordinates (see 5.3.21) or Entity Coordinates (see 
3.2(11» may be used as the reference coordinate system. 
The reference coordinate system in use shall be specified 
by the Reference System field of the Antenna Pattern 
Record. The beam direction field shall be represented as 
an Euler Angles Record (see 5.3.11). 
(2) Azimuth Beamwidth - The. full width of the beam to the -3 
dB power density points in the x-y plane of the Beam 
Coordinate system. Azimuth Beamwidth shall be 
represented by a 32-bit floating point number in units of 
radians. 
(3) Elevation Beamwidth - The.full width of the beam to the 
-3 dB power density points in the x-z plane of the Beam 
coordinate system. Elevation Beamwidth shall be 
represented by a 32-bit floating point number in units of 
radians. 
(4) Reference system - Specifies the reference coordinate 
system with respect to which beam direction is specified. 
Reference System shall be represented as an 8-bit 
enumeration. An enumeration value of 1 shall represent 
World Coordinates. An enumeration value of 2 shall 
represent Entity Coordinates. No other values shall be 
used in this field. The value of this field shall not 
change over the duration an exercise. Different radios 
in the same exercise may use different reference systems. 
The World Coordinate System is the preferred reference 
system for training applications. The Entity Coordinate 
system should only be used where highly directional 
antennas must be precisely modeled. Use of the Entity 
Coordinates for a reference system requires the receipt 
of Entity State PDUs by radio simulators and may 
adversely affect their performance. Support for an 
Enti ty Coordinate reference system is an optional part of 
this standard. 
A fully omni-directional antenna shall be represented by Beam 
Direction Euler angles of zero, an Azimuth Beamwidth of 2 pi and an 
Elevation Beamwidth of pi. 
The Antenna Pattern Record is represented in Figure 5-48. 
ThIs 1. an unapproved Standard. Draft, .ubJect to change. 
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Beam Direction Psi - 32-bit floating point 
Theta - 32-bit floating point 
Phi - 32-bit floating point 
Azimuth Beamwidth 32-bit floating point 
Elevation Beamwidth 32-bit floating point 
Reference System a-bit enumeration 
Fig 5-U 
Antenna Pattern aeoord 
10( _ .. -
Flgurt 5-49 
Beam Coordinates 
1 
~I 
y 
5 ••• 7.1.3 Modulation Type Reoord. Information about the type 
of modulation used for radio transmission shall be represented by 
a Modulation Type Record. This record uniquely identifies the 
various sets of signal parameters (i . e . the modulation type) that 
are used to determine whether two radios may interoperate. The 
modulation is characterized in a generic fashion by the spread 
spectrum, major modulation type, and detail fields. The classes of 
interoperable modulation types are enumerated by the System field. 
This record shall specify the spread-spectrum usage, major 
modulation type, detailed information, and system compatibility. 
The fields for this record are described in the paragraphs that 
follow. 
(1) Spread Spectrum - This field shall indicate the spread 
spectrum technique or combination of spread spectrum 
techniques in use. The Spread Spectrum field shall 
consist of a 16 element boolean array . Each independent 
type of spread spectrum technique shall be represented by 
a single element of this array. If a particular spread 
spectrum technique is in use, the corresponding array 
element shall be set to one, otherwise it shall be set to 
zero. All unused array elements shall be set to zero. 
This Is an unapproved Standards Draft. subject to thange. 
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The supported spread spectrum techniques and their 
assignment to elements of the 16 element array are 
defined in Section 4 of document IST-CR-93-2 and 
illustrated in Figure 5-50: 
Bits 3-15 Bit 2 Bit 1 Bit 0 
TBD Time Hop Pseudo Noise Freq. Hop 
I'iq 5-50 
Spread 8pectrua I'ield Definition 
(2) Major Modulation Type - This field shall specify the 
major classification of the modulation type. This field 
shall be represented by a 16-bit enumeration. 
(3) Detail - This field shall provide certain detailed 
information depending upon the Major Modulation Type. 
This field shall be represented by a 16-bit enumeration. 
(4) System - This field shall specify the interpretation of 
the modulation parameter field (s) in the Transmitter PDU. 
This field shall be represented by a 16-bit enumeration. 
The Modulation Type record is represented on Figure 5-51. 
Spread Spectrum 16-bit Boolean array 
Major Modulation type 16-bit enumeration 
Detail 16-bit enumeration 
System 16-bit enumeration 
I'iq 5-51 
Modulation Type aecord 
5.4.7.2 Transmitter PDU. Detailed information about a radio 
transmitter shall be communicated by issuing a Transmitter PDU. 
The Transmitter PDU shall contain the following fields: 
(1) 
(2) 
PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol 
data unit type, and the POU length. The PDU Header shall 
be represented by the PDU Header described in 5.3.15. 
Entity 10 - This field shall identify the entity that is 
the source of the radio transmission. The source entity 
This Is an unapproved Standards Draft, subject to change. 
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may either represent the radio itself or represent an 
entity (such as a vehicle) which contains the radio. 
This field shall be represented by an Entity Identifier 
Record (see 5.3.8.2). 
Radio ID - This field shall identify a particular radio 
within a given entity. Radio IDs shall be assigned 
sequentially to the radios within an entity, starting 
with Radio ID 1. The combination of Entity ID and Radio 
ID uniquely identify a radio within a simulation 
exercise. The Radio ID field shall be represented by a 
16-bit unsigned integer. 
Radio Entity Type - This field shall indicate the type of 
radio being simulated. This field shall be represented 
by a Radio Entity Type Record (see section 6 of document 
IST-CR-93-2). 
Transmit state - This field shall specify whether a radio 
is off, powered but not transmitting, or powered and 
transmitting. This field shall be represented by an 
8-bit enumeration. 
(6) Input Source - This field shall specify which position 
(pilot, co-pilot, first officer, gunnery officer, etc.) 
or data port in the entity utilizing the radio is 
providing the input audio or data being transmitted. This 
field shall be represented by an 8-bit enumeration. 
(7) Antenna Location - This field shall specify the location 
of the radiating portion of the antenna. This field 
shall be represented by an Antenna Location Record (see 
5.4.7.1.1). 
(8) Antenna Pattern This field shall specify the 
directionali ty and radiation pattern of the antenna. 
This field shall be represented by an Antenna Pattern 
Record (see 5.4.7.1.2). 
(9) Power - This field shall specify the average power being 
transmitted in units of decibel-milliwatts (dBm). This 
field shall be represented by a 32-bit floating point 
number. 
(10) Frequency - This field shall specify the center frequency 
being used by the radio for transmission. This frequency 
shall be expressed in units of Hertz (Hz). This field 
shall be represented by a 64-bit integer. 
(11) Transmit Frequency Bandwidth - This field shall identify 
the bandpass of the radio defined by the Radio ID field 
ThIs Is an unapproved Standards Draft, subject to change. 
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and the Radio Type field. This field shall be represented 
by a 32-bit floating point number. 
(12) Modulation Type - This field shall specify the type of 
modulation used for radio transmission. The modulation 
type shall be represented by a Modulation Type Record 
(see 5. 4 • 7 • 1. 3) • 
(13) Crypto System - This field shall identify the crypto 
equipment utilized if such equipment is used with the 
Transmitter PDU. This field shall be represented by a 
16-bit enumeration. 
(14) Crypto Key ID - This field shall consist of sixteen (16) 
bits. The high-order bit, when Cleared, shall indicate 
that the crypto equipment is in the baseband encryption 
mode, and when set shall indicate that the crypto 
equipment is in the diphase encryption mode. The lower-
order 15 bits shall be interpreted as a key identifier. 
If the key identifier of the transmitter and receiver 
match, they shall be considered to be using the same 
encryption key. Note that this key identifier is not an 
actual crypto key, the nature of which varies among 
encryption systems and is classified. 
(15) Length of Modulation Parameters - This field shall 
specify the length in bytes of the modulation parameters 
that follow this field. This field shall be represented 
by an 8-bit unsigned integer. 
(16) Modulation Parameters These fields shall specify 
specific modulation parameters for a radio transmission. 
This field shall have certain fields depending upon the 
value in the modulation type record. This field shall be 
represented by Modulation Parameters fields. 
The Transmitter PDU is represented in Figure 5-52. 
Th1s 1s an unapprov~ Standards Draft. subject to change. 
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TRANSMITTER PDU FIELDS 
ProIocoI\\:nioa - 8-li. WIIi",od in"l« 
PROTOCOL E.adIe ID - 8-li. WIIi,DOd iDIq« 
HEADER PDU Type - 8-bi. _OD 
14111> - 8-li. WIIi,DOd in"IO' 
SilO - 1~Ii' WlliIDod inoeler 
ENlTI'YID HOII - 16-1>! WlliIDod in ..... 
Emily - 1 ~Ii' Wllil....s 1111010' 
RADIOID 1 ~i' WlliIDod inoe, .. 
KiDd - 16-bit caumerllioD 
RADIO Domlia - 160m; e.aumc:raLioa 
ENlTI'Y 
TYPE Cowury. 16-blt cuumem.ioD 
Specific - l6-bjt eDUmer.uioD 
lltANSMIT 8-bi( tDUlDeT.ltioa STATE 
INPl!T 8-hie tDumeT.ltiOD 
SOURCE 
IlU)DING 16 bilS UDwed 
x- COOrdi .... · 64-bi. floatiDI poiD' 
~A y- Coon1l ..... 64-bi. nolliDi poilll LOCATION 
z- CoordiIwe . 64-bil nO&J.iD& point 
IlELATIVE X- COOrdio .... 32·bi! no.UDg poiD! 
ANlENNA y. Coordi .... - 32-bi. flallieg poiD' 
LOCATION 
Z- Coordi .... - 32·bi, nouillg poiD! 
Psi - 32·bi. flalliD, poiD. 
BEAM Theta - 32-bic floating point DlREcnON 
Phi • 32·bil floatlDa point 
AZIMU1l! 32·bl. noatiD, paiD. BEAMWIDTII 
ELEVATION 32·bil floatiD, poiD! BEAMWlD1ll 
REFERENCE 
8-bi1 COumentiOD SYSlEM 
Figure 5·52 
1hmsmiUtr PDU 
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TRANSMITTER PDU FIELDS Cont'd 
PADDING 24 bits unu~ 
POWER 32-bit floating point 
FREQUENCY 64-bit integer 
TRANSMIT 
FREQUENCY 32-bit floating point 
BANDWIDTH 
Spread Spectrum - 16-Boolean Array 
MODULATION Major - 16-bit enumeration 
TYPE 
Detail - 16-bit enumeration 
System - 16-bit enwneration 
CRYPTO 16-bit enumeration SYSTEM 
CRYPTOKEY 16-bit unsigned integer ID 
LENGTH OF 
MODULATION 8-bit unsigned integer 
PARAMETERS 
MODULATION 
PARAMETER 
#1 
• 
• 
• 
MODULATION 
PARAMETER 
#N 
Figure 5·52 (Continued) 
Transmitter PDU 
Th1s 1s an unapproved Standards Draft, subject to change. 
151 
DRAFT 
5.4.7.3 Signal PDO. The actual transmission of 
data shall be communicated by issuing a Signal PDU. 
shall contain the following fields: 
voice or radio 
The Signal PDU 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol data 
unit type, and the length of the PDU. The PDU Header shall 
be represented by the PDU Header described in 5.3.15. 
(2) Entity ID - This field shall identify the entity that is 
the source of the radio transmission. The source entity 
may either represent the radio itself or represent an 
entity (such as a vehicle) which contains the radio. This 
field shall be represented by an Entity Identifier Record 
(see 5.3.8.2). 
(3) Radio ID - This field shall identify a particular radio 
within a given entity. This field shall be represented by 
a 16-bit unsigned integer. 
The combination of Entity ID and Radio ID uniquely 
identifies a particular radio within a simulation exercise. 
The Entity ID, Radio ID pair associates each Signal PDU 
with the preceding Transmitter PDU that contains the same 
Entity ID, Radio ID pair. 
(4) Timestamp - This field shall specify the time at which the 
data in the PDU is valid. This field shall be represented 
by a timestamp (see 5.3.19). 
(5) Encoding Scheme - This field shall specify the encoding 
used in the Data field of this PDU. The Encoding Scheme 
shall be represented by a 2-bit enumeration field 
indicating encoding class (voice, raw data, 
application-specific data, or pointer) and a 14-bit 
enumeration field representing the encoding type within 
that class (see Figure 5-53). 
Bits 2-15 Bits 0-1 
Encoding Type Encoding Class 
I'ig 5-53 
Bncoding Sch_. 
This Is an unapproved Standards Draft, subject to change. 
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The two most significant bits shall represent the following 
encoding classes: 
002 ~ encoded voice 012 - raw binary data 102 - application-specific data 112 - pre-recorded voice pointer 
The Data field specified in 5.4.7.3 (9). of this standard shall 
be interpreted differently depending on the encoding class 
identified by the upper two bits of the encoding scheme. 
For encoded voice (Encoding Class 00), the Data field shall be 
interpreted as containing audio informal ion digitally- encoded in 
accordance with the scheme identified by the Encoding Type (the 
least significant fourteen (14) bits of the Encoding Scheme field). 
For raw binary data (Encoding Class 012), the Data field shall be interpreted as containing unspeci f ied binary data. The Encoding 
Type has no significance in this case and shall be zero. 
For application-specific data (Encoding Class 102), the Data field shall begin with a 32-bit user protocol identification number 
(data bytes 0-3), which identifies the application-specific 
encoding scheme or protocol in use. This Encoding Class shall be 
used to allow the development of various user defined synthetic 
protocols for cODlJDunication among simulators (e.g. MCS, CVCC, 
etc.). The Encoding Type has no significance in this case and 
shall be zero. 
For pointers (Encoding Class 112), the Data field shall be interpreted as a 32-bit pointer (data bytes 0-3) to the predefined 
database of messages, a 32-bit timestamp (data bytes 4-7) of when 
the message started being cODlJDunicated, and a 32-bit duration of 
the message (bytes 8-11) in milliseconds. The Encoding Type has no 
significance in this case and shall be zero. 
(6) Sample Rate - This field shall specify either (1) the 
sample rate in samples per second for voice digital audio 
or (2) the baud rate for data transmissions. This field 
shall be represented by a 32-bit unsigned integer. If the 
Encoding Class is "Pointer" (112), this field shall be 
zero. 
(7) Data Length - This field shall specify the number of bits 
of digital voice audio or digital data being sent in this 
Signal PDU. This field shall be represented by a 16-bit 
unsigned integer. If the Encoding Class is "Pointer" 
(112), the Data Length field shall contain the value 96. 
(8) Samples - This field shall specify the number of samples in 
this PDU. This field Shall be represented by a 16- bit 
Th1s 1s an unapproved Standards Draft. subject to change. 
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unsigned integer. If the Encoding Class is not "Encoded 
Voice" (002), this field shall be zero. 
I 
I 
(9) Data - This field shall specify the audio or digital data I 
conveyed. by the radio transmission. The length of the 
valid data contained in this field shall be the value of 
the Data Length field. This field shall be zero-padded to I 
a length that is a multiple of 8 bits 
The Signal PDU is represented on Figure 5-54. 
fIEl.DSIZE 
(bit.s) 
32 
. 48 
16 
32 
16 
16 
32 
16 
16 
8 
8 
0049-2763 
SIGNAL PDU FIELDS 
PrOlocol Version' 8-bit unsigned integer 
PROTOCOL Exercise ID • 8·bit unsigned integer 
HEADER PDU Type. g·bit enumeration 
Length· g·bit unsigned integer 
Site· 16-bit unsigned integer 
ENTITYID Host· 16-bit unsigned integer 
Entity· 16-bit unsigned integer 
RADIOID 16-bit unsigned integer 
TIMESTAMP 32-bit unsigned integer 
ENCODING 16-bit enumeration SCHEME 
PADDING 16 bilS unused 
SAMPLE RATE 32-bit integer 
LENGTH 16-bit integer 
SAMPLES 16-bit integer 
DATA 110 g-bit unsigned integer 
· • 
• 
DATA#N g-bit unsigned integer 
Total Signal PDU Size = 224 + Length 
Figure 5-54 
Signal PDU 
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5.4.7.4 .eceiver PDU. Communication of receiver state shall 
be communicated with a Receiver PDU. The Receiver PDU shall 
contain the following fields: 
(1) PDU Header - These fields shall identify the protocol 
version number, the exercise identifier, the protocol data 
unit type, and the PDU length. The PDU Header shall be 
represented by the PDU Header described in 5.3.15. 
(2) Entity ID - This field shall identify the entity that is 
the source of the radio transmission. The source entity 
may either represent the radio itself or represent an 
entity (such as a vehicle) which contains the radio. This 
field shall be represented by an Entity Identifier Record 
(see 5. 3 • 8 • 2) • 
(3) Radio ID - This field shall identify a particular radio 
within a given entity. Radio IDs shall be assigned 
sequentially to the radios within an entity, starting with 
Radio ID 1. The combination of Entity ID and Radio ID 
uniquely identify a radio within a simulation exercise. 
The Radio ID field shall be represented by a 16-bit 
unsigned integer. 
(4) Timestamp - This field shall specify the time at which the 
data in the PDU is valid. This field shall be represented 
by a timestamp (see 5.3.19). 
(5) Receiver state - This field shall indicate the state of the 
receiver, which shall either be idle or active. This field 
shall be represented by a 16-bit enumeration. 
(6) Received Power - This field shall indicate the RF power 
received, after applying any propagation loss and antenna 
gain. This field shall be represented by a 32-bit floating 
point number in units of dBm. 
(7) Transmitter - This field shall identify the transmitter 
currently being received. The selection of the received 
transmitter depends on the of the characteristics and state 
of the simulated receiver. It shall consist of an entity 
ID and a radio ID, as specified in paragraphs 2 and 3, 
above. 
The Receiver PDU is represented on Figure 5-55. 
This 1. an unapproved Standards Draft, subject to change. 
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INSERT PIOURE 5-55. RECBIVBR PDU 
RECEIVER PDU FIELDS 
Protocol Version - 8-bit unsigned integer 
PROTOCOL Exercise ID - 8-bit unsigned integer 
HEADER PDU lYpe - 8-bit enumeration 
Length - 8-bit unsigned integer 
Site - l6-bit unsigned integer 
ENTITYID Host - 16-bit unsigned integer 
Entity - 16-bit unsigned integer 
RADIOID l6-bit unsigned integer 
TIMESTAMP 32-bit unsigned integer 
RECEIVER l6-bit enumeration STATE 
PADDING 16-bits unused 
RECEIVED 32-bit floating point POWER 
Site - l6-bit unsigned integer 
TRANSMITIER Host - 16-bit unsigned integer ENTITYID 
Entity - 16-bit unsigned integer 
TRANSMITTER 16-bit unsigned integer RADIOID 
Total Receiver PDU Size = 256 bits 
Figure 5·55 
Receiver PDU 
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AHMEX A - Artioulated and Attaohed Part. 
AI. Boope 
Al.l Soope. This annex defines the mechanism by which the state 
of articulated and attached parts ahall be communicated. The 
particular parts that are to be represented as articulated rather 
than fixed are not specified by this standard. This annex is a 
mandatory part of the standard. 
A2. Applioable Doouaent. 
The following document is referenced in this Annex: 
IST-CR-9J-02 - Enumeration and Bit Encoded Values for Use with 
Protocols for Distributed Interactive Simulation 
Applications Version 2.0 (Second Draft) 
A3. Articulated Part. and Attaohed Part. 
A3.1 Introduction. The Articulation Parameter Record can be used 
in two ways. The first is to represent articUlated parts of an 
entity. The second is to represent attached parts. The 
representation of Articulated Parts is described in AJ. 2 and 
Section 5 in document IST-CR-9J-02. The representation of Attached 
Parts is described in AJ.J and section 5 in document IST-CR-9J-02. 
A3.2 Articulated Parts. The Articulation Parameter Record is used 
to represent the state of the movable parts of an entity. Examples 
of movable parts include the turret on a tank and the periscope on 
a submarine. An Articulation Parameter Record shall represent the 
value of only one parameter of a movable or "articulated" part. 
Thus, it may require multiple articulation parameter records to 
describe the state of a single articUlated part. The number of 
Articulation Parameter Records used to represent a given 
articulated part on a given entity shall be determined at exercise 
initialization. It shall not change for the duration of the 
simUlation exercise. The parameter type field of the Articulation 
Parameter Record shall identify both a particular movable part and 
the type metric (state parameter) whose value is contained in the 
parameter value field (see AJ.2.J). The 16 currently defined type 
metrics (state parameters) are described under AJ.2.4. 
A3.2.1 Numbering' of Artioulated Part.. Each of an entity's 
articulated parts shall be sequentially assigned a part 10. The 
entity itself shall be assigned part 10 0 (zero). An articulated 
part shall have a part 10 greater than that of the articUlated part 
to which it is attached. The part IDs associated with an entity 
shall be a continuous sequence starting with zero. The part 10 is 
used in the "10 - Part Attached To" field of the Articulation 
Parameter Record (see 5.J.3). 
Thlo 10 an unapproved Standardo Draft. oubJect to change. 
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The part 10 associated with an Articulated Parts Record is 
expressed by its order within an Entity state or Detonation POU. 
The first Articulated Part Record in a PDU is associated with part 
10 1. For subsequent Articulated Part Records, the associated part 
10 is incremented whenever the type class (see A3. 2 • 5) in the 
record changes. 
&3.2.2 .ererence and Part Coordinate 8y.t.... Each articulated 
part has an associated part coordinate system. This coordinate 
system is fixed with respect to the part. Each articulated part 
also has an associated reference coordinate system. This 
coordinate system is fixed with respect to the part that the 
articulated part is attached to. Both the part and reference 
coordinate system are right-handed cartesian coordinate systems. 
Both coordinate systems are defined when the entity type is 
defined. 
The collection of Parameter Types and Parameter Values fields for 
a part in a POU define the transformation from the reference 
coordinate system to the part coordinate system. In general, the 
reference and part coordinate systems should be defined such that 
a null transformation corresponds to the part in its "neutral" 
position. Additional guidelines for defining these coordinate 
systems are given in Section 5 in document IST-CR-93-02. 
&3.2.3 Parameter Type Field. An articulated parameter type 
consists of three components (Fig A-l). The first component, 
consisting of the low 5 bits of the type, defines the type 
metric. The type metric determines which of the transformations 
described in A3.2.4 are specified by this parameter type. The 
second component, consisting of the next 26 bits of the type, 
defines the type class. The type class specifies which particular 
articulating part of a model is referenced by this parameter type. 
The values of the parameter metrics are defined in Section 5 in 
document IST-CR-93-02. The most significant bit of the Parameter 
Type Record is set to 0 to indicate that the Articulation Parameter 
Record represents an Articulated Part. 
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Parameter Type Field For.at - Articulated Part 
&3.2.4 Type Ketric. 
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&3.2.4.1 Position. position shall specify the location of an 
articulated part along a particular path to which its movement is I 
constrained. The path may be any 3-space curve. The position 
shall be expressed in 32-bit floating point numbers. The value 
zero shall represent fully retracted, and one shall represent fully I 
extended. Intermediate positions are represented as a fraction of 
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the path traveled. One path may be associated with each 
articulated part on each entity type. 
A3.2.4.2 position Rate. Position rate shall specify the rate of 
change of position in units of fraction of entire path per second. 
For example, a position rate of one indicates that the articulated 
part has traversed the entire path in one second. position rate 
shall be expressed in 32-bit floating point format. 
A3.2.4.3 Sztenalon. Extension shall specify the linear extension 
of the part of one direction in lIIeters. The value zero shall 
represent fully retracted. Extension shall be expressed in 32-bit 
floating point format. 
A3.2.4.4 sztension Rate. Extension rate shall specify the rate of 
change of extension in units of meters per second. The extension 
rate shall be expressed in 32-bit floating point format. 
A3. 2.4.5 z, y, and s. The x, y, and z shall specify the 
translation from the articulated parts reference coordinate system 
to the current location of the articulated parts coordinate system. 
x, y, and z shall be expressed in 32-bit floating point format. 
A3.2.4.6 Z, y, and s Rates. The x, y, and z rates shall specify 
the rate of change of the position of the articulated coordinate 
system expressed in meters per second. x, y, and z rates shall be 
expressed in 32-bit floating point format. 
A3.2.4.7 A.illluth. Azimuth shall specify the rotation of an 
articulated part with respect to its reference z-axis. Azimuth 
shall be measured in Radians and shall be expressed in 32-bit 
floating point format. 
A3.2.4.8 Blevation. Elevation shall specify the rotation of an 
articulated part with respect to its reference y-axis. Elevation 
shall be measured in Radians and shall be expressed in 32-bit 
floating point format. 
A3.2.4.9 Rotation. Rotation shall specify the rotation of an 
articulated part with respect to its reference x-axis. Rotation 
shall be measured in Radians and shall be expressed in 32-bit 
floating point format. 
A3.2.4.10 Order of Transformation. If more than one of azimuth, 
elevation, or rotation exist for the same articulated part, the 
order of the transformation shall be azimuth, then elevation, then 
rotation. 
A3.2.4.11 A.iauth, Slevation, and RotatioD Rate.. These rates 
shall specify the rate at which the angle is changing. Angular 
rates shall be measured in Radians per second and shall be 
ThIs Is an unapproved Standards Draft. subject to change. 
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expressed in 32-bit floating point format. These rates represent 
instantaneous angular velocity. 
A3.2.5 Type Cl.... The type class uniquely identifies a 
particular articulated part on a given entity type. Guidance for 
uniquely assigning type classes to an entity's articulated parts is 
given in section 5 in document IST-CR-93-02. 
A3.2.6 De.d ReokoDiDq of Artioul.ted P.rt.. The issuing 
simulation application may specify the dead reckoning of an 
articulated part by including position, extension, x, y, z, 
azimuth, elevation, and/or rotation rate type metrics in an 
Articulation Parameter Record of an Entity state PDU (see 4.4.2.1). 
The same dead reckoning thresholds (see 4.4.2.1.2.1) that apply to 
an entity apply to its articulated parts. Note that angular 
movement of an articulated part may result in a linear threshold 
being exceeded. Absolute linear error for each articulated part in 
a chain of connected parts shall be used to determine if a 
threshold has been exceeded. 
A3 • 2 • 7 Guidel iDe. for SeleotiDq Type .etrio.. Al though it is 
possible to define part and reference coordinate systems so that 
almost any type metric could apply to almost any articulated part, 
Table A-1 provides a guideline for which type metrics should be 
used with some common articulated parts. Rate parameters shall be 
used when dead reckoning of articulated parts is required. 
Table A-I 
GuideliDe. for SeleotiDq Type .etrio. 
Part 
Horizontal control surfaces 
Vertical control surfaces 
Extendable items 
Fixed path items 
Turrets 
Guns 
Movable missile launcher 
Recommended Type Metric 
Elevation 
Azimuth 
Extension 
Position 
Azimuth 
Elevation 
Azimuth and elevation 
Rate parameters shall be used when dead reckoning of articulated 
parts is required. 
A3.2.8 P.rameter Value .1e1d. The 64-bi t Parameter Value field is 
divided into two 32-bit subfields. The most-significant 32-bit 
subfield represents a 32-bit floating point number. The 
interpretation of this subfield depends on the value of type metric 
as specified in A3. 2.4. The least significant 32-bit sub field 
shall be zero. 
A3.3 Attacbed Part.. The Articulation Parameter Record is also 
used to represent removable parts that may be "attached" to an 
This is an unapproved Standards Draft, subject to change. 
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entity. Examples of such "attached parts" include missiles and 
other external stores on an aircraft. When the Articulation 
Parameter Record is used in this way, the parameter type field 
shall identify the location (or station) to which the part is 
attached (see Fig A-2). Stations shall be assigned to each entity 
type as described in the subparagraph that follows. When the 
Articulation Parameter Record is used to represent an attached 
part, the parameter value field shall contain the entity type of 
the attached part. Entity types are defined in section 6 in 
DocUlDent IST-CR-93-02. When the most significant bit of the 
Parameter Type Record is set, the Articulation Parameter Record 
represents an Attached Part. 
31 30 
1 I I 
o 
station 
I'ig A-a 
Parameter Type l'ie1d I'oraat - Attaohed Part 
A3.3.1 Station.. A station shall specify the station to which an 
attached part is attached. Stations shall be numbered sequentially 
beginning with one and incrementing by one. The order of numbering 
shall be from top to bottom, then back to front, then left to 
right. The only exception shall be aircraft wing stations. The 
fuselage stations, left wing stations, and right wing stations 
shall be separated into different categories. Wing stations shall 
be numbered from inboard to outboard. The value field shall 
contain the Entity Type Record representing the type of store 
located at the specified station. The attached part stations are 
defined in Section 5 in DocUlDent IST-CR-93-02. 
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